
Concept Engineering:

__ An investigation of TIME vs. MARKET
0 orientation in product concept development

00o by

Gary W. Burchill

I• BSE Duke University (1978)
MBA Harvard University (1987)

Submitted to the Alfred P. Sloan School of Management

in partial fulfillment of the requirements for the degree of

DOCTOR OF PHILOSOPHY IN MANAGEMENT

at the DTIC
ELECTE

MASSACHUISETTS INSTITUTE OF TECHNOLOGY $AUGS 93 LJO
June 1993

0 Gary Burchill 1993. All rights reserved
The author hereby grants to MIT permission to reproduce and to

distribute publicly copies of this thesis document in whole or in part.

Signature of Author ?•,-A9 ?oA M am

Certfiedby ~May 10, 1993
S• _,..y•Charles H. Fine

Certfiedby,•• b"• 7..•__Thesis Supervisor

d/ John S. Carroll

rn Certified by. Committee Member

Stephen C. GravesN(•I Cetifid •/••,/• •Committee Member

S~John D. Sterman
S• Committee Member

S• ~Certified by
David C. Walden

Acetdb - 1*1- g A James B. Orlin
Chairman, Ph.D. Committee0044

I--



.2

2



Concept Engineering:

An investigation of TIME vs. MARKET
orientation in product concept development

by

Gary W. Burchill

Submitted in partial fulfillment of the requirements for the degree of

DOCTOR OF PHILOSOPHY IN MANAGEMENT

10 May 1993

ABSTRACT

This thesis introduces Concept Engineering, the result of an extensive
collaborative research effort with product development professionals from
member companies of the Center for Quality Management, as a complete
decision support process for enhancing product concept development. Concept
Engineering applies the principles and practices of Total Quality Management to
develop customer-focused product concepts. The simultaneous introduction of
Concept Engineering into product development organizations in three different
companies created an opportunity for a comparative study of the product
concept decision process. The comparative analysis is conducted using Inductive
System Diagrams, a method introduced in this research, for systematic field-
based hypothesis generation. Inductive System Diagrams combine aspects of
grounded theory methods and system dynamics to develop and communicate
substantive theories intimately tied to the data. The cross-company comparative
analysis of product development teams, some using and others not using
Concept Engineering, led to the generation of a dynamic hypotheses regarding
the impact of a relative emphasis on TIME vs. MARKET orientation during the
product concept decision process. It is proposed that a relative emphasis on
TIME reduces concept development time but increases total product
development time compared to a relative emphasis on MARKET orientation
during product concept development. The MARKET orientation results in
design objectives with higher clarity, credibility and stability. TIME orientation
led to relatively lower design objective clarity and credibility resulting in product
concept changes during downstream development activities thus increasing the
total development time.
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Preface
The prcentation of this thesis follows the progression of work done in this

research effort. In the beginning, there was a desire to investigate the "customer

focus" theme of Total Quality Management and it was realized that product

development represented a high leverage point in which to conduct this work. A

collaborative research effort with product development professionals from

member companies of the Center for Quality Management led to the evolution of

Concept Engineering as a complete decision support process for product concept

development. This material is covered in Chapter 1 and Appendix A.

The introduction of Concept Engineering to product development efforts

within the participating companies created an opportunity for a inter-company

comparative study. Additionally, as it was not feasible for the participating

companies to implement a whole-sale conversion to Concept Engineering, it was

possible to conduct an intra-company comparative analysis involving product

development teams studying Concept Engineering and those that did not. The

design of this research is addressed in Chapter 2.

The research design led to an opportunity to conduct extensive, field-

based participant observation of product development activities, in a

comparative setting. As a result, it was possible to apply relevant theory

generation methods from sociology to the product concept decision process. It

was observed that a relative strength of the sociological methods was in the

identification of key process variables. However, relative to System Dynamics

methodologies for variable integration, the Sociological integration methods

were weak. As a result, a marriage of the relative strengths of the two

approaches was created in a process called Inductive System Diagrams. This

process is described in Chapter 3.

11



In chapter 4, the hypotheses related to product concept development,

developed through the Inductive System Diagram process, are presented in the

context of current literature. Based on the generated hypotheses, management

diagnostics for the product concept decision process are presented in Chapter 5.

Chapter 6 describes potential next steps to continue the development of Concept

Engineering, product concept decision theory and Inductive System Diagrams.
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Chapter 1: Concept Engineering

The total quality management (TQM) literature has two dominant

themes: continuous process improvement and customer focus. The first

theme, continuous process improvement, has a well-established set of

methods and tools (7 Steps, 7 Statistical Tools, etc.) that are widely

disseminated in practice and academia. (Feigenbaum 1951, Western Electric

Co. 1956, Juran & Gryna 1970, Ishikawa 1976, Kume 1985, AT&T 1987, Scholtes

1988, Montgomery 1991) In contrast, the customer focus theme, with the

principal exception of Quality Function Deployment activities (Hauser &

Clausing 1988, Akao 1990, Griffin & Hauser 1992) is not supported by a similar

set of widely accepted tools and methods. However, an emphasis on

attending to customer needs as a critical success factor in new product

development has been consistently underscored by researchers in the quality

literature (Shewhart 1938, Deming 1982, Ishikawa 1985, Juran 1988) and in the

product development literature (for example: Rothwell et al. 1974, Cooper &

Klienschmidt 1986, Clark & Fujimoto 1991).

Motivation

In Cooper and Klienschmidt's (1986; p.76) study of 252 new product case

histories in 123 firms "the weakest rated activities were the 'up front' or pre-

development activities, namely initial screening, preliminary market

assessment and detailed market study." Supporting this finding, many

studies conclude there is potential benefit from research on the product

development process, particularly the early activities (Rothwell, et al.. 1974,

Cooper & Klienschmidt 1986, Clausing & Pugh 1991, NRC 91, Mahajan &
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Wind 1992). Additionally, a recent National Research Council report:

Improving Engineering Design: Designing for Competitive Advantage.

estimates that 70% or more of product life cycle costs are determined during

concept design, as illustrated in the figure below (NRC 1991; p.5).

Life Cycle Cost Commitment

100 9

7 .... ...
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...... 2. De...ine alternatives

u ; ;.3. Develop alternatives
4. Freeze subsystems
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S• ii~iiii~iiiiiiii:,i.iiiiiii~i!i~i~i~ii:::9 . P rod uct

.::::..: .. + .... :: • : :. :
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Formulation • Development U=

25.

The NRC report concludes the overall quality of engineering design in

the United States is poor. Empirical studies of actual product development

efforts confirm that critical activities are consistently omitted (Cooper &

Klienschmidt 1986, Mahajan & Wind 1992). Additionally, the results of my
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own field investigations in this area are consistent with this conclusion; I

have heard CEOs of successful companies describe their product development

process as "random walks with random results" and as a series of "blind

alleys" (Burchill et al. 1992). In pursuit of this identified need, Concept

Engineering was developed as a process for integrating customer driven

requirements into design activities.

Concept Engineering

Concept Engineering is at one level a process for developing

product/service concepts that strive to meet or exceed customer

requirements; at another level it is a decision support process.1 This chapter

outlines the evolution and essential features of the Concept Engineering

process (a complete description is included as Appendix A) and then provides

evidence that it is consistent with the requirements of complete decision

support processes. A complete decision support process is defined as one that

supports the decision maker in all phases of the problem solving process.

Concept Engineering Evolution

Concept Engineering had its genesis in the teachings of Dr. Shoji Shiba,

a visiting professor at MIT, in the fall of 1990. Professor Shiba presented

several Total Quality Management decision aides in the context of a quality

deployment case study. Coupling Shiba's work with Dr. Deming's concept of

operational definitions (Deming 1982) led to the outline of a process for

1 Although the term Decision Support System has generally been applied to problem-solving

assistance systems using computers (Elam, et al.. 1986), there is evidence that pencil and paper
delivery systems are just as effective as computerized versions (Cat-Baril & Huber 1987).
Therefore, I will use the term Decision Support Process (DSP) to refer to a problem-solving
system without the requirement to include computers.
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operationally defining customer requirements which the author applied in

the development of salt-water flyfishing stripping basket.2

A review of the Stripping Basket project by a member of the Operating

Committee of the Center for Quality Management3 (CQM) led to an offer to

present this material in the CQM's Six-day TQM Course for Senior Executives

in the summer of 1991. This offer blossomed into a two year collaborative

effort by representatives of several CQM member companies and MIT to

apply the Plan-Do-Check-Act cycle (Ishikawa 1985) to the development of

what eventually became Concept Engineering.

Mutual Learning

In the development of Concept Engineering, the company participants

were equal partners with the researcher in identifying and evaluating the

investigated problems and solutions. Representatives from four companies

and MIT were engaged in a continuous relationship over a two year period.

The members met collectively to discuss objectives and findings and worked

independently pursuing particular assignments. In stretches, often lasting

several months, the group met for as much as one full day per week. Interim

periods were spent implementing and evaluating the results of previous

decisions.

During the evaluation periods, it was not unusual for members of one

company to be present in the product development team meetings of other

participating companies observing, along side the MIT researcher, the effects

of proposed solutions. This level of sharing allowed insights into what

2 The stripping basket, which has been patented and licensed, has been reviewed in the New
York Times and was widely acclaimed in the flyfishing trade press in 1992 and 1993.
3 The Center for Quality Management, headquartered in Cambridge MA., is a consortium of over
thirty organizations dedicated to the pursuit of Total Quality Management.
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worked and didn't work to be rapidly spread among participating companies,

i.e., an innovation at one company could be applied at another company

usually in the matter of days or weeks at most. (The resulting rapid feedback

on process improvement opportunities was a major contributing factor in

Concept Engineering's development into a complete decision support

process.) The practice of mutual learning and sharing continues as evidenced

by two presentations at the February, 1993 Concept Engineering User's Group

in which two companies presented innovations and enhancements to the

Concept Engineering process (Appendix B).

A significant advantage of practitioner research partners is the ability to

focus effort on substantive issues. In this research effort, the problems

investigated were those which product development professionals in the

firms were facing. "Practitioners often bring the pursuit of irrelevant or ill-

conceived lines of inquiry to a rapid halt, correcting or refining the questions

asked in ways that lead to sharper formulation and more productive

research" (Whyte et al. 1991; p. 54). Additionally, the investment made by

the organizations in researching existing problems provides a built-in

incentive for implementing the solutions. This model is in sharp contrast to

the conventional approach of literature reviews, hypotheses development

and subsequent search for an organizational setting for testing (Whyte et al.

1991).

Elden and Levin (1991) describe this process of participative action

research as "cogenerative learning". In cogenerative learning, insiders and

outsiders bring their respective frameworks (understandings) of events

together to create a shared explanatory framework more powerful than any

they could have generated independently. Insiders experience the workplace

directly and have a great deal of specific knowledge of the setting; this

17



knowledge is often tacit and not reflected on. Outsiders (researchers) have

general knowledge of the field of interest and training in systematic inquiry

and analysis techniques. This marriage of specific and general knowledge

provides an opportunity for the creation of new substantive knowledge.

Concept Engineering Description

Concept Engineering is a conceptual model, with supporting decision

aids, for developing product concepts. The process alternates between the

level of thought (reflection) and level of experience (data) (Kawakita 1991) in

a way that allows participants to understand what is important to the

customer, why it is important, how it will be measured and how it will be

addressed in the product concept. Concept Engineering has five stages each

with three steps (see figure on the next page). These stages and steps form the

road map which outlines the conceptual model underlying our product

concept decision process.

The model begins with developing a plan for the entire concept

development process and ends with the selection of the product concept to be

pursued in subsequent development activities. Within each step, decision

aids are provided to assist decision making. In some instances, alternative

decision aids were employed and evaluated for apparent effectiveness in

providing assistance in the product concept decision process. Effectiveness

was determined by a consensus opinion of the participants of the Concept

Engineering research team and/or members of actual product development

teams. The Plan-Do-Check-Act cycle is continuously applied to the

development of the conceptual model and supporting methodologies. A

brief description of each stage, as it currently exists, is provided below. Refer

to Appendix A for more detailed information.
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Concept Engineering

1. Understanding Customer's Environment

Step 1: Plan for Exploration
Step 2: Collect the Voice of the Customer
Step 3: Develop Common Image of Environment

2. Converting Understanding Into Requirements

Step 4: Transform Voices into Requirements
Step 5: Select Significant Requirements
Step 6: Develop Insight into Requirements

3. Operationalizing What You Have Learned

Step 7: Develop and Administer Questionnaires
Step 8: Generate Metrics for Requirements
Step 9: Integrate Understanding

I ~4. Concept Ge~neration

Step 10: Decomposition
Step 11: Idea Generation
Step 12: Solution Generation

5. Concept Selection

Step 13: Solution Screening
Step 14: Concept Selection
Step 15: Reflection
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Stage 1: Understanding Customer's Environment

The objective of Stage 1 is for the development team to develop

empathy for the customer, in the actual use environment of the product or

service. Stage 1 consists of developing a plan for the team's exploration,

doing the exploration, and using the data collected by the team to develop a

contextual anchor from the images of the customers' environment. The

creation of this common mental map of the customer's environment is a

unique aspect of Concept Engineering.

The planning process begins with an articulation of the project scope.

After the scope is outlined, appropriate market segments and customer types

are identified for investigation. Prior to visiting the selected customers, the

team members develop an open ended interview guide and interview skills.

Pairs of team members (usually cross-functional) visit customers and conduct

the interview at the customer's site and take verbatim notes of customer

comments and their own observations. Upon completion of the interview

process, images of the customer's use environment are selected and analyzed

with a KJ diagram4 (Ofuji 1990, Kawakita 1991, Shiba et al. 1991a). This "Image

KJ" is a link to the customer's real world and acts as a contextual anchor in

the customer's environment for all future product concept decisions.

Stage 2: Converting Understanding into Requirements

Stage 2 distills what was learned from the customer exploration into a

small set of well understood, critical customer requirements. In this stage, the

Image KJ developed in Stage 1, is used as a contextual anchor in the

development of requirement statements to ensure they are consistent with the

4 KJ diagrams structure detailed language (vs. numerical) data into more general conclusions
using semantic and abstraction guidelines. They are one of a family of tools invented by Jim
Kawakita and known as the KJ method (Kawakita 1991).
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customers' environment. A small set of the vital few from the useful many

requirements is selected and the relationships between them are analyzed. The

process and guidelines for linking customer voices to contextual images and

transforming the voices into requirement statements is unique to Concept

Engineering.

The transformation process converts the customer's language, often

laden with emotion, into a customer requirement statement better suited for

use in downstream development activities (Ofuji 1990). Each customer voice

is explicitly linked to an image of the customer's environment and through a

clearly defined process of successive refinement is developed into customer

requirement statements. The entire team then selects the vital few customer

requirements from the useful many through a democratic and iterative

process5 of identifying the most important requirements based on their

respective understandings of the opportunity. The KJ method (Shiba et al.

1991a) is again employed to develop new insight and team consensus

regarding the relationships among requirements.

Stage 3: Operationalizing What You Have Learned

In Stage 3, the goal is to ensure that the key customer requirements are

clearly, concisely, and unambiguously communicated in measurable terms.

The key customer requirements are validated with customers, operationally

defined in measurable terms and the resulting information is displayed in

such a way that the relationships between requirements, metrics and

customer feedback is easily seen. The application of Kano's analysis, described

in detail in Appendix A, to customer requirements is unique in US concept

development activities (Kano et al. 1984).

5 The Multi-stage Picking-up Method, another of the Kj method tools, focuses on the most
powerful statements by eliminating non-candidates in an iterative selection process.
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Two validation methods, self-stated importance assessments and

Kano's analysis, are employed during this stage to assess customer attitudes

towards the selected customer requirements. The self-stated importance

questionnaire is a traditional marketing research technique (Griffin & Hauser

1992) and indicates the relative importance of requirements. Kano's analysis

(Kano et al. 1984) segregates requirements into four categories (Attractive,

One-dimensional, Must-be, and Indifferent) depending on the relationship

between changes in functionality and changes in customer satisfaction.

Additionally, in Stage 3 the team develops and structures6 metrics in order to

measure, quantitatively, requirement realization. This stage concludes with

the development of a Quality Chart and Operational Definitions (Deming

1986, Hauser & Clausing 1988, Juran 1988, Akao 1990) to integrate customer

requirement understanding.

Stage 4: Concept Generation

This stage marks the transition in the development team's thinking

from the "requirement or problem space" to the "solution space." In this

stage the objective is to develop the largest number of potential solution ideas

possible. Multiple perspectives of the development project are used to

generate ideas from distinct vantage points. The use of a structured idea

development process is uncommon in US product concept development.

The complex design problem is decomposed into smaller, independent

sub-problems based on the customer's perspective and also from the

engineering development perspective. The team creates, through individual

and group collaboration efforts, an exhaustive list of ideas (both feasible and

unfeasible) for each sub-problem; working first from the customer's vantage

6 Tree diagram method relates means to ends, which are in turn means to more general ends, in a
hierachial relationship (Shiba 1991b).
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point before exploring the internal engineering perspective. Generated ideas are

systematically reviewed and enhanced. This stage concludes when each team

member creates their ideal solution concept from the generated list of ideas.

Stage 5: Concept Selection

In the final stage of Concept Engineering a product concept is selected

for downstream development. In this stage, concepts are systematically

reviewed, compared, combined and enhanced in an iterative process of

concept development. Concepts are evaluated against customer requirements

and organizational/environmental constraints.

In the previous stage, the development team generated a wide array of

solutions to address collectively the set of customer requirements. In this

stage, the team thinks individually and together, seeks expert help, and

experiments in the laboratory in an iterative process of combining and

improving initial solution concepts to develop a small number of superior

concepts. The "surviving" complete concepts are evaluated in detail against

customer requirements and organizational constraints in order to select the

dominant concept(s). When completed, an audit trail exists for tracing the

entire decision process from project scope determination through detailed

concept analysis as the Concept Engineering process is self-documenting.

Decision Support Processes

Decision Support Processes are designed to support decision makers in

the various phases of problem solving. So far, no generalized problem

solving process exists that has been empirically validated (Mintzberg et al.

1976, DeSanctis & Gallupe 1987, Sainfort et al 1990). However, Mintzberg and

colleagues in their classic field study (Mintzberg et al. 1976) of 25 strategic

23



(unstructured) decision processes concluded that the decision process has

three phases: identification, development, and selection. Identification

consists of both recognition and diagnosis routines. The development phase

includes two basic routines: search and design. The selection phase consists of

screening, evaluation-choice and authorization routines. Furthermore, the

Mintzberg study identifies three sets of supporting routines: decision control,

communication and political activities, which facilitate the three major

phases of the decision process.

In the context of the product concept decision process, Mintzberg et al.

(1976) empirically developed problem solving process can be redefined to be:

requirement identification, idea development, and concept selection. I will

use this framework to illustrate how Concept Engineering is a complete

Decision Support Process 7, the table below outlines the relationships which

are described in subsequent paragraphs.

Decision Phase C.E. Step Decision Aid
Identification 1 Customer Selection Matrix

- recognition 2 Interview Guidelines
- diagnosis 3 Image KJ

4 Transformation Process &
5 Guidelines
6 Multi-stage Picking-up Method

Requirement KJ
Development 7 Self-stated Importance Assessment
- search Kano's Analysis
- design 10 Multiple Design Decomposition's

11 Idea Generation Process
12 Solution Concept Generation

Selection 13 Screening Matrix
- screen 14 Selection Matrix

evaluation-choice Self-documenting Audit Trail
- authorization

7 This argument could also have been made with alternative descriptions of the problem
solving process, i.e., Sainfort et al. 1990, MacKay et al. 1992.
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Mintzberg et al. observed that the identification phase consists of both

recognition and diagnosis activities. They defined diagnosis as "the tapping

of existing channels and the opening of new ones to clarify and define the

issues" (p.254). Concept Engineering provides conceptual and methodological

guidance for clarifying and defining the issues. Stages 1 and 2 deal explicitly

with exploring the market and converting the knowledge gained in the

exploration into a well-defined and focused set of customer requirements.

Specifically, in Stage 1, Understanding the Customer's Environment, a

"Customer Selection Matrix" is developed to identify exploration arenas; this

matrix explicitly includes past, present and prospective customers. Next,

"Interview Guidelines" are developed to assist the focus of the exploration

efforts. Stage 2, Converting Understanding into Customer Requirements,

provides clear guidance in the form of 'Translation Guidelines" and

"Transformation Worksheets" for converting the Voice of the Customer

information gathered in Stage 1 into unambiguous and nonrestrictive

Customer Requirements Statements. The vital few requirement statements

are identified using the Multi-stage Picking-up Method and structured using

the KJ diagram (Kawakita 1991, Shiba et al. 1991a).

The Development Phase observed by Mintzberg et al. consists of both

search and design routines. They indicate four different kinds of search

behavior: memory, passive, trap and active. In Stage 3, Operationally

Defining Requirements for Downstream Development, the requirements

developed and selected in Stage 2 are actively validated with potential

customers through the use of Self-Stated-Importance questionnaires and

Kano ques:ionnaires. The Idea Generation step in Stage 4, Concept

Generation, could conceivably incorporate all four types of search activities.

The Mintzberg study identified design activities that result in either custom-
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made or modified solutions. The concluding step of Stage 4 is the generation

of custom-made solutions that address the set of customer requirements. It is

possible that constraints imposed on the design team could limit idea

generation, and thus solution generation, to existing solutions which would

result in "modification" design activities.

The Mintzberg study identified three routines in the Selection Phase:

screen, evaluation-choice, and authorization. The first step in Stage 5,

Concept Selection, is Solution Screening. In this step a "Screening Matrix" is

employed to reduce the number of alternatives to a smaller number of

feasible alternatives. Additionally, each proposed solution is evaluated

against the customer requirements relative to a pre-selected datum. In the

second step of Stage 5, Solution Selection, a more analytical comparative

process is introduced, if necessary, to further assist the development team in

identifying the dominant concepts. Authorization, the final routine observed

by Mintzberg et al. in the Selection Phase is not specifically addressed in

Concept Engineering. However, each step of Concept Engineering is self-

documenting; some development teams have used their Concept

Engineering working documents in their project proposal presentations

before management authorization committees.

The three routines that support the three central phases of the decision

process observed by Mintzberg et al. are: decision control, communication,

and politics. The decision control routine consisted of two ba3ic activities:

planning and switching. Decision planning consists of "a rough schedule for

solution, a development strategy, and an estimate of the resources" (p.261).

The Concept Engineering process is described with a flow chart outlining a

coordinated set of conceptual steps. Furthermore, in the introduction to the

Concept Engineering Manual (Burchill et al. 1992) a Gantt Chart displaying
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the various activities and estimated completion times is provided to assist in

project planning. Switching "directs the decision maker's attention to the

next step, to choosing the appropriate routine, such as diagnosis or search,..."

(p.261). With respect to switching, the Concept Engineering manual also

provides checklists at the end of each step to assist in determining if a

minimum set of observable conditions has been met before moving to the

next set of activities.

The Decision Communication routines observed by Mintzberg et al.

include: exploration, investigation and dissemination. Exploration is

described as a general or passive search for information. The investigative

routine involves the focused search and research of special-purpose

information. Dissemination involves communication of information about

the decision process progress or outcome to ensure eventual acceptance.

Concept Engineering is geared towards investigative information searches in

that the objective and recommended information processing approach are

clearly established for each step of the process. Concept Engineering facilitates

dissemination by having clearly defined switching points and criteria and the

self-documenting nature of the tools mentioned previously.

According to Mintzberg et al. political activities "reflect the influence of

individuals who seek to satisfy their personal and institutional needs by the

decisions made in an organization" (p.262). This is consistent with Salancik

and Pfeffer's (1974) view that power is used in organizations to influence

decisions concerning the allocation of resources; the more scarce the resource

the less objective criteria and the more power will be used in obtaining it.

Additionally, Salancik and Pfeffer state that when there is a disagreement

about the priorities and consequences of possible actions, decisions can not be

rationalized. Hickson et al. (1971) propose that "preventive routinization"
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reduces or removes uncertainty and thus reduces opportunities for the use of

power. Concept Engineering, which assists all stages and supporting routines

of the decision process, removes uncertainties, clarifies priorities and the

relationships between potential actions and objectives. This in turn, increases

the likelihood for rational decision making thus reducing the opportunity for

political activities.

Conclusion

Concept Engineering is a conceptual model with supporting tools and

techniques. Furthermore, in relation to the empirical decision structure

outlined by Mintzberg et al. (1976), Concept Engineering addresses not only

each phase of the product concept decision process (requirement

identification, idea development, and concept selection) but also each of the

supporting routines (decision control, communication, and politics). In these

respects it should be considered a complete decision support process.

The development of Concept Engineering, particularly given the active

participation of corporate product development professionals, provided an

opportunity to conduct a comparative study of product concept development

activities. Chapter 2 outlines the research objectives, design and subsequent

implementation. Chapter 3 presents Inductive System Diagrams as a method

for developing and articulating grounded, substantive theories for the

product concept decision process. Chapter 4 presents the evidence, inferences

and propositions related to management choices in the product concept

decision process. Chapter 5 outlines management diagnosis opportunities of

product concept development. Chapter 6 summarizes the findings and

outline potential future directions.
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Chapter 2: Research Design

This research was designed to develop a substantive theory to help

clarify the product concept decision process and for generating data related to

the effectiveness of Concept Engineering as a method for developing product

concepts. A key ingredient for developing both the theory and the method

was the use of comparison groups. By comparing similar and dissimilar

groups we could more readily identify key concepts. However, I recognized

that if some of the comparison groups were stacked in favor of success or

failure, the conclusions reached could be misleading at worst and delayed at

best. As a result, I requested randomization controls to address much of this

bias to provide a stronger foundation upon which to build the method and

theory.

In the proposed design, each of three participating companies would

identify two pairs of development teams. Each pair would be approximately

similar in scope, demographics, and history. One team from each pair would

be randomly assigned to use the Concept Engineering process while the other

team would use Pugh's Concept Selection process (Pugh 1981) which is

similar to Stage 5 of the Concept Engineering process.

The progress and outcome of the research would be assessed in three

ways. First, field research techniques for observations, interviews and survey

instruments would be employed to develop an understanding of how and

why Concept Engineering works. The specific questions pursued were

expected to change over the course of the research, but based on an

exploratory cause-and-effect diagram (figure 2.1) they would center around

the concepts of: structured design process, dear customer requirements, and

organizational commitment.
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Second, objective process measures developed by the CQM Research

Committee (CQM 1992) would be used at both the requirement generation

and concept selection stages. Finally, subjective assessments by relevant

company officers would be made of the performance of each team.

Validity Threats

Every research design should attempt to preclude as many validity

threats as possible. Internal validity represents the degree of confidence that

the input changes actually caused the observed outcomes. External validity

reflects the degree of confidence that the results can be generalized to groups

other than those studied. Construct validity addresses how well the research

measures what was intended to be measured (Cook & Campbell 1979, Kidder

& Judd 1986). The design outlined above, and agreed upon by representatives

(a chief operating officer, a general manager and a director of product

development) of the participating companies, attempted to minimize each of

these validity threats.

External Validity

The nature of the companies participating in the study necessarily

imposes some threats to external validity, or the ability to generalize the

findings. Specifically, all of the Concept Engineering teams were fairly small,

core teams of six to eight members; although the full development team

could be substantially larger. Additionally, all participating companies

considered themselves to be "high-tech" and were members of the Center for

Quality Management (CQM). Membership in the CQM requires a strong CEO

commitment to Total Quality Management (TQM) and there is considerable

training and emphasis on the use of many of the techniques (e.g. KJ diagrams,
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Tree Diagrams) employed in Concept Engineering. Additionally, TQM

emphasizes standardization and process orientations which may have

affected the acceptance of the process by development team members. Finally,

the design techniques introduced in this study represent only a small subset

of the potential development process enhancements. These factors limit the

ability to generalize the conclusions of the study.

Construct Validity

The principle of triangulation, well known in navigation, applies to

research as well. At sea, any three measures of location taken by different

methods, i.e. satellite versus radar, will position you at three different points

on the map. Your true location is more likely to be within the triangle

formed by the three points than exactly at any one point. Articles and text

books on research methodology emphasize the importance of having

multiple ways of measuring the constructs of interest (Cook & Campbell 1979,

Kidder & Judd 1986, Blackburn 1987, Jick 1979). In the research design of this

study, multiple assessment methods, some qualitative and some quantitative,

were identified for use.

Internal Validity

This design was structured to address many potential threats to

internal validity in order to increase the degree of confidence that the process

changes actually caused observed changes in the outcomes, if any.

Compensating Treatment

Some threats to internal validity, which could be present in any study

that supplies a favorable treatment to one group and not to the other, revolve

around the reaction of the "no-treatment" group. On the one hand, they
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could try harder than usual through a heightened sense of rivalry, and on

the other they could become demoralized and not work as hard. An accepted

device for addressing these threats is to provide the "no-treatment" group

with some form of treatment (Cook & Campbell 1979, Kidder & Judd 1986,

Blackburn 1987). In this study we intended to provide the non-Concept

Engineering groups with Pugh's Concept Selection process (Pugh 1981).

Pugh's process would be recognized as a development process enhancement

in each of the participating companies.

Experimenter Expectancies

An additional threat to the validity of the study comes from the

expectations of the person delivering the intervention. It has been shown

that the administrator of the intervention can unwittingly bias the results

provided by subjects (Cook & Campbell 1979, Kidder & Judd 1986). In this

study, a graduate student was hired and trained as a research assistant to

collect data on some of the teams. The research assistant was not provided

with training in Concept Engineering and thus could provide a control

against some forms of bias which may have been introduced by the author.

Randomization

The importance of randomizing treatment assignment was a critical

component of the design's defense against the various threats to internal and

external validity inherent in this study. Specifically, given the availability of

concurrent, co-located control groups, many threats to validity, such as

history (events that occur during the experiment unrelated to the treatment),

testing (the impact of the measurement or observation process on the

subjects), and instrumentation (the process of collecting data), could be

compensated for through the design. However, the presence of a control

group does not address the threat to validity from selection, the process used
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to assign groups to a treatment condition. Without random assignment of

conditions, the selection threat opens the door to a multitude of plausible

rival hypotheses which could account for any observed differences. (Cook &

Campbell 1979, Kidder & Judd 1986, Blackburn 1987)

Research Implementation

The actual implementation fell far short of the research design. While

this clearly has implications for validation efforts originally designed for the

study, it did not seriously disrupt the research objective of developing a

grounded, substantive theory for the product concept decision process.

However, the trials and tribulations experienced in this study are valuable in

highlighting some of the difficulties associated with experimental research

designs in organizational settings.

All three companies that agreed to participate in the study in the fall of

1991 sent representatives to the two-week training session in January 1992.

One company (hereafter referred to as Company 1) began their first Concept

Engineering effort in February 1992, the second company (Company 2) began

their first Concept Engineering team in April 1992, and the third (Company 3)

began in May 1992. It was immediately obvious that the first teams were not

assigned on a random basis. In Companies I and 2 the appropriate managers

selected an initial team they felt had a high likelihood of success. In

Company 3, although it was not immediately apparent, the selection and

staffing of the first team created a high likelihood of failure. This conclusion

is validated by comments from senior managers in Companies 1 and 2 who

specifically stated that they needed an initial success and in comments from a

vice president of engineering in Company 3, who "felt" Concept Engineering

was a ploy by Marketing to shift their work to Engineering. In short, random
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assignment to address some of the traditional threats to validity (selection,

maturation, etc.) did not take place in this study.

The original design assumed that many teams would be working

simultaneously; the calendar time associated with each team was expected to

be approximately four months. In execution, each company started the first

Concept Engineering effort and then waited for preliminary results before

committing itself to support a second team. Furthermore, each team took

about six calendar months to complete its work. This delay had enormous

implications for the scope of the research given the available time of the

primary researcher. In hindsight, it became clear that companies would be

hesitant to commit a second team until the first team could be evaluated, at

least provisionally. The length of time required for each team to complete its

work was a surprise. The largest contributing factor to the increase in project

time was delay time before starting. Once the decision was made for a team to

apply Concept Engineering, several months might pass before meaningful

effort was applied to the project. This was primarily due to other project

commitments of team participants. This problem resulted in fewer Concept

Engineering teams to be available for the study than had been intended in the

design.

With respect to the control groups, the first and second companies also

provided a non-Concept Engineering comparison team in the spring of 1992.

These teams were assigned on the basis of availability rather than on

matching characteristics of scope, demographics, etc. In company 1, the

comparison investigation was short-lived; the project literally exploded in the

laboratory after two months. Subsequently, in Company 1, the division

director was impressed enough with the results of the first Concept

Engineering development team that he declared that all subsequent
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sponsored development efforts would use Concept Engineering. In company

2, the investigation of the comparison team (not well matched in scope) did

proceed through to design approval, although the team did not use Pugh's

concept selection process. In company 3, the chief operating officer carried out

an extensive study (an entire week, including the weekend, of his time) of

Concept Engineering and declared that all company-sponsored development

efforts would be required to use it in order to proceed through the company's

Product Review Board process. As a result of these differences in approach in

the three companies, the study of matched comparison groups called for in

the research design did not materialize.

Ultimately, the number and nature of cases investigated was

significantly fewer than anticipated. Therefore, any attempts to evaluate the

relative effectiveness of Concept Engineering are now subject to considerable

threats from rival plausible hypotheses. However, I was able to observe

extensively five development teams in four companies that used Concept

Engineering and two development teams in two companies that did not. In

addition, in Companies 1 and 3, it was possible to make historical

comparisons with the previous project completed by development teams

assigned to use Concept Engineering. For each development team studied, I

typically attended every scheduled meeting, approximately 80 hours per team,

and conducted two to three in-depth open-ended interviews with each

member of the team and their managers; each interview lasting at least one

hour. Therefore, although they lacked random assignment, the available

teams did provide a rich comparative setting, with many similarities and

dissimilarities, to explore for theory generation.
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The Theory Generation Study

In theory generation research, data collection and analysis are

conducted concurrently (Glaser & Strauss 1967, Barton & Lazarsfeld 1969,

Miles & Huberman 1984, Schein 1987). "Qualitative research in general and

theory generation in particular, is essentially an investigative process, not

unlike detective work. Observing one class of events calls for a comparison

with a different class. Understanding one relationship reveals several facets

which have to be teased out and studied individually. The theory is

developed in large part by contrasting, comparing, replicating, cataloguing,

and classifying the subject of the study" (Miles & Huberman 1984; p.37).

Without joint data collet-tion, coding, and analysis, the subtleties in the area

of study, and opportunities to investigate them, can be lost. As a result, the

evolving nature of desired information precludes the establishment of

detailed, pre-specified sampling plans (Glaser & Strauss 1967, Barton &

Lazarsfeld 1969). In the words of C.I. Lewis (1929) "Knowledge begins and

ends in experience; but it does not end in the experience in which it began."

Glaser and Strauss (1967) make an additional distinction between

sampling required for theory development and theory verification.

Theoretical sampling, sampling designed to develop rich comparative

settings, is conducted to identify and investigate variables and their

interrelationships in the development of theory. Statistical sampling is

conducted to collect evidence to be used in descriptive or verification studies.

As a result, they state that the researcher generating theory need not use

random sampling techniques.
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Participant Observation

Forrester (1992; p.57) states the professional literature emphasizes how

decisions should be made rather than how they are made and "there is not yet

an adequate literature on what constitutes the practice of identifying decision-

making policy." Forrester's observation on the general decision making

process is consistent with specific research findings on the product

development decision process which consistently identify large differences

between product development theory and practice (Cooper & Klienschmidt

1986, Gupta & Wilemon 1990, Mahajan & Wind 1992). In Forrester's view

(1992; p. 52), "perceptive observation, searching discussions with persons

making the decisions, study of already existing data, and examination of

specific examples of decisions and actions all illuminate factors that influence

decisions."

"Technically a 'qualitative observation' identifies the presence or

absence of something, in contrast to 'quantitative observation,' which

involves the degree to which some feature is present" (Kirk & Miller 1990;

p.9). Participant observers gather data in the daily life of the organization

studied (Becker 1%9). Two approaches to participant observation were

combined in this research, grounded theory and action science. In grounded

theory, the goal is to develop theory, intimately tied to the data, which

explains, interprets and predicts what is happening in an area of investigation

(Glaser & Strauss 1967; p.). The action scientist has as a goal, the development

of theoretical constructs simple enough to be usable while enabling the actor

to grasp all the relevant features of the situation (Argyris et al. 1985; p.78).

This strategy has provided the opportunity to generate a substantive theory,

intimately tied to actual practice, which provides insight and access to

practitioners in the development of product/service concepts.
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Action Science

In action science, the emphasis is on obtaining or improving basic

knowledge while solving practical problems.1 Action science subscribes to

the view that one of the best ways to understand the world is to try to change

it. This perspective leads to a direct challenge of the normal science premise

that the primary objective of science is to describe reality. However, action

science does subscribe to several features of normal science including

intersubjectively verifiable data, explicit inferences, disconfirmable

propositions and public testing (Argyris et al. 1985).

One of the primary goals of the action science perspective is to

distinguish between espoused theories and theories-in-use. Espoused

theories are those that an individual claims to follow. Theories-in-use are

those that can be inferred from action. The objective is to make explicit the

largely tacit propositional logic of the form "In situation s (as the actor

constructs it), do a to achieve consequence c." This means that the research

must elicit data on what individuals actually say and do as they interact, as

well as data on what they are thinking and feeling at the time of their actions

(Argyris, et al. 1985; p.). The ability of the researcher to recognize the

possibility for inconsistencies between theories-in-use and espoused theories

depends in many respects on the familiarity of the researcher with the daily

life of the organization; hence the importance of the participant observation

research approach.

The action science requirements for disconfirmable propositions and

public testing ask that propositions or hypotheses be characterized by features

that allow practitioners to disconfirm them. These include making

1 By analogy, this is similar to the early Operations Research work during World War II
(Argyris, et al.. 1985).
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propositions public, providing the directly observable data on which they are

based, making them connectable to these data, and designing conditions

conducive to testing them for validity (Argyris et al. 1985; p.233). Edgar

Schein in his monograph, "The Clinical Perspective in Fieldwork" (Schein

1987; p.29), states that the clinician typically starts with an "action research"

model i.e. the assumption that one cannot understand a human system

without trying to change it. As a result, the clinician learns about some of the

most fundamental dynamics that operate in organizations, and the power of

such work is its ability to provide better variables and better understanding of

system dynamics than other research methods. This leads to the conclusion

that perhaps the best use of clinical work may be in the construction of

variables and theoretical models (Schein 1987, Blanck & Turner 1987).

Grounded Theory

Grounded theory approaches to generating hypotheses are

characterized by the use of an exhaustive (and exhausting) data-coding and

memo-writing regimen, as well as the use of the constant comparison

method of analysis. A grounded theory development process generally

consists of the following activities:

1) The researcher starts by coding each incident in his data for as many

categories of analysis as possible. While coding an incident, the researcher

attempts to compare this incident with all other incidents in the same

category.

2) The researcher regularly stops to record in "theoretical memos" his or her

thoughts on the developing theory.
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3) As the coding continues, the unit of comparative analysis changes from

comparison of incident with incident to comparison of incident with the

accumulated knowledge of the category.

4) The accumulated knowledge is integrated into a unified whole.

5) The theory is solidified as major modifications become fewer, non-essential

categories are pruned, and higher level concepts are abstracted from the

detailed categories previously developed from the data (Glaser 1965, Glaser &

Strauss 1967, Glaser 1978, Strauss 1987).

Constant Comparison Method

In the constant comparison method, the objective of the sampling

process is to allow for comparisons of differences and similarities among the

units of analysis. This process of analyzing the similarities and differences

produces the dense category development essential to well grounded theory

generation. Minimizing differences among comparison groups increases the

likelihood that a lot of information is available for developing of the basic

properties and conditions of a category. Identifying similar data under

comparison conditions of maximum differences identifies the fundamental

explanatory variables. To integrate these variables into theory requires

investigating the causes, consequences and constraints of these variables also

under comparison conditions of maximized differences (Glaser & Strauss

1967; p56-58).

Variable Development

One of the strengths of grounded theory methods is the coding process

for category development (Glaser & Strauss 1967, Glaser 1978, Strauss 1987).

"Trhe code conceptualizes the underlying pattern of a set of empirical
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indicators within the data. Coding gets the analyst off the empirical level by

fracturing the data, then conceptually grouping it into codes that then become

the theory which explains what is happening in the data" (Glaser 1978; p.55).

The process begins with "open-coding", a line by line analysis of the data

which is diametrically opposite to the process of coding with preconceived

codes. In open-coding the analyst attempts to code the data in as many

different ways as possible. The analyst constantly looks for the "main theme",

for what appears to be the main concern of or problem for the people in the

setting (Strauss 1987; p.35). As the analyst's awareness of the central

problem(s) emerges, they alternate open coding with very directed "axial

coding". Axial coding consists of analysis done around one category at a time.

As core variables begin to emerge, the analyst employs "selective coding" to

focus coding to only those variables that relate to core variables in sufficiently

significant ways to be used in parsimonious theory. In all 10 to 15 codes are

typically enough for a monograph on a parsimonious substantive theory

(Strauss 1987; p.32).

Theory Generation Research Validity

In verification research to test a hypothesis, the investigator must

already know what it is they are going to discover (Kirk & Miller 1990). In

theory generation research, by definition, the researcher does not know what

they are going to discover. The relatively small sample sizes and lack of

reliance on random sampling techniques associated with the theoretical

sampling requirements of grounded theory methods generate conflict with

many of the traditional tests of validity outlined by Cook and Campbell (1979).

As a result, a fundamental issue of theory generation research is how to

express the validity of the developed theories.
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Glaser and Strauss (1%7) discuss the four properties any grounded

theory must have for practical application. The theory must fit the

substantive area in which it will be used - the concepts and hypotheses

supplied by the theory are closely tied to the data. Second, it must be readily

understood by people in the area - it will make sense to the people working

in the area. Third, it must be sufficiently general to be applicable in diverse

situations - the level of abstraction must be sufficient to make a variety of

situations understandable but not so abstract as to be meaningless. Finally,

the theory must allow the user partial control over structure and process -

the theory must contain sufficient concepts and their plausible interrelations

to allow a person to produce and predict change. In short, the theory can be,

and is, used by practitioners to guide what they do.

Argyris, et al.. (1985) also propose four criteria for testing the validity of

a theory. First is intersubjectively verifiable data - competent members of

the scientific community should be able to agree at the level of observation,

even if they disagree at the level of theory. The second criterion is explicit

inferences - the logic that connects theory and observation should be

explicit. Third is the use of disconfirmable propositions - the results of

observations must relate to the acceptance or rejection of the theory. Finally

is the concept of public testing - the users of a theory test its validity by

comparing actual and predicted consequences following a change in their

actions based on the research.

From the Clinician's perspective Schein (1987) states that the validity of a

theory can be determined by its ability to predict the response to an intervention.

The ethnographic view of validity emphasizes the issues of replication and

internal consistency (Van Maanen 1983).
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Walter Shewhart, the acknowledged developer of statistical process

control, may have said it best when he wrote: "there is an important distinction

between valid prediction in the sense of a prediction being true and valid

knowledge in the sense of a prediction being justifiable upon the basis of

available evidence and accepted rules of inference" (Shewhart 1938; p.).

Shewhart (1938) points out that it is possible for predictions to be valid even

when the knowledge supporting them is not. Similarly, valid inferences can be

made from faulty evidence. Therefore, if theories result in testable predictions,

then the validity of theory generation research can be judged on the basis of its

evidence, inferences and predictions.

Revisiting the validity criterion outlined above it would appear that

Schein is concerned primarily with prediction. Van Maanen's concerns seem

related to evidence and inferences. Glaser and Strauss appear to address

evidence and inference but not prediction; in addition they are concerned with

generalizability and user accessibility. Argyris, et al. appear to address evidence,

inference and prediction. These observations are summarized in the table below.

Glaser & Strauss Argyris, et al.. Van Maanen Shewhart
Schein

Fit verifiable data replication evidence
Understanding explicit inferences internal inferences

consistency
disconfirmable prediction prediction
propositions

****__ public testing
allows for control ****
general
applicability

These three concepts: evidence, inferences and predictions, constitute a

set of requirements which, if addressed in theory generation research, would

allow researchers to observe and distinguish both the validity of the

hypotheses (predictions) and the validity of the theory creation process
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(evidence and inference). An important caveat is drawn from Kuhn's (1%2)

arguments on how paradigms affect our abilities to interpret the arguments of

others, i.e. because we interpret issues from our paradigm not others, it will

be difficult for distinct schools of thought to agree on whether any given piece

of "knowledge" is valid because the accepted rules of inference are different.

However, at a minimum, it should be possible to assess whether the

hypothesis or prediction itself is valid.

Finally, although not essential from a validity perspective, I would also

encourage researchers to strive for user accessibility as a criterion for

substantive theory construction. For practitioners to use a theory they must

understand how variables under their control relate to the system of interest;

if a theory describes a system without providing practitioners access it won't

be used.

Conclusion

The original design had accommodations to many recognized threats

to validity, but in the execution of the research the researcher was unable to

ensure that the research was implemented as designed. A researcher simply

does not have sufficient influence to control the operational requirements of

organizations. On the other hand, the research project still provided a

valuable opportunity to conduct detailed investigations of the development

process in a comparative setting. This environment supports the goal of

generating a substantive, grounded theory to provide leverage to

practitioners in clarifying the product concept decision process. However, the

methodologies appropriate to exploring this setting are not widely accepted as

mainstream operations management (or social science) research methods.
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Chapter 3: Inductive System Diagrams

Social scientists, over the past sixty years, have developed

methodologies to generate theory through an inductive process based on the

intensive analysis of a small number of data sources. However, a difficulty

associated with these, and most styles of qualitative theory development, is

conveying credibility. The researcher usually presents only enough data to

project credibility which is often not enough to allow for verification by

others. A theory which is not dearly stated, and not well integrated, has a

reduced likelihood of being accepted (Glaser 1965).

Inductive System Diagrams combine aspects of Grounded Theory

methods and System Dynamics. Grounded theory approaches are used to

develop the variables which have a great deal of explanatory power and are

intimately tied to the data. The cause and effect relationships among these

variables are then shown using causal-loop diagramming techniques from

System Dynamics. This combination of grounded theory and causal-loop

diagramming allows researchers to generate and communicate substantive

theories intimately tied to the data.

Grounded Theory

Grounded theory approaches to generating hypotheses are

characterized by the use of an exhaustive (and exhausting) data-coding and

memo-writing regimen, as well as the use of the constant comparison

method of analysis. In the constant comparison method, the objective of the

sampling process is to allow for comparisons of differences and similarities

among the units of analysis. This process of analyzing the similarities and

differences produces the dense variable development essential to well
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grounded theory generation. Minimizing differences among comparison

groups increases the likelihood that a lot of information is available for

developing of the basic properties and conditions of a variable. Identifying

similar data under comparison conditions of maximum differences identifies

the fundamental explanatory variables. To integrate these variables into

theory requires investigating the cause, consequences and constraints of these

variables also under comparison conditions of maximized differences (Glaser

& Strauss 1967; p56-58).

Variable Development

One of the strengths of grounded theory methods is the coding process

for category development (Glaser & Strauss 1967, Glaser 1978, Strauss 1987).

"The code conceptualizes the underlying pattern of a set of empirical

indicators within the data. Coding gets the analyst off the empirical level by

fracturing the data, then conceptually grouping it into codes that then become

the theory which explains what is happening in the data" (Glaser 1978; p.55).

The process begins with "open-coding", a line by line analysis of the data

where the analyst attempts to code the data in as many different ways as

possible. As the analyst's awareness of the central problem(s) emerges, open

coding alternates with very directed "axial coding". Axial coding consists of

analysis done around one category at a time. As core variables begin to

emerge, the analyst employs "selective coding" to focus coding to only those

variables that relate to core variables in sufficiently significant ways to be used

in parsimonious theory. In all 10 to 15 codes are typically enough for a

parsimonious substantive theory (Strauss 1987; p.32).
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Open Coding

By definition in theory generation research, the essential variables are

not known; open coding is the start of the variable development process.

During open coding each sentence is explored for as many possible concepts as

possible. When coding the concept, it is assigned a variable name which is

closely linked to the supporting data. Questions related to the occurrence of

the concept are generated. These generative questions build sensitivity for

future use in making comparisons when the next occurrence of the concept is

encountered (Glasser 1978, Strauss 1987). An example, from my field notes is

provided below:

"This was a decision node in the conception of the
product which was not made by systematic analysis."
R&D manager

Decision node. What is a decision node? How many are
there? What are the necessary conditions for an event to
be considered a decision node? Who initiates the
decision? Who ratifies the decision? Who monitors
them?

.ocpion. When is a product conceived? What is the
gestation period like? I can think of lots of analogies
here, prenatal care, miscarriages, etc.

Systematic Analysis. What constitutes systematic?
unsystematic? When does one favor one over the other?
Assuming systematic is preferred; how does one get
away with unsystematic analysis?

The open coding process generates a large number of variables quickly.

Therefore it is necessary to reduce codes in use. The reduction occurs through

a process of abstraction (Hayakawa 1990). In abstraction, variables which

convey similar concepts are grouped together and a variable name, which
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captures the essence of the common concept, is selected to be used in all

references to this concept. In some cases, one code in the grouping represents

the best label for the concept and it can be used for the variable name. In

other cases, it is necessary to create a variable name which captures the

common concept. In the example below, systematic analysis was selected as

the variable name which best captured the common concept in all six codes.

systematic analysis
- design constraint tradeoff
- performance comparisons
- conscious dimension sacrifice
- tradeoff equation
- doing homework

By investigating events under similar conditions, those concepts which

are common in different settings represent the initial pool of potential

explanatory variables. (It is highly probable that the final set of variables could

be substantially different than the initial set.) Axial coding is used to develop

better insight into these variables.

Axial coding

Axial coding represents an attempt to identify the causes, consequences and

constraints of a variable under investigation. It is designed to build substantial

knowledge about the selected variable and other variables it relates to (Glasser 1978,

Strauss 1987). In studies where both participant observations and interviews are

conducted, it can be very productive to conduct a "Causes, Consequences and

Constraints" structured interview with participants as soon as possible after

observation of the concept of interest. Reviewing existing field notes for evidence of

causes, consequences and constraints can also be productive as the following

example shows:
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"Going back and doing the correlation effort yielded the same
numbers and is documented. This gives us triple verification
of what we are doing. So I'm willing to sign." - design engineer

Systematic Analysis causes TracabiNIX causes C

Selective Coding

When a variable begins to stand out as being the core category, as having

extra-ordinary explanatory power, it is selected for focused coding. Coding

activities are focused exclusively on the selected variable and the other

variables with which it has significant relationships. All available data should

be considered for review in selective coding (Glasser 1978, Strauss 1987). In this

study, the KJ method (Kawakita 1991, Shiba et al. 1991a) was used to investigate

core variable relationships, ( see Appendix D for examples.)

Iteration

Cycling back and forth between open, axial and selective coding occurs

regularly early in the investigation and gradually decreases as the research

progresses (Glaser & Strauss 1967, Strauss 1987). For example, at any time during

this process insight regarding the variables or related inferences may occur.

When this happens, immediately stop and write a "theoretical memo" before

continuing or at a minimum make an appropriate annotation in the field notes

as shown below (Glaser 1965, Glaser & Strauss 1967, Glaser 1978, Strauss 1987).

"It is becoming increasingly important because this
process is taking a long time, not just a long elapsed
time because it is not calendar time, but in terms of
people time it is extensive" - marketing manager

Systematic Analysis causes Labor Requirements.
Memo: Labor Availability constrains Systematic Analysis
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The insight (captured in writing first) can trigger a change in coding strategy.

In the example above, the data show evidence that Systematic Analysis causes

Labor Requirements. A logical inference, not supported by the evidence, is

that Labor Availability could constrain Systematic Analysis. Accordingly,

additional theoretical sampling and/or more open coding connected to the

concept of labor could follow from this insight. In another example, an

integrating diagram can be developed on the basis of axial coding. Analysis of

preliminary diagrams can (often) identify inferences regarding variable

relationships which are not supported by available evidence. This can trigger

additional theoretical sampling, open coding and/or axial coding as required

to explore the proposed relationship.

System Dynamics

Forrester (1968; p.1-2) argues that a "structure (or theory) is essential if

we are to effectively interrelate and interpret our observations in any field of

knowledge." A hierarchical framework for identifying the structure of a

system has been identified and developed in the system dynamics field (see

for example: Forrester 1968, Goodman 1974, Randers 1980, Richardson and

Pugh 1981). These principles of system dynamics can be applied to decision

processes to develop their underlying structure (Forrester 1968, Goodman

1974, Randers 1980, Sterman 1989).

At their highest level, systems can be described as being open-loop or

closed-loop (Forrester 1968). Forrester identifies open systems as being

characterized by current performance is not influenced by past behavior;

open-loop systems do not observe, and therefore react, to their own actions.

Closed-loop systems, on the other hand, are characterized by the feedback

from past performance influencing current actions. Decision processes are
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closed-loop systems as they are imbedded in a feedback loop; the decision,

based on the available information of the state or condition of the system,

controls an action influencing the system condition, which generates new

information, which is used to modify the next decision (Forrester 1968; p.4-4).

Interconnecting feedback loops are the basic structural elements in

systems which generate dynamic behavior (Forrester 1968, Goodman 1974).

"Feedback loops are a dosed path connecting in sequence a decision that

controls action, the level of the system, and information about the level (or

condition) of the system, the latter returning to the decision-making point"

(Forrester 1968; p.1-7). However, at a lower level of hierarchy, feedback loops

contain a substructure composed of two types of variables - levels and rates

(Forrester 1968). The level (or state) variables describe the condition of the

system at any particular time while the rate variables tell how fast the levels

are changing (Forrester 1968).

To illustrate these points, consider the decision process of filling a glass

from a beer tap. When we are thirsty and the glass is empty, the decision is to

open the tap fully. As the level of beer in the glass approaches the top, we

decide to gradually close down the tap, reducing the rate at which beer enters

the glass so that the tap is dosed when the glass is full and no beer is wasted.

Causal-loop Diagrams

Causal-loop diagrams identify the principal feedback loops in a system

without distinguishing between the nature, i.e. level or rate, of the

interconnecting variables (Goodman 1974). Goodman (1974) outlines the

steps of developing a causal-loop diagram as follows:

1. establish the pairwise relationships of relevant variables;

2. ascertain the polarity of the causal pairs;
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3. fit together the causal pairs into dosed loops; and

4. test for loop polarity.

Through this process, the causal-loop diagram allows the analyst to integrate

the variables they have developed, explicitly state the inferences they are

making and dearly communicate their hypotheses regarding the dynamics

associated with the structural relationships of the system.

Pairwise variable relationships are diagrammed with directed arcs.

Arcs are used to connect the factors which influence each other; the arrow

indicating the direction of influence. Each arc is annotated with an indication

of the causal change (polarity) between the two factors.1 An "S" indicates that

the two factors move in the same direction, i.e., all other things being equal,

as one variable increases the other variable also increases. An "0" indicates

that variables move in opposite directions, i.e., all other things being equal, as

one factor increases the other factor decreases. These pairwise arcs can then be

connected to form feedback loops.

There are two basic types of feedback loops, reinforcing (positive) and

balancing (negative) feedback loops which are used to explain the dynamics of

complex situations (Forrester 1968, Goodman 1974, Randers 1980).

Reinforcing loops promote movement, either growth or decay, by

compounding the change in one direction. Balancing loops resist change in

one direction and try to bring a system back to a specified goal or equilibrium

state. These two simple structures can be combined in an large variety of

ways into casual loop diagrams which can be used describe complex systems.

1Goodman (1974) uses '+' and '-' to indicate positive and negative polarity. Senge (1990) and Kim
(1992) advocate the use of 'S' and '0'.
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ISD Step by Step Methodology

The development of Inductive System Diagrams starts with identifying

the central variables and concludes with mapping their relationship through

causal loop diagrams. An modification of a step-by-step process for

developing system diagrams developed by Burchill and Kim (Burchill & Kim

1993) is outlined below:

Step 1: Selecting a Variable

The focus of the investigation is established by identifying significant

(core) variables (categories) and their symptoms. The initial selection of a

variable is decided by its apparent explanatory ability or central importance in

the events being studied. (This implies that considerable open coding and

comparative analysis has been conducted by the researcher.) This can be done

through axial coding - the process of specifying the varieties of conditions

and consequences associated with the appearance of phenomenon referenced

by the variable (Strauss 1987;64).

Step 2: Identifying Causes and Consequences

After a significant variable is identified, the next step is to identify

other variables closely related to it. The data are analyzed to identify key

factors which appear to drive or be driven by the selected variable. This can be

accomplished by selective coding, wherein all other subordinate variables and

their dimensions become systematically linked to the selected variable.

(Strauss 1987)

Step 3: Describe Factor Relationships

After key factors associated with a variable have been identified, their

interactions are diagrammed as causal-loop diagrams. The pairwise directed

arcs developed during axial and selective coding are integrated into a closed
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system. There are usually many variables to explore and it doesn't matter

which one is selected first assuming all will be investigated.

Step 4: Check Diagram Consistency

The diagrams should be compared to the collected data to ensure they

are grounded in the available facts. Often early diagrams contain links which

are not supported by the presented evidence. If upon review, the researcher is

confident the loop reflects the system dynamics, additional theoretical

sampling or coding is necessary to ensure the theory remains "grounded" in

the available data. Additionally, the diagrams should be investigated for

"leaps of logic", i.e.. can the diagram describe the patterns of events without

explanation. Finally, the diagram is reviewed to ensure factor labels are at the

same level of abstraction (Hayakawa 1990). For example, "Design Constraint

Tradeoff' and "Performance Comparison" would be at the same level of

abstraction while the abstracted category, "Systematic Analysis" would be at a

higher level of abstraction.

Step 5: Integrating Causal-loop Diagrams into an Inductive System Diagram

After all significant variables have been diagrammed, the individual

causal-loop diagrams are combined to articulate the underlying structure or

theory. A central theme is developed using a clearly dominant (core) variable

or by linking variables which are common to multiple causal-loop diagrams.

Remaining causal-loop diagrams are incorporated into the central theme.

Variables may be combined and re-labeled at a higher level of abstraction

(Hayakawa 1990). Additionally, low impact loops are eliminated to simplify

the diagram. This integrated ISD is validated for logic flow, abstraction levels

and consistency with the data.
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Product Development Study Example:

An example of the use of ISD in the development of a substantive

theory for product development activities follows. The specific coding and

analysis examples come from teams using the Concept Engineering method.

All field notes were exhaustively coded and analyzed (an average of three

hours of off-site effort for every hour of recorded notes) by the author and/or

a research assistant. Additionally, much of the coding and analysis was

reviewed by colleagues in a Field Research Methods Seminar.

One team went from kick-off to product requirement determination in

less than two months and on to final product concept selection in only two

more months - considerably faster than historical performance. As a result,

Development Time was selected for focused investigation (theoretical

sampling/axial coding). Examples of relevant quotes from field notes (italics)

are provided to illustrate the ISD process.

"(On the previous project) This process would have provided a clearer
vision1 , a straighter path to the end result2 . I see the process saving time3 by
eliminating missteps4 ." - Engineering Development Manager

Coding this statement for variable development might create categories

for: 1) Design Vision Clarity, 2) Straighter Path, 3) Development Time, and 4)

Missteps. Straighter Path and Missteps are conceptually similar and at a

higher level of abstraction could both be dimensions of the category

Misdirected Effort. These variables can be diagrammed as follows:

Design ____
Vision - MisdirectecT............li Development
Clarity O Effort S Time

This diagram indicates that as Design Vision Clarity increases Misdirected

Effort decreases causing Development Time to also decrease.
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The constant comparison method employed in a Grounded Theory

approach requires that events be compared to other incidents in the same

category. Accordingly, the following incident, from the same team, which relates

to Development Time was compared to the instance above.

"Someone that has buy-inI understands the how and why and can explain to

other people horizontally or vertically2 . Along with buy-in is a belief or passion3 .
I think that where there is passion there is ownership and those two combined4 ;
when they exist in the same group of people and the team encounters problems

they don't last5 . The team fixes it and moves on6 ." - Marketing Product Manager

Coding this statement for variable development might create categories for:

1) Buy-In, 2) Design Objective Understanding, 3) Passion, 4) Ownership, 5) Design

Problem Resolution and 6) Development Progress. To simplify coding, Buy-In,

Passion, and Ownership can be combined into an abstracted category Conviction.

Additionally, Design Objective Understanding is conceptually similar to the

variable Design Vision Clarity in the diagram above and is abstracted into the

variable Design Objective Clarity. Development Progress is conceptually similar

to the variable Development Time; Development Time will continue to be used

as it is less ambiguous then Development Progress. The resulting diagram,

integrated with the previous diagram, is shown below:

Misdirected
/ Effort

Design S
Objective Development

Clarity Time

Sývcto Design
Conviction .S Problem

Resolution
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This diagram adds the conditions that Development Time decreases as

Design Problem Resolution increases which in turn is driven by Conviction

through Design Objective Clarity. The integrated diagram enhances the

ability to compare future instances of Development Time with the

accumulated knowledge by dearly and concisely displaying the current state

of accumulated evidence and inferences.

In comparing instances of Development Time from a second team at

another company, using the Concept Engineering approach, an important

difference was identified. This difference is exemplified by the following

quotes:

"Also, since we spent a lot of time with the requirement labels yesterday,

perhaps we could shortcut a bit on the time without discussion and talk a

little sooner." Process Facilitator

"We should generate (requirement metrics) in pairs, then bring the result to a

vote. Why not skip the voting step in pairs and vote as a group." Team

Leader

From these quotes a new category, Short-Cuts, can be derived. The

second team, as a result of several disruptions in their project, planned to

complete seven (of fifteen) steps of the Concept Engineering process in one

week. Prior efforts, induding the first team addressed above, allocated two to

three weeks for these same activities. This caused the second team

significant, self-imposed, time pressure. Time Pressure was also identified as

a relevant variable relating to Development Time. A possible consequence of

taking Short-Cuts can best be seen in one of the final comments during the

second teams reflection period late Friday afternoon.
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"Surprises me, that after all the discussion this week, some people don't

know what others are talking about. I should say everyone doesn't know

what the others are talking about." Development Engineer

Adding the new categories, Short-Cuts and Time Pressure, to the diagram of

accumulated knowledge above, results in the following diagram:

Misdirected
,Effort

Design C1S
Objective Development

Clarity Time

Sho>t Shor Time D 04

Cutsý...n...Pressure

Conviction C2 Dsg
~ S Problem

Resolution

This causal-loop diagram shows two reinforcing loops (R1 and R2) and

one balancing loop (B). The reinforcing loops imply that increases in Design

Objective Clarity can decrease Development Time and subsequently Time

Pressure as a result of less Mfisdirected Effort and/or as a result of increased

Conviction and Design Problem Resolution. The reduction in Time Pressure

leads to decreased Short Cuts which increases Design Objective Clarity. The

balancing loop implies that as Time Pressure increases Short Cuts also

increase, thereby decreasing Time Pressure. However, Short Cuts also

decrease Design Objective Clarity causing an increase in Misdirected Effort

and a decrease in Conviction. This diagram can be continually validated as
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additional instances of Development Time come to light; new variables will

be added or relationships modified as dictated by the data. Eventually,

modifications become fewer and a theory about Development Time,

grounded in the data, can be dearly and concisely stated.

Inductive System Diagram Reliability Assessment

In the fall of 1992, seven Sloan School graduate students were

presented with the Inductive System Diagram instructions and example

presented above and extracts from my field notes, figure 3.2. The students

ranged from Ph.D. candidates in System Dynamics to M.S. candidates with no

prior exposure to System Dynamics. Each student independently prepared an

Inductive System Diagram. In addition to providing final diagrams, many of

the students also provided annotated transcripts, preliminary diagrams and

the amount of time spent on the exercise. (Many of the individuals who

indicated more time developed diagrams with fewer variables. I conclude

from this, that some participants put more effort into the abstraction and

simplification procedure described in step 5 of the Inductive System Diagram

process. Therefore, a diagram with fewer variables and relationships may

reflect a higher level of synthesis.)
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The segments below come from an interview conducted with a member of a development team
which was in the final stages of Concept Engineering. This team began in June 1992, spending an
average of two days per week working together. This interview was conducted in September
1992. The person being interviewed is the Engineering Manager for the business unit.
1 You've mentioned this was a process which was pretty well defined and handed to you, what is it
about process that makes it appealing?
Processes are nice just to know where you are. You need some sort of understanding to know
where you are, where you want to be, are you heading in the right direction, sort of a navigational
tool . .....
eContinue staying with process for a moment, what else is there?
I think I still believe it is a good process, I see some potential benefits. It is going well, it is fun. I
am almost tempted to say I am looking forward to it. It is one of the first times one of the TQM,
activities has been enjoyable and fruitful. I haven't seen anything that indicates it is any less a
potential solution to our problem. Although I have not had much contact with recent design
projects, I don't believe we have ever gone out to customers without defining the product first.
We haven't ever had so much discussion between engineers and marketing. We used to be
sending a memo around, Engineering sent one, Marketing sent one, I don't think they read each
others. I think all of this discussion ...
lCan you describe what about the process makes you willing to spend so much time?
I can say it the other way around, the negative, if I didn't think it was helpful I wouldn't spend so
much time on it.
I What is the Impact of interaction between marketing and engineering?
I hope it is gonna makes things go a whole lot smoother down the road. Once we do decide what
we are going to do there shouldn't be any surprises. Having spent all this time with the marketing
guy, those decisions will be made pretty quick. We have covered so much it will be hard to think
we haven't thought about something. This is a social process that probably hadn't existed before.
This is surely going to break down some barriers. They are both going to know where the
definitions came from and that will make the resolution of conflict a lot easier and there will also be
a lot of day to day contact between them. Traditionally the designer, in the 6 to 9 months that the
designer does his thing, normally doesn't talk to the marketing guy. When he is done he just gives
it to them and they say "hey, where is this or that"
1 Why wont there be surprises?
Communication issue. I hope the marketing and design guys will communicate after getting to
know each other so well in this process. We have covered so many issues if something comes up
they will say ya we covered that and will remember. Once we are done with this almost exhaustive
idea generation. When we decide what to do we will understand a whole lot better what it is we
are trying to do. It has been just recently that we have had a design document. Marketer writes the
front page and the designer writes the back page and they don't read each others work. They are
doing this together and will know where the roots are.
iWhat is the impact of knowing the roots?
They are going to know how we got to where we are in the product definition. I would hope that it
will keep us from going back and going off in a tangent. Once we get to that definition there
should not be a whole lot of waffling, we should feel pretty comfortable about it. I don't think
there will be a whole lot of questioning. Other aspect if designers do come across something we
didn't expect they will recall we talked about that and will have a basis for discussing this with the
marketing guys. It should be a pretty quick way for reevaluating the definition. It is always nice
too know where you have come through. need to know where you want to go but need to know
where you've been and where you are.
1 What is the Impact of not waffling?
the design should go a lot quicker. Designers wont get off on a tangent spending a week or two
chasing something they think is neat, they will be more efficient. They will know what to solve
and what not to solve.

figure 3.2
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Reliability Assessment Method

Each diagram was quickly reviewed for conformance with basic system

dynamic modeling requirements. One diagram was rejected from further

consideration as the author (someone with no system dynamics exposure)

duplicated the same variable in multiple loops rather than connecting the loops

through a single expression of the variable. The remaining six diagrams were

reviewed to assess: the degree to which the diagrams reflect similar variables, the

degree to which variables are connected in similar sequence; and the degree to

which the overall structure is similar.

Variable Comparison

To assess the degree to which the diagrams reflected similar variables, each

variable was written on a separate slip of paper. Those variables which expressed a

similar concept were grouped together, figure 3.3. If a grouping contained multiple

variable names from the same diagram, the original diagram was reviewed to

ensure consolidation of variables was consistent with the original drawing. For

example, in diagram #3, the variables: Speediness of Decisions, Development Time,

Effectiveness, and Development Progress could be consolidated under the concept of

Product Definition Time without changing the structure of the original causal loop

diagram. However, in diagram #2, combining the variables, Time Spent in Process

and Perceived Progress in Project under the Product Definition Time concept would

have been inconsistent as the author of Diagram #2 linked the variable Time Spent

in Process to the interview statement: "...if I didn't think it was helpful I wouldn't

spend so much time on it." After ensuring consistency, the group label was selected

as the best exemplar of the concept in the grouping. Variables from each diagram

which were not initially placed in a group were then reviewed to see if they could be

added to an existing group, without changing diagram structure, to simplify

analysis.
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Exemplar Diagram 1 Diagram 2' Diagram 3 Diagram 4 Diagram 5 Diagram 6
product -project 'perceived -efficiency of 'design cycle 'expediency -product
definition definition progress in process time of developing definition
time time project objective sWeed

-time pressure *proces
efficiency

level of -Socialization 'communica- 'day4o-day -level of cross 'communica- -Eng/Mrkt
cross between Mrkt tion between contact & functional tion interaction
functional & Eng & Mrkt interaction communca- -functional 'communica-
communca Engineering between Mrk tion interaction tion barriers
-tion -level of & Eng.

discussion -gruxnd
between Mrkt covered in
& Eng. interactions

design *Design -clarity of -niderstandin ejiuhct -design clarity .throughness
clarity Quality design effort g of definition 'product of product

.number of goal definitions & -understandin definition definition
design issues -clarity of "what trying g customer
missed direction to do" requirements

Use of -Use of CE -willingness to -CE 'use of the 'process -use of new
Concept follow process -pocess process definition process
Enginering definition
Support -perception of -perceived 'support for 'realization of 'belief in
for project potential process process potential
process success benefit of 'enjoyment of benefits 'process

'level of process process desirablity
managerial 'time spent in 'fun
hmines _rocess

Missteps -time spent -effectiveness 'waffeling -no. of adjust. -unanticipated
on tangential of process to meet problems
issues unforeseen

Ease of -time spent 'ease of 'ease of 'ease of
conflict resolving decision conflict problem
resolution conflicts making resolution resolution

'conflicts to 'conflict
be resolved 'barriers btwn

Mrkt& Eng
shared 'level of 'ability to -clarity of -joint
understand concensus on reconstruct process or undestmanding
-ing project discussions "understand

definition roots/history
'basis for
discuss. btwn
_Mrkt & Eng.

Misc. -understaidin -sense of -status
g of progress, purpose and knowledge
postition in direction
process

Figure 3.3

The author or Diagram 2 indicated that they wrote all variable names in a positive direction, i.e. the
in-vvo codes of "missdirected effort" and "wasted effort" were abstracted into the category
"effectiveness of effort"
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Directed Arc Comparison

To assess the degree to which the diagrams reflected similar pairwise

associations , each diagram was first redrawn annotating which variables in

the original diagram would be consolidated under the exemplar (bold)

identified above in lieu of the original variable labels, e.g. figure 3.4.

Clarity of• Product
Use of Definition

Concept Willingness S PerceivedTime
Engineering to follow progress

Process in project

Level of Cr Clarity
Functional

S; Communicatio Missteps
Conmunication Effectiveness Tune

bilitytbetween Eng & ofdsi effor••rt ' •S Cariy o .spent in
S MAS lriyo design effort s

Ability toreconstruct \Suppo

discussions f

Ease of benefits of

s decisionprcsnmaking
Ease of (future)
Conflict

Resolution

Figure 3.4

Each diagram was subsequently redrawn using only the common variable

names, e.g., figure 3.5. In redrawing the original diagram with new variable

names the sign of the arc connecting two variables may need to be changed.

For example, the author of diagram 2 explicitly chose to write all variable

names in a positive orientation, i.e., the references to "misdirected effort" and
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"wasted effort" in the text were abstracted into the variable "Effectiveness of

Effort". However, the exemplar chosen for this category was Missteps. As a

result, the relationship between Design Clarity and Effectiveness of Effort is

reversed from that between Design Clarity and Missteps. Appendix B shows

the analysis of all diagrams.

Use of Product
Concept S Duct

Engineering DefinitionProcessT'fl

KS
Level of Cross Missteps

Functional Deig 0

S Communication -Cl1 aiti•
Shared Is

Understanding

S s SupportEase of S for

Conflict • Process
S Resolution

Figure 3.5

Using the redrawn diagrams, with common variable names, each

pairwise directed arc connecting two variables was reviewed and the

relationship annotated in figure 3.6. A two digit code was utilized for audit

purposes; the first digit represents the directional relationship and the second

digit represents the source diagram number.
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From/To Product Cross Design Use of Support Missteps Ease of Shared
Definitio Function Clarity C. E. for Conflict Under-
n Time Commin. Process Resolution standing

Product 02 01,03,
Definition 04,06
Time
Cross 05 $1,$2,"3, S2,S3 SI,S6
Functional S4,56
C .omrrn. __

Design 05 Sl 02,03, S1 S3
Clarity 04,06

Use of 04,05 S1,S2,S3, S3,S5 S2,S3
Concept S4,S5,S6
Engineer. I
Support S2 S1,S3,S4,
For Process S6

Missteps $1,$2,$3, 06
S4

Ease of 01,03, S1,$2
Conflict 06
Resolution
Shared S3 01,03 S,S2,S6
Under-
standing

Figure 3.6

Reliability Assessment Results

A review of figure 3.3 shows all six diagrams reference the following

variables: Product Definition Time, Level of Cross Functional

Communication, Design Clarity, and Use of Concept Engineering.

Additionally, all diagrams except diagram 5 also referenced the variables

Support for Process and Missteps. Four diagrams also referenced the variables

Ease of Conflict Resolution and Shared Understanding. Unfortunately, due

to the varying amounts of time spent in developing the diagrams and the

differences in modeling experience, I am unable to conclude if the differences

in variable inclusion represent failures on the part of the authors to identify
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the concepts or are the result of more effort at abstraction and simplification.

However, a review of figure 3.6 indicates that all variables which were

connected by more than one author showed a consistent relationship.

Stepping back from the detailed level of analysis to review the basic

structures identified by the authors also shows a high degree of consistency.

All six authors show a direct relationship from Use of Concept Engineering to

Level of Cross Functional Communication. Five of the six authors show a

direct relationship from Level of Cross Functional Communication to Design

Clarity and the sixth author shows an inverse relationship to Product

Definition Time. Furthermore, four of the remaining five authors map a

inverse relationship from Design Clarity to Product Definition Time usually

via the intervening variable Missteps. All five authors who show a

relationship from Product Definition Time indicate it has an inverse

relationship either directly to the Use of Concept Engineering (1 diagram) or

indirectly through the variable Support for Process (4 diagrams). In summary,

all participants in the study identified the same basic structure, figure 3.7.

Level of Cross Design
Functional S Desity

S Communication S Clarity

Use of Concept 0
Missteps

S

Product
Support for 0 Definition

Process r Time

Figure 3.7
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Increased Use of Concept Engineering causes increased Levels of Cross

Functional Communication which results in increased Design Clarity which

leads (via reduced Missteps) to a reduction in Product Definition Time which

in turns leads to an increase (via Support for Process) in the Use of Concept

Engineering. Furthermore, it should be noted that each variable generated

from the data can be operationalized and the predicted cause and effect

relationships tested.

The results of this preliminary assessment of Inductive System

Diagrams indicates that they appear to be reliable with respect to variable

indentification and integration. However, a more complete test, involving

more subjects and evaluators is required before a more definitive statement

of reliability can be made.

Causal-loop Diagram Limitations

Causal-loop diagrams do not show the level and rate substructure of

the system (Goodman 1974, Morecroft 1982, Richardson 1986). In cases

involving rate-to-level pairwise directed arcs, the traditional definitions of

positive and negative polarity fail because accumulation effects are lost

(Richardson 1986). In the filling of the beer glass example used previously in

this chapter, the link from the rate of beer flow to the level of beer in the glass

fails the traditional definition: here a decrease in the rate of flow from the tap

will not produce a decrease in the level of beer in the glass (Richardson 1986;

p.160). As a result, accurate prediction of system behavior is difficult using

only causal-loop diagrams and more detailed flow diagrams are required

before developing simulation models (Goodman 1974, Morecroft 1982,

Richardson 1986).
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Wolstenholme (1982; p.547) makes a clear distinction between the

system description (qualitative) analysis aspects of system dynamics and the

simulation modeling (quantitative) techniques and states: "a good system

diagram can formalize and communicate a modeler's mental image and

hence understanding of a given situation in a way that the written language

cannot." Coyle (1983; p.885) states that the difficult part of the operations

research discipline is to clearly describe the interrelationships of the system

under investigation and that system diagrams require "not much more than

patience and persistence to apply ... in reaching a good first approximation to

an adequate breadth of view in considering a complex problem." Goodman

(1974) concludes ý-,.at while causal-loop diagrams are insufficient for

constructing simulation models they are useful for model conceptualization

by organizing principal components and feedback loops.

Conclusion

Inductive System Diagrams have been introduced as a diagram-based

method for systematic field-based hypothesis development and integration.

Inductive System Diagrams build on the strengths of accepted coding practices

for variable development. They can be used to integrate variable

relationships and are easily modifiable as additional information becomes

available. As a result, they facilitate the ability of researchers to use the

constant comparative method of analysis, an accepted approach for theory

generation. The Inductive System Diagram method was found to have

reliability in a small scale experiment involving experienced and novice

dynamic model builders. Additionally, they allow for theory validity testing

against the criteria of: verifiable data, explicit inferences and disconfirmable

predictions.
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Chapter 4: Time to Market Dynamics

The expression 'Time to Market" is composed of two distinct components,

time and market.' In this comparative study, a fundamental difference was

observed in the product concept development teams depending on whether they

focused on TIME or MARKET in the expression Time to Market. After more than

a year and a half of field observations, interviews, and analysis, key variables

associated with the product concept development decision process and Time to

Market dynamics have been identified using the inductive system diagram

process, described in the previous chapter. In this chapter, I present an

investigation of the causes, consequences and constraints associated with a focus

on TIME or MARKET in the product concept development decision process.

TIME to Market Orientation

Decreased TIME to market has been identified as a key ingredient in

successful new product development (Mansfield 1988, Takeuchi & Nonaka 1986,

Gupta & Wilemon 1990). There are significant market share benefits to early

market entrants (Urban et al. 1986) and considerable penalties for being late to

market. For example, McKinsey and Company claims shipping a product six

months late can reduce life cycle profits by one third in high growth, short life

cycle markets (Reinertsen 1983). Additionally, competitive pressures are

reducing product life cycles, further increasing the pressure to reduce product

development time (Mansfield 1988, Schmenner 1988, von Braun 1990).

Gold (1987) suggests several strategies to accelerate product and process

development. These can be categorized as increasing reliance on external sources

of innovation, increasing reliance on internal development of innovation, and

IDavld Walden of BBN Inc. first pointed out this important distinction to me.
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increasing reliance on innovative management approaches. Millson, Raj and

Wilemon (1992) outline a general framework for reducing development cycle time

that consists of simplification, delay elimination, step elimination, operation

speedup and parallel processing. Mansfield (1988) shows that innovation time can

be reduced by increasing innovation cost. Reinertsen (1983) states that in both high

and low growth markets, over-running development costs 50% to meet schedule

had only a 4% impact on life cycle profit before tax. Bower and Hout (1988) state

that fast cycle capability is a management paradigm which shapes an organization's

systems and attitudes around the simple concept that time is money.

Based on the observations and analysis of my field research and

supported by the above discussion, I propose the following proposition:

P1: A TIME to market orientation increases pressure for progress.

Time to MARKET Orientation

Considerable research on new product development success highlights

the central importance of understanding user needs, i.e., the market (see for

example: Rothwell et al. 1974, Cooper & Kleinschmidt 1986, Pavia 1991).

Houston (1986) states that customer focus, profits and organizational integration

are frequently associated with the marketing concept and have become

synonymous with having a customer orientation. Shapiro (1988) describes the

characteristics of the market driven company to include widespread

dissemination of important buying influence information, interfunctional

decision making, and committed coordinated decisions. Narver and Slater (1990)

state that marketing orientation consists of three behavioral components:

customer orientation, competitor orientation, and interfunctional coordination.

Kohli and Jaworski (1990) in an extensive review of the literature found three

core themes related to market orientation: customer focus, coordinated
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marketing and profitability. However, the results of their 62 field interviews,

conducted with a diverse cross section of managers, found that managers felt

profitability was a consequence not a condition of market orientation.

Based on the observations and analysis of my field research and

supported by the above discussion, I propose the following proposition:

P2: A time to MARKET orientation increases customer oriented bias and

functional integration.

Comparison of Product Concept Development Teams

A TIME to market team is one which attempts to specify the design

objectives in an accelerated period of time. The team is under a great deal of

pressure for progress and displays a willingness to make decisions with

recognized data deficiencies in order to meet the (usually aggressive) development

schedule. Participants orient their analysis of the issues to support their, often

preconceived, perspective of the product concept. In the development team

meetings, partisan behavior, in which individuals stake out positions and

vigorously defend them, dominates. The engineers discuss prodluct attributes

from the perspective of technology opportunities and constraints. Marketers

discuss product attributes with respect to market segments and competitors.

Although both groups are at the same meeting, they don't participate in the same

process: the language used is different, the relative emphasis on product attributes

is often different, and individuals can be observed to periodically disengage from

the decision process based on discussion subject matter. Product concept decisions

are ultimately made, but it is difficult for the entire team to recreate and defend the

decision choices to the management review board. When all is said and done, one

or more groups lack commitment to the product concept and there is a high

expectation that the final product will differ from the initial concept.
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A time to MARKET team is one which attempts to develop credible design

objectives which reflect a deep appreciation of the customer's requirements. The

team is characterized by decision analysis oriented to maximize customer benefit.

In development team meetings, every individual participates in all aspects of the

decision process. Members frequently put their statements in the context of specific

customer encounters to clarify or emphasize their positions. Relevant issues and

information regarding design objectives are considered to everyone's satisfaction

before the team moves on to subsequent development activities. This cross-

functional collaboration to create a common appreciation of the design objectives is

apparent when the team presents the product concept to the management review

board. All team members display a commitment to the product concept and can

credibly trace their decision process when required to justify their choices.

The observed variable relationships are outlined in the table below.

TIME to market time to MARKET
orientation orientation

Decision Variables
Pressure for Progress Higher Lower

Systematic Concept Analysis
Prejudiced Perspective Higher Lower
Functional Integration Lower Higher
Analysis Depth Lower Higher

Objective Function
Supporting Evidence
Contextual Awareness Lower Higher
Process Participation Lower Higher
Traceability Lower Higher

Design Objective Appreciation
Requirement Clarity Lower Higher
Requirement Credibility Lower Higher

Substantive Progress
Concept Commitment Lower Higher
Misdirected Effort Higher Lower

Constraints
Labor-hour Requirement Higher Lower
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The dynamics of a TIME versus MARKET orientation in the expression Tune-

to-Market may be easier to understand by representing the data in the table above as a

high level inductive system diagram (see Chapter 3).

TIME
VS.

MARKET

/0ý 
Orientation

Pressu 0 Systematic
for Concept

Psogrs Analysis
S t Development-0 "' I

Development Time ) S
Time SupportingO • ~Evidec

Substantive Design S
Accomplishments Objective

S ...0 Credibility

A relative emphasis on TIME increases Pressure for Progress and reduces the

opportunity for Systematic Concept Analysis. This reduction in systematic analysis

decreases the labor requirement and consequently the concept development time.

However, it also decreases the Supporting Evidence needed to justify concept

decision choices. The resulting reduction in Design Objective Appreciation

subsequently reduces Substantive Accomplishments as time and resources are spent

on tangents and detours in downstream development efforts. The net result is

increased Development Time and increased Pressure for Progress.

A MARKET orientation decreases Pressure for Progress, relative to the TIME

oriented development teams, and increases Systematic Concept Analysis. The

increase in Systematic Concept Analysis increases Supporting Evidence, but also

75



increases the labor requirement and Concept Development Time. However, the

resulting increase in Design Objective Appreciation focuses development efforts

thereby increasing Substantive Accomplishments which in turn will decrease

Development Time and Pressure for Progress.

The dynamics described above represent a classic "Fixes that Fail" archetype

(Senge 1990) in which the unintended consequence of a problem solution over time

contributes to the problem it was trying to solve. In this case the emphasis on

reducing TIME to market decreases concept development time but inadvertentdly

reduces design objective appreciation resulting in waste and rework in downstream

development activities increasing total development time. On the other hand, the

fundamental solution, an emphasis on MARKET, actually reduces total time by

saving the time spent on misdirected downstream development efforts.

Presentation Structure

The presentation of the underlying variables identified in this study follows

the order of the left-hand column of the concept decision variable table in the

previous section. (This order is also a clockwise rotation around the inductive

system diagram presented above.) The decision variables observed in the concept

development process include pressure for progress and systematic concept

development (prejudiced perspective, functional integration, and analysis depth).

The objective function of product concept development activities was observed to be

the maximization of supporting evidence (contextual awareness, process

participation, and traceability), design objective appreciation (requirement clarity

and credibility) and substantive development accomplishments (commitment and

misdirected effort). The primary constraint observed was available resources,

specifically labor-hours. The table below provides a brief definition of each variable

and indicates the page which contains an expanded variable description. The
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expanded description includes evidence in the form of representative quotes, a

diagram of the inference from the evidence and a propositional statement of the

prediction from the inference. Following the expanded definitions, the variables are

integrated into an inductive system diagram. A discussion of conclusions,

contingencies and rival plausible hypotheses follows the integrated inductive system

diagram.

Variable Name Page Definition
Pressure for Progress 8 An implicit or explicit force on the

development team to proceed rapidly
through development activities.

Prejudiced Perspective 10 The formation of an opinion on the product
I concept without knowing all the facts.

Functional Integration 11 The degree of interaction between functional
I groups, primarily marketing and engineering.

Analysis Depth 13 The degree of investigative thoroughness
associated with concept development
decisions.

Contextual Awareness 15 The ability of a development team member to
place a requirement statement in the context
of the customer's environment.

Process Participation 16 The active involvement of participants in the
complete (requirement identification, idea
development, and concept selection) process.

Traceability 17 The capability to recreate decision choices
with the supporting justification.

Requirement Clarity 18 A product definition in which the vital few
requirements and their relative priorities are
identified and agreed upon.

Credibility 20 The perceived validity and accuracy of
information related to design objectives.

Concept Commitment 21 The level of support the concept has earned
from the development team and their
managers.

Misdirected Effort 22 Development activities resulting in detours,
tangents and missteps relative to the design
objectives.

Labor Requirement Gap 23 The difference between required and
available labor for concept development.
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Decision Variables

In this study the decision variables observed in the concept development

problem include pressure for progress and systematic concept development.

Pressure for progress was either an explicit or implicit force on the development

team to rapidly proceed through development activities. Systematic concept

development consists of three components: prejudiced perspective, functional

integration, and analysis depth. Prejudiced Perspective indicates the formation

of an opinion on the product concept without knowing all the facts; it was

observed as biased decision making by internal stakeholders. Functional

Integration reflects the degree of interaction between various functional groups

in the stages of concept development; cross functional interaction was observed

to range from collaborative to partisan. Analysis depth represents the degree of

overall thoroughness of analysis associated with the concept development

process; investigations were observed to vary from comprehensive to

incomplete. It was observed that each of these variables was capable of being

influenced by management to a greater or lesser, but always non-trivial, extent.

Pressure for Progress

Several researchers indicate that the pressure for accelerated new product

development can cause development organizations to conduct a less than

thorough job in order to have the appearance of progress (Van de Ven 1986,

Gupta & Wilemon 1990). Contributing to this phenomenon may be the

disconnect between product development theory and practice. Bower and Hout

(1988) specifically emphasize the requirement that fast cycle companies have

development processes which are well defined and understood. They state that

in addition to visibility of the process from start to finish, the fast cycle

organization understands the interrelationships of the process components and
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organizational policies. The strategies outlined by Millson, et al. (1992), e.g. step

elimination, delay elimination and parallel processing, all require development

process understanding. However, the product concept decision process is not

well defined or understood. The observed disconnect between the requirement

for process understanding in theory and the lack of process knowledge in

practice is consistent with other studies of product development theory and

practice which indicate that what the literature recommends and what the

actually happens are significantly different (Cooper & Kleinschmidt 1986, Gupta

& Wilemon 1990, Mahajan & Wind 1992).

In this study, Pressure for Progress was observed to lead to decision

process speedup. When pressured for progress participants were observed to

display self-interest oriented behavior based on a prejudiced perspective.

Pressure for Progress was also observed to lead to a willingness to make

decisions with data deficiencies. Pressure for Progress was observed to dominate

other decision variables specifically causing stakeholder orientation and

incomplete analysis.

Evidence, inferences and propositions are provided below.

"Some of the features that make the applications engineer job easier, I wouldn't have
thought about this if I was under pressure; I wouldn't have put them in my design." -
design engineer

Pressure Stakeholder
for - 1' Prejudiced

Progress S Perspectives

P3: As Pressure for Progress increases Prejudiced Perspectives increase.
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"You need to be very quick to get something up on the screen. In the initial stages you
don Pt want to get all hung up on all of the goals" - design engineer

Pressure
for - * Ancomplete

Progress S Analysis

P4: As Pressure for Progress increases Analysis Depth decreases.

Prejudiced Perspectives

Van de Ven (1986) claims the first, of four, central problems in managing

innovation involves the problem of managing human attention; overcoming

individuals', and organizations', natural tendency to be focused on and

protective of, existing practices. The self-interested behavior of individuals (or

groups) in settings which require interdependencies can lead to conflict (Kohli &

Jaworski 1990, Ancona & Caldwell 1992). Self-interested behavior and conflict

lead to reduced cross-functional integration (Gupta et al. 1986, Souder 1988,

Kohli & Jaworski 1990, Ancona & Caldwell 1992).

Dougherty (1992) suggests that viewing the product from the user's

perspective can provide a basis for developing a common understanding of the

desired innovation. Developing the user's perspective involves more than

obtaining the customer's verbalized needs and preferences; it includes analysis of

the factors which influence those needs and preferences (Kohli & Jaworski 1990).

Placing design engineers in direct contact with customers provides an

opportunity for developing this deeper level of understanding (Rothwell et al.

1974, Kohli & Jaworski 1990, Bailetti & Guild 1991).

In this study, analysis was observed to occur from either a customer or

stakeholder perspective. Customer oriented perspective is present when the

concept development decision process biases innovation efforts towards
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customer benefits. Customer orientation was most often evident by the use of

numerous, specific, references to customers during all phases of the design

objective decision process. In contrast to customer orientation is stakeholder

orientation. Stakeholder oriented perspective is evident when the decision

process is biased towards satisfying the prejudiced opinions of people in

positions of power (on the team or in management) who often dictate product

design objectives. In this study, it was observed that Customer Orientation

increased Contextual Awareness and Crossfunctional Collaboration.

Evidence, inferences and propositions are provided below.

"Getting oriented to customer needs, in some cases changing biases and getting
intimately familiar with customer requirements and environments." - team leader

Prejudiced -,P Contextual
Perspectives 0 Awareness

P5: As Prejudiced Perspectives decrease Contextual Awareness increases.

"If development and marketing hear more of the same stuff from customers it has to build
a better working relationship." - team leader

Prejudiced - • Crossfunctional
Perspectives 0 Collaboration

P6: As Prejudiced Perspectives decrease Functional Integration increases.

Functional Integration

Lawrence & Lorsh (1967; p.11) define integration as the "quality of the

state of collaboration that exists among departments that are required to achieve

unity of effort by the demands of the environment". Functional integration has

been shown to be a key factor in successful innovation (Rothwell et al. 1974,

Gupta et al. 1986, Gupta & Wilemon 1988, Pinto & Pinto 1990, Moenaert &
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Souder 1990, Dougherty 1992, Song & Parry 1992). Innovation is essentially an

information based activity and as a result information transfer is the major

integration vehicle (Moenaert & Souder 1990). Communication effectiveness has

also been linked with innovation success (Rothwell et al. 1974, Ancona &

Caldwell 1992). However, achieving effective communication and integration is

difficult; nearly 2/3 of the 289 new product development efforts studied by

Souder (1988) experienced some degree of interface disharmony between R&D

and marketing.

In this study, all of the companies observed had a practice of assigning

multiple functions, marketing and engineering at a minimum, to product concept

development teams. However, the degree of interaction among the various

functional groups on the development team was observed to range from

collaborative to partisanship. Crossfunctional collaboration is the ability of

different functional groups to work together in the concept development decision

process. In collaboration, a synthesis of the perspectives of the functional

representatives assigned to the team is incorporated into the concept development

decision process. In contrast to crossfunctional collaboration is functional

partisanship: the advocation or strong support of one particular perspective. In

this study, crossfunctional collaboration led to process participation. Functional

Partisanship was observed to lead to incomplete analysis.

Evidence, inference and propositions are provided below.

"If designers do come across something we didn't expect they will recall we talked about
that and will have a basis for discussing this with the marketing guys. It should be a
pretty quick way for reevaluating the product definition." - engineering manager

Crossfunctional Process
Collaboration S Participation

P7: As Functional Integration increases Process Participation increases.
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"The designer and marketing guy go to the field and get information. Interpretation of
the data and how to apply it to a product is left up to the individual and people interpret
differently based on their backgrounds" - design engineer

Functional .- Incomplete
Partisanship S ' Analysis

P8: As Functional Integration decreases Analysis Depth decreases.

Analysis Depth

Several studies indicate that innovation success is significantly impacted

by the number of product development process steps completed; the more

thorough the job the more likely the success (Cooper & Kleinschmidt 1986, Gupta

& Wilemon 1990, Wilson 1990, Mahajan & Wind 1992). Unfortunately, Cooper

and Kleinschmidt (1986) found that "up front" new product development

activities were more likely to be performed poorly or not at all. Additionally,

Moenaert and Souder (1990) indicate that industrial new product development

success is related to the effectiveness of information processing. However, Gupta

& Wilemon (1990) found 47% of the participants in their study were frustrated by

the lack of attention to detail during product development.

In this study, the analysis associated with product concept development

was observed to range from comprehensive to incomplete. Comprehensive

analysis entails a thorough identification of key design requirements, an

extensive development of alternative ideas and a systematic concept selection

process. In contrast to comprehensive analysis is incomplete analysis.

Incomplete analysis is characterized by decisions with both recognized and

unrecognized data deficiencies and resulting premature switching between

decision process stages. In this study, it was observed that Comprehensive

Analysis leads to traceability whereas Incomplete Analysis does not.
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Evidence, inference and propositions are provided below:

Marketing Rep: "Lets move on to the competition comparison sheet; did you get .1 %?
Engineering Rep: "No I didn't; but of course I'd be better."
Marketing Rep: "Any idea?"
Engineering Rep: "Totally a guess; maybe 10 instead of 15."
Marketing Rep: "I'll leave it blank."
Observer: Product definition presentation to management one week later listed 10 for this
specification.

"When I use 'systematic thinking' in this I think here is what the customer said and here
is the requirement which matches what he said." - marketing manager

Analysis 0 Traceability
Depth S

P9: As Analysis Depth increases Traceability increases.

Objective Function - Supporting F iC, ce

Supporting Evidence provides partiu.:an.•. the ability to justify the

decisions made during the entire concept development decision process. There

were three observed conditions associated with supporting evidence: contextual

awareness, process participation and decision traceability. In the time to

MARKET teams, references to customer contexts were used to clarify issues

throughout the entire concept development decision process. Participation in the

decision process allows the design team member to know the background on

how the design objective decisions were reached. Evidence provides participants

a way to confidently recreate the decision process should/when the need arise in

the future.

84



Contextual Awareness

Moenaert and Souder (1990; p.221) state: "A variable that has been seldom

addressed in previous research, and which seems to be esseutial to the use of

information received from other functional fields, concerns the contextuality of

the received information. The contextuality of information refers to the degree to

which the source has given the receiver the necessary information and references

such that the receiver can see the relevance of this information for his/her work

on a particular project." They conclude that extrafunctional information, without

supporting context, cannot be processed and used.

In this study, Contextual Awareness of the customer's requirements was

observed to increase the clarity of the design objective. Contextual awareness is the

ability of development team members to place a requirement statement in the

context of the customer's environment. Written requirement statements ideally

represent a high fidelity translation of the customer's actual needs. However, even

in the best processes for capturing the voice of the customer, the written requirement

statement lacks the affective qualities of an actual customer interaction and is subject

to different interpretations. Placing requirement statements in the context of the

customer's use environment clarifies the intent of the requirement statement. In this

study, it was observed that stories of real customer experiences, whether obtained

specifically in efforts associated with the current project or in other efforts, were

used by development team members to clarify written requirement statements.

Evidence, inferences and propositions are provided below.

"The team began a discussion of what a requirement statement meant. Eventually they
went back to the interview transcript and rewrote the requirement statement." - observer

Contextual - Requirement
Awareness S Clarity

P10: As Contextual Awareness increases Requirement Clarity increases.
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Process Participation

Several studies indicate that interaction between producers and users of

market information significantly impacts the credibility and utilization of the

information in the innovation process (Deshpande & Zaltman 1982, Deshpande &

Zaltman 1984, John & Martin 1984). Gupta and Wilemon (1988) state that credibility

has two main components - information credibility and source credibility.

Deshpande and Zaltman (1982) conclude that personal interaction increases trust in

the source and consequently the content of the research. Additionally,

crossfunctional participation in market research increases the effectiveness of

information exchange between functions (Deshpande & Zaltman 1984, Kohli &

Jaworski 1990). John and Martin (1984) found that the proximity of participants to

the marketing planning activities enhanced credibility which they attribute to

communication facilitation.

In this study, Process Participation was observed to build design objective

credibility. Process participation represents the active involvement of participants in

the complete decision process. This implies that individuals participate in

requirement identification, idea development and concept selection activities. This

is contrasted with event participation in which individuals participate in some

events and not others, i.e. participation in concept selection but not requirement

identification activities. Participation in all stages of the design objective decision

process provided team members with a common understanding of the events which

led to the concept selection; this increases requirement clarity and credibility.

Evidence, inferences and propositions are provided below.
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"They (marketing and engineering) are doing this together and will know where the roots
are. They are going to know how we got to where we are in the product definition." -
engineering manager

Process . Requirement
Participation S Clarity

P11: As Process Participation increases Requirement Clarity increases.

"There was engineers in the process. It wasn't marketing pukes saying this is what it is.
When we got into the room there was built in credibility because the person who is
processing the information is witnessing data collection." - marketing manager

Process M.h Credibility
Participation S

P12: As Process Participation increases Credibility increases.

Traceability

Van de Ven (1986) states that the legitimacy of the decision process is the

dominant evaluation criteria used to assess innovative ideas as the ideas

themselves can rarely be judged. Deshpande and Zaltman (1982) found that

managers were indined to pay critical attention to research methodology when

the findings were surprising. Moenaert and Souder (1990) found that

information which was not formally substantiated by convincing evidence was

less likely to be used. They also observe that a disadvantage of face-to-face

discussions is the absence of hard copy which can be used in the future to justify

actions taken.

In this study, Traceability was observed as a highly desirable outcome for

justifying the decisions made during the product concept development process.

Traceability includes, but is not limited to, documentation of the outcomes of the

decision process. Just as importantly, traceability regarding the concept
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development decision process itself provides credibility to the identification,

development and selection of design objectives. In this study, it was observed

that the ability to document the decision process increased the credibility of the

design objective decisions.

Evidence, inferences and propositions are provided below.

"I have higher confidence and better ability to sell to executive committee because the
process is self-documenting." - marketing manager

Traceability -- P Credibility
S

P13: As Traceability increases Credibility increases.

Objective Function - Design Objective Appreciation

Design objective appreciation occurs when the development team has

discriminating perception and confidence in a clearly defined set of

requirements. Requirement clarity results from understanding the vital few

requirements and the relative priorities within this set of requirements. Design

activities fundamentally involve making tradeoffs; design objective appreciation

facilitates tradeoff optimization. The development team needs to clearly

understand the subset of the total universe of requirements which will be

emphasized in the product concept to ensure effort is focused effectively.

Requirements are assessed for credibility, by the development team, in order for

them to have confidence in the relative merit of the tradeoff decisions.

Requirement Clarity

Understanding user needs has long been recognized as a significant factor

to new product development success (Rothwell et al. 1974, Cooper &

Kleinschmidt 1986). The absence of a clear product definition has been linked to
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instability in product and marketing plans (Gupta & Wilemon 1990, Wilson

1990). Gupta and Wilemon (1990) found poor definition of product requirements

was the reason most cited for product development delays.

In this study, Requirement Clarity was observed to consist of two

components: the identification and agreement on the vital few requirements and

their relative priorities. The establishment of the vital few requirements focused

development efforts. In all observed projects, the development team attempted

to identify a small subset of the total requirements which would differentiate the

proposed product from the competition (either internal or external). Knowing

the relative importance of these key requirements assists in making development

tradeoffs. The relative requirement priorities clarify what to work on and, just as

importantly, what not to work on. There was a concerted effort on each observed

development team to clearly establish the relative priorities of acknowledged

design objectives. The product definition, by focusing on only the vital few

requirements, is designed to serve as a road map for the development team,

providing direction and flexibility for making tradeoffs while minimizing

unproductive effort.

Evidence, inferences and propositions are provided below:
"Documented lists of the most important things to be concerned with ... all too often you
put blinders on, getting in a rut, attacking one piece of the problem and let other aspects
slide." - design engineer

"The implication of having visibility (of customer requirement priorities) is it tells you
what is good enough, where you have to put efforts or where you can compromise, not
spend time." - design engineer

Requirement, Misdirected
Clarity rmnOO Development

Effort

P14: As requirement clarity increases misdirected development effort

decreases.
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Credibility

John and Martin (1984) define credibility as a composite of six components

related to the perceived quality of the marketing plan; these components assess

whether the plan is: realistic, accurate, specific, consistent, complete, and valid.

Gupta and Wilemon (1988) conclude that in organizations with a high degree of

integration between marketing and R&D, R&D personnel perceive marketing

information to be: realistic and valid, objective, consistent and complete, useful

and appealing. Moenaert and Souder (1990) define credibility as a measure of

the degree to which the receiver believes the information to be undistorted and

state that the credibility of received information will be a positive function of:

validity, accuracy and clarity and a negative function of surprise. Deshpande &

Zaltman (1982) focus less on "credibility" per se but rather on the instrumental

use of knowledge; it is the knowledge applied to a particular decision. They

identify four dimensions of instrumental use: information relevance, information

surplus, recommendation implementation and overall satisfaction.

In this study, it was observed that credible design objectives obtain

commitment. Requirement statements were tested, either formally or informally,

for credibility. The credibility of the vital few requirement statements reinforces

commitment to the design objective. Requirements without credibility are

discounted, thereby reducing commitment to the stated design objectives.

Evidence, inferences and propositions are provided below.

"Post program approval then run in automatic; hard work but people already know what
to do and want to do it." - engineering manager

Credibility -0- Committment
S W

P15: As credibility increases commitment increases.
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Objective Function - Substantive Development Accomplishment

Substantive development accomplishments are development actions

which lead directly to real progress towards realizing the design objectives.

Substantive development accomplishment, in the context of the concept

development decision process, has two dimensions: concept commitment, and

focused effort. Concept commitment represents the ability of a product concept

to garner enough enthusiasm and support from the development team that it

does not change during subsequent development activities. Focused effort

describes a development process which is direct compared to one filled with

detours.

Concept Commitment

Several authors claim commitment is a result of participation in the

formulation stage of a project (Gupta, Raj & Wilemon 1986, Shapiro 1988,

Moenaert & Souder 1990, Gupta & Wilemon 1990, Bailetti & Guild 1991). Gupta

& Wilemon (1990) indicate that a lack of commitment is related to changes in

product definition and low management support.

In this study it was observed that design objective appreciation led to concept

commitment which in turn led to reduced misdirected development effort. Concept

commitment represents the level of support the product concept has earned from

both the development team and their managers. Committed individuals ensure the

necessary work get accomplished. Committed managers provide the necessary

resources to support the team's efforts. Concepts with commitment don't change

during the development process. Changing product concepts often make prior

development activities useless creating waste and rework.

Evidence, inferences and propositions are provided below.
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"We didn't have confidence, (therefore) we didn't want to tinker because it would be
wasted effort." - engineering manager

Concept N Misdirected
Commitment 0' Effort

P16: As concept commitment increases misdirected effort decreases.

Misdirected Development Effort

As mentioned previously, the absence of a dear product definition has

been linked to instability in product and marketing plans (Gupta & Wilemon

1990, Wilson 1990). Instability can manifest itself in significant changes in

direction or in "creeping elegance" (Gupta and Wilemon 1990). Wilson (1990)

found that product definition instability could lead to more staffing, funding and

time.

The System Dynamics literature has investigated the impact of project

changes in a variety of development settings, e.g. construction (Homer et al. 199),

research and development (Roberts 1964,1978, Richardson & Pugh 1981),

shipbuilding (Cooper 1980, Reichelt & Sterman 1990), and software (Abdel-

Hamid & Madnick 1989,1991), and consistently find project changes directly and

indirectly increase development time and costs. Abdel-Hamid and Madnick

(1989; p.1427) state: "the rework necessary to correct such software errors

obviously diverts the project team's effort from making progress on new project

tasks, and thus can have a significant impact on the projects progress rate." They

explicitly model the relationship from progress-rate to forecast completion date

to schedule pressure. Roberts' discussion of research and development project

control indicates that "there is no intrinsically correct measure either of

engineering effectiveness or of problems solved or of the task left to be done .... the
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obvious concrete and measurable variables are often basically unrelated to the

amount of effort required to get the job done" (1964; p.169). Roberts indicates

(1964,1978) that one result of this measurement difficulty is a delayed response

to events which impact the development schedule.

In this study, it was observed that a reduction in Misdirected

Development Effort decreased development time. In addition to tangible time

savings, reduced misdirected effort was observed to increase the sense of

accomplishment of the team. It is assumed that the time saved through

reductions in tangents, detours, missteps, etc. decreases Pressure for Progress

and Labor-hour Requirements.

Evidence, inferences and propositions are provided below.

"This process would have provided a clearer vision, a straighter path to the end result...I
see the process saving time by eliminating missteps" - design engineer

Misdirected _ Development
Effort S v eTime

P17: A decrease in misdirected effort decreases development time.

P18: A decrease in development time decreases pressure for progress.

P19: A decrease in development time decreases labor-hour requirements.

Constraints - Labor-hours

Constraints are limits placed on decision variables. Although the list of

conceivable constraints which can be imposed on the decision variables outlined

above is considerable, one, required labor-hours, dominated the observations in

this study of product concept development. As the innovation process is primarily

informational (Moenaert & Souder 1990) it can be argued that mental capacity

(labor) is the critical resource. The Labor-hour requirement gap represents the
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difference between required laborhours and available laborhours. When Labor-

hour requirements exceed availability the gap is large. In this study, labor

availability was fixed by the team size. In every observed development team, the

membership remainded the same or was reduced during the roughly six month

observation period. The labor requirement can be driven by the project itself or by

other projects team members participate in. In this study, it was observed that

when a Labor-hour requirement gap exists there is an increase in concept

development time. It was also observed that systematic concept development

(comprehensive, collaborative, customer oriented analysis) increased the labor

requirement.

Evidence, inferences and propositions are provided below.

"This process (CE) is taking a long time; not just a long elapsed time because it is not
calendar time. But in terms of people time it is extensive." - marketing manager

LaborAnalysis Labo
e RequirementDepth S Gap

P20: As Analysis Depth increases labor-hour requirements increase.

"We have sales quotas to meet, sales growth rates to meet, as a result the managers won't
give time to gather and analyze the information (for products not yet defined)." - manager

Labor Concept
Requirement P Development

Gap Time

P21: As the labor requirement gap increases concept development time
increases.
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Integration

Combining the relationships identified above into an integrated diagram

allows us to better understand the interactions between the variables associated

with the product concept development decision. Each arc of the diagram has

been annotated with the relevant proposition number.

s Pressurefor Progress P3

Delay

E s~ C n c ptD ptf In e g at o 0 P e s p c i e
Developmentt Analys!W-LFunctional1P6 Preudiced

DevelpmentDevelopment ph SItgain0Prpcie
Ti g~eTime

P17 7  Delay 1 P21/ S Labor-hour S P20
/ " l Requirement.Oa -/ P9 P7

Misdirected Gap

Efforts is S 0
0 Traceability Process Contextual

6raceabilty Participation Awareness

0Concept
Commit- P13

tm ent S s P12

X1- I Credibility Pil1
S 10

P14 S
Requirement

Clarity S

This TIME vs. MARKET inductive system diagram can describe a vicious

or virtuous cycle of product concept development depending on which decision

variables are emphasized. A vicious cycle begins when pressure for progress

leads to incomplete concept analysis and stakeholder prejudiced perspectives in

decision analysis. The resulting decrease in functional integration further

degrades analysis depth and reduces participation of all team members in the
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concept decision process. The resulting lack of requirement clarity and

credibility leads to low concept commitment and misdirected development

effort. Ultimately, the waste and rework increases development time further

increasing pressure for progress.

The TIME vs. MARKET inductive system diagram can also describe a

virtuous cycle in which an increase in customer orientation perspectives lead to

an increase in Functional Integration and Contextual Awareness. As a result, a

more thorough analysis, grounded in the context of the customer's environment,

is conducted with the active participation of all development team members.

This common appreciation of the concept decision process and outcomes leads to

a higher degree or requirement clarity and credibility. In turn, commitment to

the product concept is higher and misdirected development effort is reduced.

Ultimately, development time is reduced, thus decreasing pressure for progress

and labor requirements.

The dynamics associated with either a TIME or MARKET emphasis in the

expression time to market can be explained by the inductive system diagram

above. The level of detail displayed in the diagram provides a more

comprehensive causal map than currently exists in the literature. Additionally, it

identifies the dysfunctional and unintended consequence which results from a

TIME to market orientation during the product concept decision process.

Plausible Rival Hypotheses

The inferences and propositions integrated into the TIME vs. MARKET

inductive system diagram above are the result of a comparative analysis of

product concept development teams. The differences between the observed

teams were both minimized and maximized, within the constraints imposed by

company access. The full range of behavior observed in this study is accounted



for in this inductive system diagram. However, the actual implementation of the

original research design does not preclude the elimination of some plausible rival

hypotheses which will be discussed below.

Senior Management Support

Numerous authors describe the important role senior managers play in

creating the Market Oriented organization (Shapiro 1988, Kohli & Jaworski 1990,

Narver & Slater 1990). Gupta & Wilemon (1986, 1988,1990) specifically identify

senior management support as a necessary ingredient for creating interfunctional

integration and cooperation. In this study, it might be argued that those teams

using Concept Engineering received, or at least could be perceived as receiving, a

higher level of support from their senior managers than the teams which did not

use Concept Engineering. The original research design attempted to address this

threat by using pairs of teams from the same division each of which received a

beneficial treatment. Unfortunately, the actual design implementation precludes

elimination of this threat.

Decision Support Process

White, Dittrich and Lang (1980) found that the more structured the

interaction during group decision making, the greater the commitment to the

group derived solution, as measured by the number of implementation attempts.

Concept Engineering, as a complete decision support process (see chapter 1), is a

structured decision making process. A plausible rival hypothesis to the TIME to

MARKET dynamics presented above relates to the quality of the decision process

employed by the MARKET oriented teams.
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Janis (1985; p.167), based on studies of errors in strategic decision making,

outlines seven major decision process criteria which are influence the quality of

individual or group decisions. High quality group decisions:

1) thoroughly canvass a wide range of alternatives;

2) take account of the full range of objectives to be fulfilled;

3) carefully weigh whatever is found out about negative and positive

consequences that flow from each alternative;

4) intensively search for new information relevant for alternative evaluation;

5) conscientiously take account of any new information, even when the

information does not support the course of action they initially prefer;

6) re-examine the positive and negative consequences of all known alternatives

before making a final choice; and

7) make detailed provisions for implementing the chosen policy, with special

attention to contingency plans.

Janis (1985) states it is plausible to assume that failure to meet these criteria are

symptoms of defective decision making that increase the chances of undesirable

outcomes. Further, he states that the vigilance pattern of response is more likely

than others to lead to decisions that meet the main criteria for sound decision

making. The vigilant decision maker "searches painstakingly for relevant

information, assimilates information in an unbiased manner, and appraises

alternatives carefully before making a choice" (p. 184). From this perspective,

vigilant decision makers, who succeeded in satisfying the above criteria for each

stage (requirement identification, idea development and concept selection) of the

concept decision process, will have more successful outcomes.

The vigilant decision making argument would indicate that

comprehensive analysis is a sufficient factor for success in the product concept

decision process. Concept Engineering, as a complete decision support process
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(see Chapter 1) satisfies Janis' requirements for high quality decisions as

indicated in the table below.

Decision Criteria Concept Engineering
1) Thoroughly canvasses a In Transforming voices into Requirements (Step
wide range of policy 4) 200-300 requirement statements are usually
alternatives, developed. In Concept Generation (Stage 4)

teams can generate over 300 solution ideas.
2) Takes account of the full In Concept Screening (Stage 5) all concepts are
range of objectives to be screened against the set of key customer
fulfilled, requirements.
3) Carefully weighs whatever In Concept Selection (Step 14) final concepts are
is found out about negative screened not only against customer
and positive consequences requirements (positive consequences) but also
that flow from each against organizational, environmental and
alternative, technological constraints (negative

consequences).
4) Intensively searches for In Collecting the Voice of the Customer (Step 2)
new information relevant for and Developing and Administering
alternative evaluation. Questionnaires (Step 7) active information

discovery and collection occurs.
5) Conscientiously takes Transforming Voices into Requirements (Step 4)
account of any new requires every customer statement be developed
information, even when the into a customer requirement for possible
information does not support inclusion and development in the product
the course of action they concept.
initially prefer.
6) Re-examine the positive Solution Screening (Step 13) and Concept
and negative consequences Selection (Step 14) require all developed
of all known alternatives concepts to be evaluated in a matrix against
before making a final choice. customer / environmental requirements.
7) Make detailed provisions This activity is not formally part of Concept
for implementing the chosen Engineering. However, detailed design
policy, with special attention specification activities usually occur subsequent
to contingency plans. to concept approval.

In this study, those teams which were successful in developing product

concepts achieving a high degree of commitment from development team

members and managers were also those teams which completed a

comprehensive analysis (Concept Engineering) which satisfied the requirements
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outlined by Janis. However, one team which used Concept Engineering was not

successful in developing concept commitment. This team had a relative

emphasis on TIME versus MARKET and was under considerable pressure for

progress. Although a relatively complete investigation was conducted not all

participants were active in the entire concept decision process, e.g. three

members did not conduct customer interviews, two members did not participate

in idea generation. As a result, a common appreciation of the design objectives

was not obtained and commitment to the product concept was low. This would

indicate that the decision process criteria outlined by Janis may be necessary but

are not sufficient for success in the product concept development process.

Market Orientation Contingency

When is too much of a good thing not a good thing? Several authors

specify contingencies with respect to the effectiveness of market orientation

(Houston 1986, Gupta & Wilemon 1986, Souder 1988, Kohli & Jaworski 1990,

Moenaert & Souder 1990, Narver & Slater 1990). Souder (1988) created a matrix

with customer sophistication on one axis and R&D sophistication on the other

axis and prescribes different tactics for the twelve resulting cells. Kohli and

Jaworski (1990) propose that when the general economy is weak there is a

stronger relationship between market orientation and business performance.

Gupta and Wilemon (1986) propose that if a firm values being first in the market

with new products it will benefit from higher integration. Kohli and Jaworski

(1990) and Moenaert and Souder (1990) propose that market orientation is less

valuable in environments with technological uncertainty but more valuable in

environments with consumer or competitor uncertainty. Several authors address

the issue that the cost of obtaining more information at some point exceeds the
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value of the benefit to be derived from knowledge gained. (Houston 1986,

Moenaert & Souder 1990, Narver & Slater 1990).

Most of the above contingencies address when more market orientation is

beneficial. However, in the case where technological uncertainty reduces the

value for market orientation, the basic dynamics outlined in the high level

inductive system diagram still appear to provide valuable insight, i.e. pressure

for progress will reduce systematic analysis reducing evidence, credibility and

substantive accomplishments.

Conclusion

This investigation shows that a relative emphasis on TIME creates an

environment where pressure for progress encourages development teams to

conduct incomplete analysis oriented to self-interested outcomes during the

concept development decision process. The resulting lack of design objective

appreciation and commitment by the development team leads to waste and

rework in subsequent product development activities. On the other hand, a

relative emphasis on MARKET can increase design objective appreciation,

credibility and commitment but increases the time required in concept

development. These dynamics indicate that increased time spent systematically

developing a product concept, which remains stable over the balance of the

development process, results in getting a product to market faster. Schmenner

(1988) reminds us of the applicability of the fable of the tortoise and the hare to

product development acceleration. The tortoise won the race with a diligent,

focused effort and the hare, while very fast, had a pattern of stops and starts in

his detour-filled route to losing the race.
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Chapter 5: Time-to-MARKET Management
Diagnosis

The dynamics of TIME versus MARKET orientation activities has

important implications for the management of product concept development

activities. The emphasis on TIME dearly implies schedule related measurement

and monitoring. The measurement and monitoring requirements associated

with an emphasis on MARKET in the expression Time to Market is not so dear.

This chapter will explore methods1 managers can use to diagnose concept

development activities in a time-to-MARKET oriented environment.

Product Concept Decision Process

The product concept process can be described to follow the general

decision process structure outlined by Mintzberg and colleagues (1976) in their

study of unstructured decision processes. In the context of concept development,

the three general phases of the decision process are: Requirement Identification,

Idea Development and Concept Selection. All three phases - identification,

development and selection - were observed, to a greater or lesser extent, in each

development team in this study.

In the identification stage, both recognition and diagnosis routines were

used to clarify and define the requirements which would drive the product

concept. In the development phase, search and design routines were employed

to generate ideas which constitute potential solutions to requirements. Finally, in

the selection stage, screening, evaluation and authorization routines were

employed either by the development team, or a management team, to select and

authorize a product concept for additional investment. Janis (1985) indicates that

1 Metrics presented in this chapter are derived from work conducted with the CQM Research
Subcommittee on Product Development Metrics (CQM 1992).
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the effectiveness with which these individual activities are carried out influences

the outcome of the decision process - the product concept which determines

75% of the product's lifecycle costs (NRC 1991).

Janis (1985) outlines seven major decision process criteria which influence

the quality of individual or group decisions. The table below identifies where in

the product concept decision process these criterion are most relevant.

Requirement Idea Concept Selection
Identification Development - screening
- recognition - search - evaluation
- diagnosis - design -authorization

1. Canvasses a wide range of X X
alternatives
2. Takes account of full range X X
of objectives
3. Carefully weights X
pros/cons of alternatives
4. Intensively searches for new X X
relevant information
5. Conscientiously takes X
account of new information
6. Re-examines pros/cons X
prior to making choice
7. Make detailed
implementation plans

To identify a comprehensive set of customer requirements an intensive search of

market segment information is required and this new information must be

incorporated into concept deliberations. To develop an extensive set of potential

product concept ideas, deliberate exploration must occur around the set of key

customer requirements. Finally, to determine the best product concept requires a

systematic comparison of each candidate concept's ability to satisfy key customer

and organizational requirements.
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This mapping of decision effectiveness criteria onto the product concept

decision process identifies high leverage management diagnosis opportunities.

Specifically, within each phase (identification, developiaent, selection) of the

product concept decision process, the relevant decision criterion are aligned with

variables associated with time-to-MARKET orientation. These variables are then

operationalized in a manner which is practical for use in diagnosing actual

product concept development activities.

Requirement Identification

Mintzberg et al. (1976) observed that the identification phase consists of

both recognition and diagnosis activities. They defined diagnosis as "the tapping

of existing channels and the opening of new ones to clarify and define the issues"

(1976; p.254). Three decision process criteria are proposed to have potential

relevance in requirement identification activities: the search for new information,

the range of alternative generation, and the conscientious consideration of new

information. Based on the research associated with this study, Customer

Orientation, Crossfunctional Collaboration, and Credibility are proposed as the

variabies with the most direct impact on the relevant decision process criteria.

Intensive Range of Conscientious
search for new alternative idea consideration

information generation of new info.
Customer Orientation X
Crossfunctional Collaboration X
Credibility X

Customer Orientation represents a willingness to search beyond

traditional organizational perspectives. Customer Orientation results in

developing an understanding not only of the stated customer requirements but

also of the factors which influence those requirements (Kohli & Jaworski 1990).
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Customer Orientation leads to a more thorough investigation of the customer's

use environment.

In Crossfunctional Collaboration, different functional groups work

together to form a synthesis of their respective perspectives. This joint analysis

of the opportunities leverages the strengths of each functional group in the

creation of new insight (Shapiro 1988, Gupta & Wilemon 1986). Crossfunctional

Collaboration, compared to Partisanship, leads to the development of a wider

range of customer requirements.

Credibility is a function of information credibility and source credibility

(Gupta & Wilemon 1988). In this study, it was observed that Credibility was a

function of Contextual Awareness and Process Participation. Contextual

Awareness caused development team members to develop empathy for the

customer which increased the (information) credibility of customer requirements.

Similarly, Process Participation allowed team members to personally participate

in the creation of the new information increasing its (source) credibility and

subsequent utilization. Credibility is required for conscientious consideration of

new information.

The Customer Visitation Matrix and a Process Participation Matrix can be

used by managers to assess the opportunities for developing customer

orientation, crossfunctional collaboration, process participation and contextual

awareness.

Customer Visitation Matrix

The Customer Visitation Matrix (Burchill et al. 1992) can assess the degree

to which the development team is exploring potential market and the

opportunities individual team members have to develop contextual awareness.
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Across the top of the matrix, list important customer types,2 e.g., Lead Users,

Demanding, Former, Satisfied, etc. Down the side of the matrix list important

market segments and the specific companies to be visited during market

exploration. In the intersecting cells, write down the name(s) of the development

team members who conducted the customer visit. In the hypothetical example

below, the development effort focused on only New England and Mid-Atlantic

market segments. Additionally, Smith participated in all customer visits while

Green only visited retailers and not end-users. Ideally, to develop contextual

awareness participants would visit a representative cross section of customer

types.

Customer
Selection Users Demandin Lost Retailers Total
Vistation User

New Brown & Smith & Smith & Green & 7
England Smith-2 Jones - 2 Jones - 1 Smith-2

Brown a
Middle Smith-2 Brown & Smith & Green & 8
Atlantic Smith & Smith - 2 Jones-1 Smith-1

South
Eastern 0 0 0 0 0

Total 6 4 2 3 15

Process Participation Matrix

The Process Participation Matrix can assess the degree to which individual

members of the development team participated in activities associated with

concept development. Across the top of the matrix place the departments

involved in concept development activities. Down the side of the matrix indicate

2 See Step I of the Concept Engineering Manual (Appendix A) for additional description.
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the stages and steps associated with concept development. In the intersecting

cells, write down the names and hours of the development team members who

participated in the various activities. (This process can be automated through the

use of appropriate job numbers in the labor accoumting system.) In the

hypothetical example below, the total time investment is fairly equal in each

department. However, the marketing department, Smith in particular, did the

majority of data collection and requirement generation, while the engineering

department, White, who did not make customer visits, did most of the

requirement evaluation. This imbalance in Process Participation and Contextual

Awareness could adversely impact Requirement Clarity and Credibility.

Task Marketing Engineering Total

Data Pern Ma en MAIL K& JL MK&
Collection Smith 29 White 0 Mktg. 40

Jones 11 Green 7 Eng. 12
40 Brown 12 59

19

Requirement Perso M.IL ero M.HL • Ma MPs X
Generation Smith 42 White 4 Mktg. 52

Jones 10 Green 12 Eng. 28
52 Brown 12 80

28
Requirement Persn MalL E MPHL e MK&L
Evaluation Smith 10 White 48 Mktg. 35

Jones 21 Green 12 Eng. _2
35 Brown 12 107

72

Total 127 119 246

Idea Development

The Development Phase observed by Mintzberg et al. (1976) consists of

both search and design routines. They indicate four different kinds of search

behavior: memory, passive, trap and active and two types of design activities

that result in either custom-made or modified solutions. Three decision process
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criteria are proposed to have relevance in idea development activities: the search

for new information, the range of alternative idea generation and accounts for the

full range of objectives. Based on research associated with this study, Customer

Orientation, Crossfunctional Collaboration, and Requirement Clarity are

proposed as the variables with the most impact on the relevant decision criteria.

Intensive search Range of Accounts for
for new alternative idea full range of

information generation objetives
Customer Orientation X
Crossfunctional Collaboration X
Requirement Clarity I I X

Customer vs. Stakeholder Orientation represents a willingness to search

beyond traditional organizational perspectives. Rothwell et al. (1974) conclude it is

desirable "whenever possible" for designers to visit customers to study their

technical requirements and also the actual operating conditions. Bailetti and Guild

(1991; p.91-92) cite three reasons for designers to visit customers: 1) added insight

and useful knowledge, 2) acquiring knowledge depth that facilitates technical

activities, and 3) increasing designer acceptance of the results. Customer

Orientation should produce additional information on technical considerations.

In Crossfunctional Collaboration, different functional groups work together

to form a synthesis of their respective perspectives. Different functional groups have

different frames of reference and skills which they bring to focus on aspects of the

technology-market environment (Van de Ven 1986, Dougherty 1992). These diverse

perspectives, if integrated, should generate a wider range of alternatives compared

to those generated from partisan perspectives. Requirement Clarity results from

understanding the vital few requirements and the relative priorities within this set of

requirements. Assessing the degree to which design objectives are met first requires

a clear understanding of the design objectives. Requirement Clarity is a necessary
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condition for determining if the developed ideas account for the full range of

objectives.

The use of the Customer Selection/Visitation Matrix and a Process

Participation Matrix, reflecting appropriate stages and steps, can provide some

diagnosis capability of the idea development process. Additionally, the Idea Count

Chart and the Requirement Utility Matrix can also be used by managers to monitor

idea generation activities.

Idea Count Chart

The Idea Count Chart can assess the range of alternative ideas generated.

Concept development activities can be decomposed 3 in multiple ways, e.g. by

customer requirement, functional requirement, etc. The Idea Count Chart displays

the number of ideas generated in each decomposition category. In the example

below, a customer requirement decomposition was used and the number of unique

ideas associated with each requirement were counted. In this hypothetical example,

only one unique idea was generated to address requirement number 5; this may

represent an area requiring additional idea generation.

6

cra cr*2 cr*3 cr*4 cr*5 cr*26

Customer Requirement Number

3 See Step 10 of the Concept Engineering manual (Appendix A) for additional description.
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Requirement Utility Matrix

The Requirement Utility Matrix can be used to assess the relative clarity

and flexibility of requirement statements. It was observed that the customer's

articulation of their need is often ambiguous, does not dearly state the

requirement and leaves a great deal of flexibility for designer interpretation. On

the other hand, it was observed that the designer's articulation of a customer's

need was often a very specific solution; thus greatly restricting designer

flexibility. Unfortunately, specifying a requirement as a specific solution, while

very dear, restricts the number of generated ideas to the one solution. To

develop the matrix, each requirement statement is reviewed and its relative

clarity and flexibility are assessed and the requirement is plotted in the

appropriate cell. Requirements in the upper left hand corner of the matrix tend

to be written as solution statements not requirement statements. Ideally,

requirement statements have both high clarity and flexibility and would be

located in the upper right hand of the matrix.

High 7 CR1

6M CR2

Example from the Stripping Basket -

CR 1: The basket has a velcro fastener. --

CR 2: The basket is releasible with one hand .4 4
CR 3: The basket is durable. a' -

CR 4: The basket is simple. o 33
S2 CR4 CR3

LowI

1 2 3 4" 53 6 "7
LOW Relative Requirement Flexibility High
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Concept Selection

The Mintzberg study (1976) identified three routines in the selection phase:

screen, evaluation-choice, and authorization. Three decision process criteria are

proposed to have potential relevance in concept selection activities: accounts for

full range of objectives, carefully weights pros/cons and examination of pros/cons

prior to choice. Based on research associated with this study, Process

Participation, Requirement Clarity, and Traceability are proposed as the variables

with the most direct impact on the relevant decision process criteria.

Accounts for Carefully Examines
full range of weights pros/cons prior

objectives pros/cons to choice
Process Participation X

Requirement Clarity X

Traceability X

Process Participation represents the active involvement of participants in

the complete decision process which indudes requirement identification and

idea development, in addition to concept selection. Inclusion in the decision

process enables participants to understand how their function relates to other

functions and also their function relates to the overall innovation (Van de Ven

1986; p.600). Process Participation enables development team members to

incorporate a more complete range of objectives in their deliberations.

Requirement Clarity, by definition, includes the key requirements and

their relative priorities. Without these conditions it would not be possible to

evaluate pros and cons of concept alternatives.

Traceability of the decision process and outcomes was important for

justifying the decision choices. In this study it was observed that the rationale for

decision choices made early in the concept development process was required
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during final concept evaluation. Traceability provides the vehicle for ensuring

these factors are available for consideration during concept selection.

In addition to the use of the Process Participation Matrix, reflecting

appropriate stages and steps, the Concept Selection Matrix can be used to

diagnose final concept selection.

Concept Selection Matrix

The Concept Selection Matrix (Burchill et al. 1992) can be used to assess

relative pros and cons of the generated (selected) concepts against the full range

of objectives. Across the top of the matrix list the concept alternatives. Down the

side of the matrix list the design objectives and constraints (organizational,

technical, environmental, etc.). Select one concept to be the reference datum and

evaluate the strengths and weaknesses all other concepts relative to the datum.

In the example below, "1" is much worse than the datum, "3" is the same as the

datum, and "5" is much better than the datum. In this example, concepts #3 and

#8 are comparable with respect to satisfying customer requirements but concept

#8 requires less risk and resources and appears to dominate.

Reference Concept Concept Concept C Concept C Concept

Daumn 2 3 4 m 5° 6 °ý7 C 8C• 9

CR#1 3 3 5 2 4 3 1 5 3

CR#2 3 4 4 3 4 3 3 4 3

CR#3 3 4 4 2 3 4 2 4 4

CR#4 3 2 4 3 5 4 2 4 3

CR#5 3 3 5 2 4 3 1 5 3
Technology risk 3 5 2 4 3 5 3 3 4

Competitive risk 3 3 3 3 4 3 2 5 3

Resource rqm.L 3 3 4 2 4 3 1 5 3

ToWa 24 27 31 21 31 28 15 35 26

Average 3.00 3.38 3.88 2.63 3.88 3.50 1.88 4.38 3.25

Rank 7 5 1 1 2 4 9 1
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Conclusion

The emphasis on TIME in the expression Time to Market clearly implies

schedule related measurement and monitoring. However, the measurement and

monitoring requirements associated with an emphasis on MARKET in the

expression Time to Market is not so clear. In this chapter, I identify high

leverage opportunities for management attention in the concept development

process and propose relevant diagnostic devices. These measurement and

monitoring devices are designed to assist management of the product concept

decision process in time-to-MARKET oriented environments.
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Chapter 6: Next Steps and Concluding Comments

This thesis presents Concept Engineering as a complete decision support

process for enhancing product concept development, explores the dynamics of

TIME vs. MARKET orientation in product concept development, and introduces

Inductive System Diagrams as a variable development and integration

enhancement for substantive theory generation. In this chapter, I will outline

some potential next steps for continuing research in each of these areas.

Concept Engineering

Concept Engineering is currently being applied to approximately two

dozen concept development efforts in ten organizations within the Center for

Quality Management. The expanded application base includes small

entrepreneurial concerns developing follow-on products, a Fortune 50 company

on a large scale development effort, and a state government agency in the

development of a new law. This application base provides a rich comparative

setting to explore two broad investigative themes - Concept Engineering

application contingencies and Concept Engineering process improvements.

Concept Engineering Process Improvements

There are two general process improvement themes related to Concept

Engineering which can be explored. The first is improvement to the overall

process, specifically focused on reducing the decision time. The second area of

opportunity involves investigating enhancements to particular decision aids,

specifically the requirement transformation process and Kano's analysis.
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Concept Engineering Acceleration

The actual time to complete the Concept Engineering efforts in this study

was substantially longer than the projected time. Applying the framework of

Millson et al. (1992), it should be possible to identify potential areas for

simplification, step and delay elimination, and parallel processing. The

traditional roadblock for applying these acceleration strategies is the requirement

for a thorough understanding of the targeted process. Fortunately, due to the

combined experience of the User's Group, a fairly high level of Concept

Engineering process knowledge exists. Additionally, the spirit of mutual

learning, which is a cornerstone of the CQM, enables faster turns of the Plan-Do-

Check-Act cycle through sharing of experiences across organizations. Therefore,

within this environment, research to accelerate the development of market

orientation within development teams would be desirable and possible.

Concept Engineering Decision Aid Improvements

A consistent observation during this study was the tendency for

"vtrequirement" statements to represent specific solutions rather than be a

reflection of customer needs. The benefit of writing a requirement statement as a

specific solution is reduced ambiguity. Unfortunately, the expression of a

requirement as a functional solution severely restricts the designer's flexibility to

make tradeoffs. It should be possible, using Likert-type scales for example, to

assess the relative clarity and flexibility of requirement statements. These

assessment could be made either by the team members themselves or by expert

judges, either within or outside a organization. These data can be analyzed to

assess their impact on development efficiency, effectiveness and innovation. The

results could conceivably have a significant effect on product definition practices.
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Kano's analysis (Kano 1984) helps us understand the relationship between

the fulfillment (or non-fulfillment) of a requirement and the satisfaction (or

dissatisfaction) experienced by the customer. Extrapolating Herzberg's (1966)

motivator-hygiene theory to product quality characteristics Kano discovered that

the relationship between fulfillment of a need and the satisfaction or

dissatisfaction experienced is not necessarily linear but can be separated into four

main categories: attractive, one-dimensional, must-be and indifferent. For

example, when an attractive item goes unfulfilled the result is not dissatisfaction

but the absence of satisfaction; in contrast, fulfilling a must-be item does not

produce satisfaction. Currently, it has been observed that the construction of the

questions and response scales associated with Kano's analysis is problematic for

some development professionals. Additionally, Kano's analysis has not been

systematically evaluated (or at least published in English language academic

journals) in the context of traditional marketing research techniques. This is an

area of investigation with potentially significant implications for product

development resource allocation decisions. Preliminary work is underway for a

collaborative effort between myself and Duncan Simester (1993 MIT-Marketing

Ph.D. candidate) to conduct this more systematic analysis.

Concept Engineering Application Contingencies

With approximately two dozen Concept Engineering applications

underway, covering the spectrum of market-technology uncertainty, a more

thorough understanding of the contingencies associated with applying Concept

Engineering can be developed. Current applications range from simple product

line extensions, to radically new product concepts, to the development of new

state laws. This environment can provide a rich comparative setting for the
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development of contingency theories related to the product concept decision

process.

All of the completed Concept Engineering applications have been product

extensions for existing markets or existing technologies. However, some

members of the User's Group believe Concept Engineering is best suited for

developing products for new markets or technologies. One effort currently

underway is pursuing a completely new product concept which they hope will

create entirely new markets. Another effort is exploring potential market

applications for new technology. These extremes, anchored by base cases in

market-technology extensions leads to a potentially productive line of

comparative research addressing the contingencies of Concept Engineering in

particular and Market Orientation in general.

The effort to develop a new state law represents a service application in

which constituencies have clearly conflicting positions. Prior Concept

Engineering efforts have investigated diverse market segments, i.e. North

America, Europe and Asia. However, it was assumed in those efforts, that if a

clear conflict developed, multiple products would be developed or the decision

choice would be made on the basis of the largest profit potential. In the case of

the state law, it is not possible to develop multiple versions and it is not obvious

how "profit potential" would be assessed. However, based on the work of the

Harvard Negotiation Project (Fisher & Ury 1981), a dominant strategy for

successful negotiations is to focus on the common interests instead of conflicting

positions. In the state case, it has been possible to identify and articulate the

common requirements of all constituencies in addition to their requirement

differences. This case represents a potentially useful process application of

Concept Engineering which has not been previously explored.
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Time-to-Market Dynamics

Chapter Four of this thesis presented numerous propositions related to

Time-to-Market dynamics which need to be validated. Some of the constructs

identified as influential have been operationalized and investigated in other

studies 0. Other constructs (e.g. traceability, process participation, contextual

awareness) have not been investigated and their significance on product concept

development has not been statistically validated. Chapter 5 attempts to

operationalize some of these variables from a managerial perspective which may

be insufficient for a study attempting to apply traditional academic standards of

statistical significance. Additionally, even after the hurdle of developing

multiple construct operationalizations is overcome, the data collection process

will be formidable.

My experience, at every company in this study, indicates that product

concept development data is not systematically collected, if it is collected at all.

Concept development activities are traditionally ad hoc and corporate product

development data collection systems typically begin after concept approval not

before. However, sufficient data may be available to assess the basic proposition

that credible design objectives result in stable product concepts and the resulting

reduction in misdirected effort reduces total development time.

Many companies use a product development phase review process with a

formal "Concept Approval" stage. Conceivably at this point, a product definition

exists which can be assessed for clarity and credibility, e.g. using Likert-type

scales. Concept stability can be determined by reviewing engineering change

notices assuming the records exist and it is possible to distinguish those

engineering changes related to concept instability from those related to other

sources, i.e. manufacturing requirements. This information can be compared to

actual development time versus the original development schedule. This final
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comparison is also dependent upon several assumptions regarding schedule

forecasting reliability and project characteristics. However, a test for collecting

the data described above, with the assistance of the company's Product

Development Quality Assurance Department, was conducted in one company

from this study. This limited data collection effort was difficult but does indicate

the feasibility of investigating some of the Time-to-Market propositions utilizing

empirical data.

Another path to model validation could be through system dynamic

simulation. In the system dynamic approach, model validation follows from a

multi-method analysis of computer simulations (Forrester & Senge 1980, Maas &

Senge 1980, Richardson & Pugh 1981, Sterman 1984, Barlas 1989, Barlas &

Carpenter 1990). System dynamicists have a long history of successful

simulation analysis of development project management (see for example:

Roberts 1964, Richardson & Pugh 1981, Abdel-Hamid & Madnick 1991, Sterman

1992). This previous work, assesses the impact of project changes on

downstream development activities given initial tasks. However, as the existing

work does not model the early concept development activities addressed in this

research an opportunity exists for this research to extend previous dynamic

models of project management.

The Time vs. Market inductive system diagram would serve as the

conceptual model around which a formal computerized model can be built.

Model formulation is the process of transforming the conceptual model into

equations which increase the precision with which the system structure is

specified. This precision, which is a necessary condition for conducting the

computer simulation and analysis, also reduces the ambiguity of the causal-loop

diagram (Richardson and Pugh 1981). For example, in this research it is

proposed that reductions in Development Time would reduce Pressure for
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Progress (Chapter 4, Proposition 18). Formulating this relationship might

produce the equations below:

Pressure for Progress =
1 + (Expected Development Time - Scheduled Development Time) / Scheduled Development Time

Expected Development Time = Perceived Work Remaining / Perceived Work Rate

Perceived Work Remaining = Scheduled Work -Work Completed + Recognized Rework

Perceived Work Rate = (Work Completed - Recognized Rework) / Labor-hours Invested

These four equations clearly demonstrate how the formulation process

fleshes out the skeletal structure of the inductive system diagram by specifying

the system substructure of levels and rates. Formalizing the detailed dynamics

of the entire Time vs. Market inductive system diagram will allow for a more

precise definition of the relationships and subsequent simulation analysis of the

propositions presented in this research.

Inductive System Diagrams

Two research themes could be pursued directly from the initial work on

Inductive System Diagrams. First, a more extensive reliability assessment can be

conducted and second, research related to enhancing the power of the diagrams

should be pursued.

The reliability assessment of Inductive System Diagrams needs to be

conducted on a larger sample of testers, some of whom are experienced

qualitative researchers. Additionally, the assessment of the diagrams should be

conducted by a panel of trained evaluators rather than a single person to increase

result reliability. Finally, given larger sample sizes statistical analysis of the

results can be conducted.

The rate-to-level limitations of causal-loop diagrams has been addressed

by several systems dynamists through the use of flow diagrams (Forrester 1971,
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Goodman 1974, Richardson 1981) and Policy Structure diagrams (Morecroft

1982). Prior attempts at representing this additional structural detail

unfortunately make the schematic much more difficult to comprehend by the

uninitiated. However, it should be possible for the analyst to employ these

structural insights in the development and description of their models even if the

detail is absent from the presentation schematics.

Additionally, Inductive System Diagrams can be extended by

incorporating reference mode analysis into the development process. Reference

modes clearly specify the dynamic behavior of interest in the system under

investigation (Randers 1980, Richardson and Pugh 1981). Usually reference

modes are based on actual historical data but they can also be created from

expert assessments (Randers 1980, Richardson and Pugh 1981). Reference modes

can be described either graphically or verbally but they must indicate the

appropriate time dimensions of the variables described (Randers 1980,

Richardson and Pugh 1981). Reference modes can help identify which variables

should appear in the model (Randers 1980). Therefore, reference mode analysis

could assist not only in the development of variables through theoretical

sampling and coding but also in the elimination of variables during diagram

integration.

Concluding Comments

At the highest level of abstraction, the basic lessons learned from the analysis of

the Time-to-Market dynamics we were taught long ago: "Do it right the first time;

because if you don't make time to do it right, you'll have to make time to do it over."

One major contributing factor to the dysfunctional, unintended consequence of

product concept development acceleration is the lack of product concept decision

process understanding. Concept Engineering, as a complete decision support process,
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dearly defines the steps and transitions associated with the product concept decision

process and therefore has the potential for accelerating the development of market

orientation within product development teams.

The development of Concept Engineering, the Time-to-Market analysis and

Inductive System Diagrams all result from "cross-functional" collaboration. Without a

common commitment to mutual learning between the initial companies and

researchers at MIT, Concept Engineering would not have evolved into a complete

decision support process. Without the companies granting the researcher extensive

access to their product development activities, participants and managers, the rich

comparative setting, essential for generating substantive grounded theory, would not

have developed. Without the inter-disciplinary involvement of Operations

Management faculty and Behavioral Studies faculty, the dialogue which resulted in

Inductive System Diagrams would not have developed. Finally, without an overall

commitment, by the thesis committee, to a partnership between industry and academia

in the research of Total Quality Management, this thesis would not have developed.
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Preface

This manual is designed to assist organizations in focusing on their
customers, requirements in developing design concepts for products or
services. Concept Engineering is a process for determining the customer's
key requirements, creating a measurement strategy for assessing
compliance with the requirements, and developing a strong product
concept that satisfies the requirements.

Document History
The Concept Engineering method and manual have been developed in
the true spirit of mutual learning and collaboration between member
companies of the Center for Quality Management (CQM) and M1T. The
material presented in this manual is the result of many Plan-Do-
Check-Act improvement cydes applied to both the teaching and use of
this method.

" The foundation for Concept Engineering began with a series of
lectures by Professor Shoji Shiba at MIT and the CQM in the fall of
1990.

" The first outline of the process was developed by Gary Burchill
(USN/MIT) in the winter of 1990.

" The first outline of the manual was developed by Gary Burchill
(USN/MIT), Diane Shen (BBN), Ron Santella (GenRad), and Rich
Lynch (Analog Devices) in the spring of 1991.

" The first version of the manual (CQM 7P),written by Gary Burchill
(USN/MIT), Diane Shen (BBN), and Ron Santefla (GenRad), was
published in November 1991.

" The second version of the manual (CQM 71), written by Gary
Burchill (USN/MIT), Diane Shen (BBN), Erik Anderson (Bose),
David Boger (Bose), Chris Bolster (MIT), and Bill Fetterman
(Analog Devices), with editing assistance from Kenny Likis (BBN)
and Deborah Melone (BBN) was published in September 1992.

" The authors would like to thank the development teams in BBN,
Bose, Analog Devices, and Polaroid for their feedback on Concept
Engineering and Dave Walden (BBN) for his encouragement and
critique.
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Critical Assumptions
Two critical assumptions have been made in the preparation of this
manual: first, that the users of this manual are familiar with and
competent in the KJ method; second, that the scope (minor product line
extension, major new product introduction, etc.) of the development
project has been at least preliminarily defined before entering step one,
Exploration Planning.

If the first assumption does not hold, we recommend that KJ skills be
obtained (through CQM courses) to maximize the potential benefit of
this method. If the second assumption does not hold, i.e., the scope of
the development project is very broad or vague, several iterations of
the early steps of this method may be required before a market
opportunity is identified.

The example used throughout this
manual
This manual is designed to provide users with a quick introduction to
the underlying concepts and methodology for each step. Steps are
supported with examples, tips, and worksheets where appropriate.
The appendix includes a glossary and further detail about selected
concepts.

All examples come from a case study provided by Gary Burchill from a
project on which he worked at MIT. The product developed by the MIT
team was a saltwater flyfishing stripping basket.

A stripping basket is a device used by saltwater fly fishermen to collect
their line before they cast out the line. Typically it is a store-bought or
home-constructed plastic container with four sides and a bottom, which
is strapped to the waist or chest of the fisherman. Before casting, the
fisherman lays the fishing line into the container so the line will play
out easily when the cast is made. The process of retrieving the line and
placing the line in the container is called "stripping."

The goal of Gary Burchill and his MIT colleagues was to design a better
stripping basket. Their basket was praised by the Outdoors Editor of
the New York Times in his feature on Sunday, September 1, 1991. First
year sales of their product has been ten times that of the product it
replaced.

Other examples of the application of Concept Engineering are
available from various CQM companies.
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Introduction

Why Bother?
A recent study conducted by the National Research Council states that
over 50% of a product's life-cycle costs are determined in the concept
formulation phase of product development, and that approximately
75% of life-cycle costs are committed by the end of concept validation.
Yet many companies spend little effort in these phases of product
development and do not have effective methods for developing product
concepts which they are confident will satisfy their customers. Unless
people have an effective method for understanding the customers' needs
and finding a product concept to meet them, companies will be locked
into unsatisfactory concepts which drive the life-cycle costs of their
products. Concept Engineering is a process designed to provide such a
method.
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The National Research Council study outlines the troubled state of US
engineering design skills. Interviews with senior managers associated
with product development at CQM member companies reinforce the
findings of the National Research Council report. These senior
managers were asked several questions, one of which was to describe
images that come to mind when they think about their product
development process. These observations, captured by the KJ shown on
the following page, emphasize the importance of establishing a
concept engineering process.

Market-in Model
Concept Engineering is built on two models introduced to the CQM by
Professor Shiba: Market-In and WV problem solving.

The "Market-In" attitude expands the horizon of how people and
organizations view their job responsibilities. The output of one's effort
is not the end objective of work, but instead the means by which to
satisfy the customer. The end objective is customer satisfaction.

"Market-In"

4 (outside and inside)

• anual atsatoofCsme

et •"Satisfied.

In contrast, the product-out attitude defines its task as first designing
and building the product or service, and then convincing customers that
the product or service really meets their needs.
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WV Model

The WV modelProfessor Shiba's extension of Professor Kawakita's W
model, is usefulfor framing the product development process. It starts
with a broad-based exploration of essentials and, by alternating
between the level of thought (ideas and concepts) and experience
(data), key issues are progressively defined in ever finer detail.

7. Reflect on Process 6. StaIcrze

Thought

FormulalIm
Problem 2.ulo Collects

DATA I DATA IN DATA 11

k-Process Control -]K Reactive Improvement

Proacive Improvement i

Concept Engineering

Concept Engineering is a customer-centered process for clarifying the
"fuzzy front end" of the product development processthat comes before
detailed design and implementation. It is a conceptual model, with
supporting methodology, for developing product concepts. The process
alternates between the level of thought and level of experience in a
way that allows participants to understand what is important to
customers, why it is important, and how it will be measured and
addressed. It is a customer-centered process of data collection and
reflection designed to develop product concepts that will meet and
exceed customer expectations.

146



Concept Engineering Stages

Develop Understanding of
Customer's Environment

Convert Understanding int
Customer Requirements

operationally Define
Requirements forDownstream Developmnent•

S Select Concepts
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Stage 1: Understanding the Customer's
Environment

In stage 1, an exploration plan is developed based on the project scope,
which identifies the customers to be visited and the information,
broadly defined, which is being sought. The customer visits are
conducted with an emphasis on collecting notes on verbatim customer
statements and field observations. Then, the development team
develops a mental model of the customer's environment to create a
contextual anchor for downstream development.

Stage 2: Converting Understanding into
Customer Requirements

In stage 2, the customer visit notes are analyzed to uncover the customer
requirements (both explicit and latent) and the requirements are
transformed from the language of the customer into the language of the
company; from affective language into concrete statements. The vital
few requirements are selected from the useful many and arranged in
various combinations to create new insight.

Stage 3: Operationally Defining Requirements

In stage 3, characteristics of the vital few requirements are
investigated with customers. Additionally, metrics are developed
which will be used to measure quantitatively how well the
requirements are met. Finally, all of the information and insight
which has been developed is dearly and concisely displayed in one
document.

Stage 4: Generating Concepts

In stage 4, the complex design problem is decomposed into smaller,
independent subproblems. An exhaustive list of solutions (both feasible
and infeasible) is created for each subproblem. Subproblem solutions
are then combined to create solution concepts.

Stage 5: Selecting Concepts

In stage 5, the most promising solution concepts from Stage 4 are
compared, in a structured process, against the customer requirements.
The concepts which best fit the customer's requirements and the
company's development capabilities are then selected for
implementation.
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Stage 1:
Understanding
the Customer's
Environment

The first of the five Concept Engineering Stages is Developing an
Understanding of the Customer's Environment. Critical to this stage is
planning and scheduling of all downstream Concept Engineering
activities. This stage consists of developing a plan for your team's
exploration, doing the exploration, and using your team's interviews to
develop a contextual anchor from the images of the customers'
environment. This contextual anchor is actually a KI diagram of images
of the customer's environment The Image KJ is a link to the customer's
real world and acts as a way to ground all future decisions in the
customer's environment.

As shown in the following figure, there are three specific steps included
in Stage 1: Step 1, Plan for Exploration; Step 2, Collect the Voice of the
Customer; and Step 3, Develop a Common Image of the Customer's
Environment.
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Concept Engineering Stages Stage 1 Steps

E Stage 1: Understanding the Step 1:

Customer's Environment Plan for Exploration

Stage 2: Converting Step 2: Collect the
Understanding into Customer Voice of the Customer

Requirements

fiStage 3: Operationally Step 3: Develop

Defining Requirements for Common Image of
Downstream Development Customer Environment

Stage 4:
Generating Concepts

Stage 5:
Selecting Concepts

The five Stages of Concept Engineering are shown above on the left and
will be repeated throughout this document as a way to keep track of
where each stage is in relation to the entire process.
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Step 1: Plan for Exploration
The purpose of Step 1 is for the team to discuss and understand the scope
of the project and to develop a road map of future project activities. In
this initial planning, your team agrees on the scope of the exploration
theme, selects an exploration method, plans for and schedules the
entire Concept Engineering process, and specifically plans for the data
collection process. Planning for exploration will aid your team
throughout Concept Engineering by supplying direction and purpose.

Understanding the Scope of the Project

Here the team must make a series of decisions defining the breadth of
your exploration, starting with an exploration theme.

The exploration theme is an important device for setting project scope.
For example, the following potential exploration themes would result
in projects of different levels of scope and complexity.

A. "What are the most important customer requirements for
flyfishing?

Or:

B. "What are the most important customer requirements for salt-water
flyfishing?"

Or:

C. "What are the most important customer requirements for casting in
a salt-water environment?"

Or:

D. "What are the most important customer requirements for a
stripping basket?"

Example A defines the scope as the entire sport of flyfishing. Example
B narrows the scope to salt-water flyfishing. C narrows it even further
to casting in a salt-water environment, and D is focused specifically on
requirements for a stripping basket.

In example B, note how the focus of the team must change if only a few
words of the theme are changed. If the word "salt-water" is added,
the focus changes significantly.

The team should avoid limiting itself only to traditionally defined
processes or services. Compare examples C and D above. Example D
leads the team into the "solution space" of a stripping basket as an
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answer to fishing line management problems. Example C, on the other
hand, stays out of the "solution space" and remains in the "problem
space" by directing the team to focus on the activity, not a solution to
one of its problems. This subtle difference can significantly alter how
the team develops its interview guidelines, thereby impacting what
the team discovers. Whenever possible, do not limit your team's
activity by adhering to conventional definitions of processes or
practices.

Select Exploration Method

There are a number of methods for collecting data from your customers:
in-person interviews, telephone interviews, laboratory observation,
etc.. The figure below plots a number of different exploration methods
on a two-dimensional map showing degree of intervention with the user
vs. proximity to the user environment.

Exploration Methods
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Unstructured interviews-involve high intervention with the customer-
an interviewer asking questions and follow-up questions based on the
answers. These may occur either close to the customer's environment, as
in a visit in the customer's office, or further from the customer's
environment as in an interview conducted over the phone.

152



Process Participation involves some intervention and is by its nature
closer to the customer's environment. Contextual Inquiry is a method
used by Digital Equipment Corporation which involves sending
engineers to the field to engage in a dialogue with the customers while
they observe them using the product.

Participant Observation involves low intervention and can range from
close to far from the customer's environment. Observing customers from
behind a one-way mirror is an example of this kind of research.

Different methods are appropriate for different purposes. Keeping in
mind that one purpose of Concept Engineering customer data collection
is to extract images, that is, visualizations by customers using the
product or service in their own environment, you should choose the
method for exploration that best suits that need as well as other
realistic constraints. In this document, we will focus mainly on in-
person interviews at the customer's site, which include observations of
their use environment. The major concepts and guidelines discussed,
however, will be applicable to other methods as well.

Planning for Concept Engineering

It is important to have a well-designed plan of action for the entire
Concept Engineering process. Concept Engineering consists of individual
work and many team working sessions. Meeting coordination can be a
powerful determinant of the team's momentum and eventual success.
The team should agree upon a schedule and all members should plan for
these meetings in advance. We recommend following Professor Shiba's
advice to schedule a project completion date first and then plan
backwards, filling in the activities and dates. The schedule for
Concept Engineering needs one or two weeks of dedicated time after
data collection in order to process the data. During some steps, weekly
meetings are needed.

The Concept Engineering schedule will vary considerably depending
upon the complexity of the team's project and the difficulty of reaching
customers and scheduling interviews. However, all team-dependent
activities should be scheduled into as short a time period as possible
after the interviews are completed. The following guideline for task
planning is a rough estimate of time required for each major task. The
elapsed time is fifteen weeks. Some teams have completed Concept
Engineering in fewer weeks; some have taken longer.
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Planning for Data Collection

Planning the specifics of data collection requires a thorough
understanding of the types of customers in the markets that your team
intends to explore, as well as an understanding of the exploration
methods your team will use. Deciding the who, what, when, where,
and how of data collection enables the team to consider how they will
divide up market segments.

How Many Interviews?

Open-ended customer interviews are intended to explore the market
and learn about customer needs. One of Professor Kawakita's principles
emphasizes the importance of using a small number of qualitatively
rich cases. This principle is supported by the work of Professors
Griffith and Hauser, who hypothesize that 10 to 20 interviews are
sufficient if conducted with knowledgable customers. Twelve to fifteen
interviews is a target that is realistic and not overly cumbersome.
However, if you believe you have distinctly different market
segments, you may need a minimum of 10 interviews per segment.

Which Customes to Seloct?
Diversity in selecting customers is important in order to explore the
market broadly. A Customer Selection Matrix, shown below, is a
helpful tool to search for diversity among the customers you visit.

Customer Selection Matrix
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Categorlos of Customers

The categories down the left side of the matrix cover typical market
segments. These may be geographically based, or based on any other
category of market segmentation that is typical for your field of
exploration. In the example above, fly-fishing markets can be
segmented into: New England Salt-Water Flyfishing, Caribbean Flats
Flyfishing, Salmon Flyfishing, Steelhead Flyfishing, Trout Flyfishing
and Distributors.

At the top of the matrix your team thinks about your customers in a
slightly different way and lists categories of customers, for example,
Lead-Users, Demanding Customers, Happy Customers, Unhappy
Customers, Customers We've Had but Lost, and Customers We've Never
Had. The categories across the top of the matrix will help ensure that
you are not simply approaching those customers who are easiest to
approach, but those who are, potentially, most useful to your Concept
Engineering process.

Lead Users, a concept developed by Professor Eric Von Hippel, have
needs which typically foreshadow the general demand of the market.
Additionally, they often have some prototype experience; that is, they
have worked around existing product constraints to solve their problem.
Therefore, Lead Users are particularly helpful in exploring the
opportunities, as their prototype experience gives them a potentially
greater ability to perceive and express needs.

Using the Matdx

Once the categories are listed, begin filling in customer names in each
of the cells. Once all cells are filled in, select customers who are most
appropriate for your project.

It is not necessary that the team visit and interview a customer from
each combination of categories; indeed, that would put the team well
over the suggested 12 to 15 interviews. A general guideline from
Professor Ed McQuarie, Santa Clara University, is to have three to four
interviews in cells you consider most important and fewer, if any,
interviews in the others.

Who Conducts th. Visits?

Interviews should be conducted in pairs, preferably by two people from
different functions in the organization, i.e., one from marketing and one
from engineering. There are many reasons for using cross-functional
interview teams. For example, the marketing person may be more
likely to focus in on the customer's statements of needs; the engineer
may focus on the customer's solutions to a difficult technical problem.
Together they have a better chance of gathering a 360-degree view of
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the customers world. Additionally, as engineers seldom spend time in
the field, this is an excellent opportunity to put the engineer face to
face with the customer. This opportunity to visit and explore the
customer's environment can build the team's empathy for the customer.

Exploration Principles

Market exploration through in-depth, open-ended customer interviews
is a marketing research method which is different from methods
intended to validate market hypotheses. Customer interviews can be
used to develop hypotheses; traditional market research methods are
still needed to test hypotheses, gather demographic data, etc. As a
different type of market research, customer interviews follow different
guidelines than quantitative market research tools. Professor
Kawakita has developed five guiding principles for collecting
qualitative information:

1. Take a 360-degree perspective. Walk around the situation from
many different angles. Do not have a hypothesis about what you
will hear; keep an open mind in order to explore broadly.

2. Have a stepping-stone agenda. Do not schedule customer visits
back to back. Allow for the possibility of an unexpected visit
opportunity. Use an interview guide loosely; follow the path the
customer creates.

3. 'By Chance". Utilize chances - but you can create chances if you
are sensitive; concentrate on the problem or opportunity in order to
see chances to learn more. Louis Pasteur says, "chance favors only
the prepared mind."

4. Use your intuitive capability. Intuition is the tool of discovery,
logic is the tool for proof. Human intuition has great capability to
find somethind new. If your intuition is telling you to pursue a topic
with a customer, follow your intuition.

5. Qualitative vs. quantitative data. Numbers are not so important;
cases and personal experiences are important. Diversity of insights
is more important than the number of times you hear the same
information.

In addition to Kawakita's principles, Peter Drucker's work on sources of
innovation is a helpful guide. Drucker states that innovation is most
likely to be found in surprises, incongruities, and process holes.
Customer interviews can be rich sources for discovering and exploring
these innovation opportunities with a 360-degree perspective.
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Developing the Interview Guide

The Interview Guide is a small set of open-ended questions and sub-
questions you can use as a guide during the interviews. It is only a guide,
not a strict questionnaire that must be rigidly followed. It acts as a
reminder to ensure that you cover all of the important topics. This is
not to suggest that the guidelines restrict you from taking a different
path during the interview. Indeed, it must be left to the interviewer to
determine when there is an opportunity to veer off from the guidelines,
either for broader exploration or to gather specific, detailed
information. These opportunities usually occur in later interviews
when the interviewers' sensitivity and interview skill is increased.

The questions which make up the Interview Guide can be generated in a
number of ways. The Net-Touching process, outlined below, helps
ensure that appropriate breadth and depth of coverage is developed.

1. Brainstorm answers to the question, "What do we want to learn on
our visits?" Write each thought on a 3"x3" label. (This could be
done as individual work before the group meets).

2. Prepare the meeting room as you would for a KJ.

3. Have the team leader or facilitator randomly select a label, read
it out loud, and post it to the board. They then ask other team
members to provide labels of similar questions.

4. When there are no more labels on the topic, write a title for the
group, in the form of a question, which is one step higher on the
ladder of abstraction.

5. The team leader asks for a label on a new topic.

6. Continue this process until all original labels are posted to the
board, either in groups or as lone wolves.

7. Continue grouping (by classification) the question-groups, writing
titles in the form of questions until a small number (4 to 6) of groups
are formed.

Professor Shiba ivggests ensuring that the questions cover the following
categories. For any that are missing, add a new question.

" Past problems or weaknesses of the product or service -these are
useful in providing insight into the customer's perceptions. For
example: What are the weaknesses or problems you've experienced
with this (or this type of) product or service?

" Current considerations associated with purchasing or using the
product or service - these can be helpful in understanding the
customer's expectations. For example: What do you think of when
selecting this product or service?

"* Future enhancements of the product or service -this provides
additional emphasis and detail on points previously disci~ssed. For
example: What new features might address your future needs?
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.Scenes or ima of the customer's use environment -these are
essential for grounding all future development actions in the context
of the customer's experience (Step 3). Some examples: What are
the images that come to mind when you visualize the use of...? or,
When you think about using this ... what are the scenes that come
to your mind, or, If I had a video camera and recorded a scene of you
using this product (or working in the lab, or struggling with a
critical problem, etc.), what would I see?

Compile the questions and sub-questions from the net-touching, adding
any that come from reviewing the four categories of questions, into an
interview guide. Think about a possible sequencing of the questions.

Interview Team

Interviews should be done in pairs: that is, two people interviewing one
customer. One of you is the questioner, the other takes verbatim notes of
the customer's responses to questions. Notetaking does two things: it
shows respect for the customer, and it captures the data. The
questioner takes notes of observations and areas to explore. In general,
the questioner stays engaged with the customer and does not take too
many notes. The notetaker stays focused on writing the actual words of
the customer (not a summary of the customer's thoughts) and should not
ask too many questions. These roles of interviewer and notetaker can be
reversed between interviews, but should not be changed during, an
interview.

Practicing

Practice interview sessions have proven to be powerful in developing
interview skills. Role play an interview. Have one person as an
interviewer, one as a notetaker, and one as a customer. Conduct the
entire interview using the interview guide. Watch your body language
to be sure you portray a message of interest throughout the interview.
Debrief after the interview and discuss what worked well and didn't
work well. Rotate roles so that each team member gains experience as
a questioner and as a notetaker.

Swim in Shallow Water
Do a dry run of the interview process on familiar customers or internal
people, and revise the guideline as necessary. This is a critical step; do
not underestimate its importance.

Doing Your Homework about Customers

In order to show respect for the customer, before conducting visits, make
sure that you are well briefed in the background of the customer, the
products or services the customer purchases from your company, and
additional information that may be meaningful to your visit.
Understanding what your customer's business is and demonstrating that
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understanding in the interview process will go a long way toward
establishing a comfortable rapport for the visit.

Tips
"* Make sure to include the sales force as appropriate in planning and

scheduling customer visits.

" Do as many practice interviews and shallow-water swims as time
allows. The investment will pay off when you are doing customer
interviews. The team will spend much time and effort on doing the
interviews, and the success of the future product depends upon the
data brought back from the interview.

Completion Checklist

At the end of Step I you should have:

* A schedule for the project

* A Customer Selection Matrix complete with the names of customers
to be visited

* An interview guideline which has been tested

* Team members with training and practice in interviewing skills

* A list of who will visit whom
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Step 2: Collect the Voice of the
Customer
The purpose of this step is to gather the customer data which will
drive all subsequent Concept Engineering activities.

A useful concept for this step is Professor Shiba's "Swimming in the
fishbowl." It depicts the fishbowl as the user's (customer's)
environment, with the swimmer (interviewer ) entering, swimming
around, exiting, and reflecting upon what was learned. In contrast,
traditional market research looks at the market with developed
hypotheses, essentially looking from the outside and measuring
behavior in the fishbowl. Customer Visits and Contextual Inquiry are
methods by which people who will make decisions about the product or
service jump into the fishbowl, swim around and see what is going on,
and then jump back out of the fishbowl to analyze what they saw.

Swimming in the Fishbowl

??/

0o
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Scheduling Visits

The interviewing process requires the careful balancing of the
interview schedule around customers' availability and your needs.
Generally the team members will have to adapt their schedule to the
customers'.

Prior communication with the customer is important to the success of the
interview. A letter confirming the date, time, purpose, and the agenda
should be sent to each customer. (It is also a nice touch to fax the
interview guide to the customer a few days before the visit.) The degree
to which you are open about your intention, and the degree to which you
and your team honor the customer in a number of ways will determine
the extent to which the customer will be open and honest in return. This
effort at building rapport can be particularly valuable if you need to
make additional contact. Honoring the customer at all times should be
of highest priority.

Schedule 60 to 90 minutes for each interview, but be flexible. If you
schedule more than one interview at a site, allow for approximately 2
hours between interviews. Even if you intend to conduct only one
interview in a day, block off at least 90 minutes after the interview for
debriefing with your interview partner. Preferably this will occur
immediately after the interview concludes; conduct the debriefing in
the parking lot if necessary.

Conducting the Visits

Visiting and interviewing customers is not a task to be taken lightly.
Remember that every time you interface with a customer in the Concept
Engineering process, it is for your education, not the education of your
customer. Customer interviews are not opportunities for sales calls. It's
your listening skills, not presenting skills, that are going to be tested on
these visits.

In fact, the listening required on a customer visit forces you to:

* Be open and receptive to the customer's opinions and feelings.

* Suspend all judgments.

* Accept whatever the customer says 100%; never argue!

One of your goals in the interview is to get beyond the first or obvious
answers to the essential data. Often the customer's first response to a
question is just the tip of the iceberg. Following up with probing
questions is necessary to get to the bottom of the iceberg where the
majority of the data is; explore the customer's thoughts in depth.
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For example, the customer might give you a solution idea. Below the
tip of the iceberg is the problem the customer is trying to solve. Explore
this topic until you understand the nature of the problem in addition to
the solution the customer has mentioned. The customer's solution
should be recorded because it may be useful in Generating Solution
Concepts, but in order to learn about the customer's need, you must
understand the problem hidden below the solution.

Finally, remember to thank the customer for the opportunity they
have given you to learn.

Debriefing

As was mentioned earlier, you should schedule 60 to 90 minutes after
each interview to debrief. You may end up using the time to conduct a
spontaneous interview. If this happens, you should still debrief as soon
after the interview as possible.

Follow these steps immediately after the interview:

1. Make a copy of the notes.

2. Discuss general observations for a few minutes.

3. Read notes carefully, filling in gaps with the customer's actual
words if you can recall them.

4. Discuss the interviewer's questions and follow-up questions. Note
what worked well and didn't work well.

5. Discuss and note insights about your customers, their environment,
their needs, etc. that you gained from this interview.

6. Think about improvements to the interview guide and note these.

When you get back to the office:

7. Share observations with other team members.

8. Type up the verbatim customer notes, creating a transcript of each
interview as soon as possible.

Image Collection

As discussed earlier, images are the scenes or descriptions of product use
or the emotion associated with the product's use that are generated in
the interview process. They may also include your observations.

Read through each customer interview transcript and pull out the
images of the customer's environment by looking at each customer
statement and thinking about whether it is a past weakness, present
consideration, future enhancement, or an image of the customer's
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environment. At this point you are looking for images of the customer
environment, e.g., images of the customer using the product or doing a
task. Later you'll come back to the interviews and pick up the other
customer voices which will be used to generate customer requirements.

Write each image on a 3" x 3" Post-It Note with a black pen. Use the
customer's actual words or your observations. Don't worry about
including some statements that may also fit into another category (e.g.,
a past weakness). If in doubt, write it down. It is not unusual after all
of the interviews are completed to have 100 or more images.

Examples of images from the Stripping Basket Case Study are below.

'I I Ly"
TECURRENT IS/

HEAVY.
ROD UN DER YOUR/

•ARMs STRIPPlNG 0

BOTH 14AN DS INTO

T14E BASK ET.

Tips

" Debrief as soon as possible after each interview and use this time to
improve your interview skills and intuition about the customer's
needs.

" Remember to leave flexibility in your schedule to take advantages
of the offers for plant tours, interviews which go longer than
expected, etc.

" Schedule time for the team to get together during the interview
weeks to share observations and insights.

Completion Checklist

At the completion of Step 2, you should have:

"* Transcripts from each customer visit

"* Image statements written on 3x3 "Post-It" labels
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Step 3: Develop a Common
Image of the Customer
Environment
The purpose of this step is for the team to create a common mental map
of the customer's environment. This map is the primary device for
keeping the team grounded in the customer's use environment. The
Multi-stage Picking-out Method was developed by Professor Kawakita
as part of the KJ process. It is used to select the best images collected in
step 2 for subsequent use in creating the Image KJ. The image KJ follows
from the work of Professor Ohfuji and colleagues, and is a critical
component of the requirement statement development process described
in Step 4.

Gather Image Statement Labels

During Step 2, Collecting the Voice of the Customer, image statements
identified from each interview were transcribed onto 3"x3" Post-It
labels. These labels should be collected and posted on a large table or
to a wall. Use the Multi-stage Picking-out Method (MPM), CQM
Document 5P, to reduce the number of images to between 24 and 30. This
number is a manageable size for the Image KJ. When the number of
images increases toward 30, the time required for the KJ increases
dramatically.

MPM Selection Criteria

The following criteria for selecting images for the Image KJ should be
displayed prominently next to the MPM work area and repeated before
the start of each round.

1. Images should reflect the personal experience of a user. They are
often written in first person. For example: "I come home from
fishing and throw my basket by the porch stairs and there it
stays."

2. Images should be capable of standing by themselves without
amplification or explanation from the author. For example:
"Fishing from the platform on the bow of the boat."

3. Diversity of images is essential. It may be better to select an image
label of slightly inferior quality according to Criteria I and 2 in
order to obtain coverage of an area not yet covered.
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Select Most Significant Images

MPM is a tool which involves the team in choosing the vital few from
the useful many. The focus is on picking up strengths, not eliminating
weaknesses. Select a target number of Image labels usually around 24,
and a cutoff number (1/3 more than the target). The theme is usually:
"What are the scenes or images of the customer's environment?" The
theme and selection criteria should be posted next to the labels.

We assure2 familiarity with the use of MPM. See CQM Manual 5P for
detailed instructions.

In the initial ("multi-dot") rounds, every participant can select any and
all the labels they want to keep by marking a small dot on the lower
right comer of the label with a red pen. There is no time limit to any
round or limit to the number of labels you can mark. However, it is
important to recognize that the number must be reduced and you need to
be successively more selective. The initial rounds are completed when
the number of labels remaining is approximately equal to the cutoff
number (around 32).

In the final ("limited-dot") rounds, you can select only a predetermined
number of labels. This limit is usually calculated by dividing the
target number by the number of participants. In these rounds, you select
in order, each label being read out loud before the next in line selects.
When everyone has selected their allotted number of labels the target
number should have been reached and the selection process is complete.

Create Image KJ

The Image KJ is slightly more difficult than a traditional KJ. The KJ
process, as outlined in the CQM KJ manual (Document 2P), provides the
basic KJ steps. Several additional guidelines are provided for Image
KJs:

" The theme for the image KJ might be: "What are the scenes or
images of the customer's environment."

" The scrubbing step should not change the words on the label. If a
label requires clarification the author should provide additional
context by referring to the appropriate interview transcript.

" The titles to the groups should continue to reference the customer
and their environment. Titles which contain the product as the
subject tend to be requirement or solution oriented rather than
descriptions of the environment.

" There is no need to vote on the most important groupings.
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Reflection

Upon completion of the Image KJ, it is time for your team to pause and
reflect upon what you have learned. It may be that you have learned
you still need information from other customers who were excluded, or
that you learned something using this process that may not have been
uncovered otherwise. You should also reflect on the process and how it
might be improved the next time.

Tips

* Avoid selecting Images which are highly abstract and don't give
you a good picture of the customer's use environment.

"* Images which contain or evoke emotion are preferable to those
which are purely descriptive.

" Watch for a tendency to migrate from customer to product
orientation during title development (Titles will start looking like
customer requirements instead of images of the customer's
environment).

"* Be careful of clarification discussions which are not anchored in the
interview transcripts; they can lead to misinterpretations.

Completion Checklist

At the end of this step, the Image KJ should be complete.
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Stage 2: Converting
Understanding
Into Customer
Requirements

The second of the five stages in Concept Engineering is Converting
Understanding into Customer Requirements. This stage distills what
was learned from the customer exploration into a small set of well
understood key customer requirements. The Image KJ developed in Step
3 will be used as a contextual anchor to ensure that the requirement
statements developed are consistent with the customers' environment.

There are three steps in Stage 2. In Step 4, the transformation method
converts the customer's language, often laden with emotion, into a
requirement statement better suited for use in downstream development
activities. Step 5 uses the Multi-stage Picking-out Method to identify
the vital few requirements from the useful many. Step 6 employs the KJ
method to develop new insight and team consensus regarding the
relationships among requirements.
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Step 4: Transform Voices into
Customer Requirements
The purpose of this step is to develop customer requirements which are
unrestricted and unambiguous. Requirement statements should reflect
the customer's need, not potential solutions to the need which
inadvertently restrict the requirement. Requirement statements should
minimize ambiguity. When requirement statements are expressed in
ambiguous terms that allow for diverse interpretations, subsequent
development activities can be both inefficient and ineffective. The
methodology links each selected voice with an appropriate image or
images from the Image KJ developed in Step 3. Key items (key
thoughts or essential ideas) from the image-voice association are
extracted and converted into requirement statements through an
iterative refinement process. Translation guidelines are used to
develop requirement statements which are unrestrictive and
unambiguous.

Voice I Key Itemn -* Requiremerit

A.-°ated...
Image 1 Key Item-4 Requirement

* Key Item--'a Requirement

Voice 1 Key Itei-~ Requirement
A..oc.... .. j.

* Iage2 . Key Itemv--~.P Requirement

. Key Item-.)P Requirement
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The Customer Requirement Worksheet

To assist you in recording Customer Voices and Images, extracting Key
Items, and developing Customer Requirements, you use a simple
worksheet. A small-scale example can be seen below, and a full-page
version is included in Appendix F. Using this worksheet not only helps
you generate requirements but provides you with an audit trail that can
be useful for clarifying discussions about requirements.

The Woiksheet

## Customer Voice image Key kem Cust. Reql

The first column is simply for the purpose of numbering the voices. The
next column comes directly from the interview notes. A "Voice" is
defined as an individual thought, idea, or statement that is to be
considered and can be understood on its own merits. Not every word
that is captured in the interview notes is transcribed here. Only the
direct lnguage that is meaningful as a unique thought from that
interviewee is defined as a voice. There may be 50 or more voices from a
single interview.

These guidelines will help you make good use of the requirements
worksheet:
* Begin to use the worksheets early in the process.

* Leave blank rows between voices on the worksheet so you can
expand the number of Key Items and Customer Requirements per
voice.
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Selecting Voices for Transformation

Each interview can produce dozens of customer statements (voices)
appropriate for transformation into customer requirement statements.
Ideally, each voice will be transformed in order to maximize the return
from the exploration investment. However, on occasion this will not be
feasible. In these instances there are several alternatives for selecting
a subset of the total voices for review.

The preferred alternative is for every voice to be read, linked to
appropriate images, and have key items determined. If the key item
has been previously identified and transformed into a duplicate
customer requirement statement, no further action on this voice is
required.

Another alternative is for all the voices to be reviewed and categorized
according to common criteria, e.g., using the Net-Touching method. The
voices which are the best exemplars of each category are then selected
for transformation.

Finally, another alternative is for the team to identify a list of
screening factors for voice selection. For example, statements regarding
regulatory requirements might be excluded if it was already known
that all regulatory requirements would be met. Only the voices which
passed the screening criteria would be transformed. In determining the
screening factor list, it is important that each person selecting the
subset of voices clearly understands the screening criteria.

Identifying the Contextual Anchor

Customer requirements must be related to the customer's actual
environment. To ensure that customer requirement statements reflect
the customer's experience, each selected voice is associated with an
image from the Image KJ developed in step 3. The voice can be linked
at any level of abstraction, i.e. first-, second-, or third-level titles, or to
an actual data label; most often the linkage is made at the first-level
title. It is often the case that a voice can be linked to more than one
image. Creating these additional linkages is encouraged, as the new
patterns of association can be a source of discovery.

Extracting the Key Item

Often it is not clear what the voice, in the context of the image, really
means. Determining the key items from the marriage of the voice and
image serves as a bridge to assist the development of the customer
requirement statements. One approach to determining the key items is
to start by systematically identifying significant words in the voice
and making a corresponding key item. Another method is a free-
association approach in which the first things that come to mind are
used as the starting point. Key items are subjected to rapid iterative
improvement in the requirement statement development process.
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Creating the Requirement Statement

The customer requirement statement must be stated in the language of
reports without being unnecessarily restrictive or ambiguous. If the
requirement is clear and concise it will allow later development
activities maximum design flexibility while minimizing the risk of
misdirected effort.

Based on our experiences, we developed three Translation Guidelines
and a Transformation Worksheet, Appendix (F). The guidelines are
presented in precedence order, i.e. guideline number I is more important
than guideline 2, and so on.

Translation Guldeline 1: Avoid Statements of Means

Requirement statements that contain solutions severely restrict the
freedom of designers to consider alternatives. The team should work
hard, therefore, to avoid statements of means - "how to" language -
when writing requirements statements.

Customer's Voice Imae Key Item Requirement Statement
"Quick release basket so it "Fishing from the 1. The basket is (-) The basket has velcro
doesn't get in the way platform on the released easily. fasteners.
when moving around the bbow of a boat."
boat after a fish. e (+) The basket is

_releasable with one hand.

The better (+) requirement statement clearly states the requirement
without restricting potential solution alternatives. The weak (-)
statement restricts the solution alternatives to velcro.

Translation Guideline 2: Avoid Abstract Terms

Requirement statements which contain abstract or vague terms allow
for multiple interpretations of the customer's requirement. This can
result in development activities which are inconsistent with the
customer's actual requirement or at cross-purposes with each other.

Customers Voice Image KyItem Requirement Statement
"Durable, material made "I come home from 1. The basket must (-) The basket is durable.

out of cane won't last; fishing and throw withstand the
plastic will last longer my basket by the environment. (+) The basket is
than me." porch stairs and saltwater resistant.

there it stays" 2. The basket must (+) The basket with-
last several stands exposure to

I _seasons. the sun.

The better (+) requirement statements clearly state the requirements for
environmental factors. In the weak (-) requirement statement, the term
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"durable", permits many possible interpretations. In this project,
additional requirement staf.-ments were also developed for durability
as it relates to rough physical handling.

Translation Guideline 3: Use mulfl-valued thlnklng

Design constitutes a continual series of tradeoffs. Requirement
statements which are multi-valued imply a range of performance and
allow the developer flexibility in design. Requirement statements
which are not multi-value oriented are "0/1," or "here/not-here" in
orientation. Requirement statements which are written in a fashion
which implies the requirement is either totally included or excluded
unnecessarily restrict design freedom.

Customers Voice IMe Kel Requiement Statement
"How the water spills out "Tides, waves, 1. drainage 0(- Water does not
of it; drainage." seaweed" accumulate in the basket.______________I________________(___ Water drains freely

_from the basket.

The better (+) requirement statement implies a performance measure
(time) and range of performance (quick to slow). The weak (-)
requirement statement addresses whether water does or does not
accumulate in the basket.

Grammar Guidelines for Writing Requirements
Effectively

Professor Shiba has taught that the subject of the requirement
statement must relate to the product or its attributes. Additionally,
Strunk and White's classic The Elements of Style identifies some
principles of composition that are essential to keep in mind during
requirement statement development.

"Be clear. When you say something, mako sure you have said I."

Using a simple sentence structure, subject-verb-modifier helps you to be
clear. For example:

"The basket adjusts to placement on body."

Instead of:

"The basket position can be adjusted to accommodate various
casting styles. "

"Place emphatic words of a sentence at the end. The proper
place In the sentence for Ithe word or group of words that the wdter
desires to make most prominent Is usually the end."

For example:
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"Line is tangle-free."

Instead of:

"Tangle-free line is essential"

"Use the Active Voice. The active voice Is moe direct and
vigorous than the passlve."

For example:
"You can release the basket with one hand."

Instead of:

"The basket can be released with one hand."

"Put statements In positive form. Make definite assedtons."

For example:

"Water drains freely,"

Instead of:
"Water does not accumulate in the basket."

Transformation lips
Develop the requirement statement by rapidly making successive
improvement of the key items and requirement statements rather
than attempting to write a statement which addresses all of the
thoughts on the first try.

CustmerIstKey te3rds Customer

o TI a~ } [ irmentAttempt

Imag [2nd Key htem attexmnpt _401-- 2[ Ceustomertnmc

Requirement Attempt
3rd Cutomer

" Use of the word "not" is an indicator of a requirement statement
which is weakness-oriented not strength-oriented. Positive-
orientation is preferred as the absence of weaknesses is not strength.

" Use of the words "must" and "should" usually indicate a lack of
multi-valued orientation.
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" Use of the word "and" usually indicates that more than one

requirement is contained in a single statement.

" It is not unusual for a single key item to produce more than one
requirement statement or for multiple key items to generate only one
requirement statement.

" Use of the worksheet will create a permanent audit trail that has
proven very valuable in subsequent clarification discussions.

" You should block out a couple of dedicated hours for transformation
work, and then leave it- -ome back to it at another time with a
fresh perspective. D f,, t force it.

" Requirement statements can be developed by individuals or in small
groups. We recommend that teams work in small groups (2 or 3
people) initially.

" When a group works on developing customer requirement statements
together, members may find that there are different
interpretations of the key items in a voice, or different
interpretations of the image to which the voice relates. Thi, may
be a result of different members having heard different comments
from their customer interviews or simply based on their functional
backgrounds, e.g., marketing vs. engineering. Different
interpretations are opportunities for creativity - for finding some
hidden requirements. Pursue all of thcse opportunities for
requirement development. You will have a chance later in the
process to validate the requirement statements with customers.

" Occasionally an appropriate image cannot be locateJ on the Image
KJ. It is acceptable to use an image which did not make the final
round of MPM , and is not on the Image KJ as the anchor.

" Any solutions discovered in reviewing visitation transcripts should
be identified and segregated for use in Stage 4: Concept Generation.

Completion Checklist

At the completion of this step all selected voices should be transformed
into Customer Requirement statements using the Translation
Worksheets. Well-written requirement statements should:

"* Have simple, subject-verb-modifier, sentence structure.

"* Be free of specific solutions.

"* Be at a concrete level of abstraction through the use of definite,
specific language.
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Step 5: Select Most Significant
Requirements

The purpose of this step is to determine a manageable set of key
customer requirements to focus on. The empathy for the customer which
has been developed during prior steps is brought to bear on the selection
of the most significant Customer Requirements. The Multi-stage
Picking-out Method (MPM )will be used to select the most significant
requirements. The requirements selected in this step will drive all
further effort in Concept Engineering.

Gather Customer Requirement Statements

The final customer requirement statements which were developed in
step 4 (last column of the worksheet) should be transferred onto 3"x3"
"Post-It" labels and placed on a large table or wall. Due to the large
number of requirement statements (300 or more is not unusual) it is useful
to collocate similar requirement statements.

To initiate the collection process, the facilitator randomly picks one
customer requirement statement label. It is read out loud and placed on
the wall/table. Without discussion, anyone else who feels he or she
has a label which is similar hands it to the facilitator, who places
these labels, without reading or comment, in the vicinity of the first
label. When all offered labels are posted, the facilitator randomly
selects another label reads it out loud and places it on the wall or table.
Again, anyone who feels he or she has a similar label will have these
posted by the facilitator without comment. This continues until all
labels are posted to the board. No attempt is made to formally
categorize the groupings.

Define the Selection Criteria

Discuss selection criteria betore conducting the MPM. It is very
important that the selection criteria be focused on the customer's
requirements, not on solutions or features which are personally
attractive to members of the group. Additionally, because only the
twenty to thirty most significant requirements are ultimately selected,
an emphasis on diversity is important. Finally, as all labels will be
reviewed and refined in Step 6, focus on the underlying thought, not
necessarily the words of the requirement statement.
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Select Most Significant Customer Requirement
Statements

The selection process should be effective and efficient. MPM is a tool
which involves everyone equally in systematically choosing a small
number of items from a large number. The goal is to pick up strengths not
to eliminate weaknesses. A target number of requirement statements is
selected (usually around twenty-four) and a cutoff number (1/3 more
than the target number) is also determined. The theme is written and
displayed prominently next to the labels. The theme is usually:
"What are the customer's most significant requirements for

?" The selection criteria should also be posted next to
the labels.

In the initial ("multi-dot") rounds, you can select any and all the labels
you feel are significant by marking the lower right comer of the label
with a marker. There is no time limit to any round or to the number of
labels you can mark. However, it is important to recognize that the
number must be reduced and that you have to be successively more
selective. The initial rounds are completed when the number of labels
remaining is approximately equal to the cutoff number.

In the final ("limited-dot") rounds, you can select only a predetermined
number of labels. This limit is usually calculated by dividing the
target number by the number of participants. In these rounds, you select
in order. After a label is selected, it is read to the group before the next
person in line selects. When everyone has selected their allotted
number of labels the target number should have been reached, and the
selection process is completed.

Selection Tips
" When organizing the requirement statements at the beginning of

the MPM, do not title the groups; omitting titles will prevent
premature classification of requirement categories.

" Emphasize that the MPM rejects are not thrown away and can be
used in later development activities. This selection process is
designed to select those key requirements which will define the
product in the marketplace.

" Discourage discussion during the early rounds; this prevents
valuable energy and time from being spent on requirement labels
that will not survive the pick-up process.

" When discussion regarding the meaning of a label does occur, go
back to the worksheets to ensure that the requirement statement is
placed in the proper context of customer voice and image.

" During the MPM it can be useful to have someone, who is not
involved in the selection process (perhaps a facilitator) separate
the rejected requirement labels into groups with a common theme.
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* During the final rounds of the MPM it may prove useful if the final
rejects are kept handy for review during the "check for omission"
stage of the Requirement KJ in Step 6.

Completion Checklist

Upon completion of this step twenty to thirty key requirements should
have been selected for subsequent investigation.
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Step 6: Develop Insight into
Customer Requirements
This step forms the foundation for creative concept generation. Using
the requirement statements selected in step 5, the essence and structure
of the Customer Requirements are abstracted and examined using the KJ
method. The KJ encourages the creation and examination of a myriad of
requirement relationships, which facilitates the opportunity for
creativity and insight.

Review Customer Requirement Statements for
Clarity

This is the first point at which each requirement statement, one at a
time, will be systematically reviewed by everyone. If diverse
interpretations exist, the Transformation Worksheet should be
reviewed to ensure consistency with the original customer's voice and
image. The requirement statement should be rewritten for clarity if
required. If a everyone agrees on the interpretation of the requirement
statement, discussion is not necessary.

Create Relationships

Follow the K3 process as outlined in the CQM KJ manual. The theme for
the KJ might be: "What are the most significant customer requirements
for ?_

Reflect

Before progressing to the next stage of Concept Engineering, reflect on
what has been learned to this point. Are there any surprises or
inconsistencies which might constitute opportunities for innovation?
What additional information would be useful to have? What would be
done differently if it could be done over again? Is there a need to go
back for additional exploration before moving forward?

Tips for Requirements KJ
"* In the check for omission step, after the first round of grouping, refer

to the Image KJ and late-round rejects from the requirement MPM to
help identify possible key omissions.

"* The first round of grouping should take an hour or so if all of the
plausible relationships are to be considered. Don't rush the
grouping.

"* The concept of taking only one step at at time up the ladder of
abstraction must be enforced in the title making process.
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* Titles should only address the intersection, nWt the union of the
labels in the group.

Completion Checklist

At the completion of this step the Customer Requirements selected in
Step 5 will be structured in a Customer Requirements KJ.
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Stage 3:
Operationalizing
What You Have
Learned

We have heard repeated complaints that development concepts
changed over time, even after managers had "signed off" in various
review processes. Clearly, the product development process is
inefficient if people do not agree on what is important or expected.
Stage 3, Operationalizing What You Have Learned, should ensure that
the key Customer Requirements are clearly, concisely, and
unambiguously stated in measurable terms.

At the completion of this stage, the team will have developed a
Quality Chart and Operational Definitions. By reviewing these
documents, anyone associated with the development effort can easily
see the relationships between Customer Requirements and can
determine their relative priority. They can also find specific
measurement techniques for assessing conformance to the requirements.
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Step 7: Develop and Administer
Questionnaires
The product development team will enter Step 7 with a well-focused
list of key requirements. The main objective of Step 7 is to help the
design team develop a feeling for which requirements should receive
the greatest attention from the team in later design efforts.

We will use three procedures to achieve this goal:

"* The Kano Questionnaire, which characterizes the nature of the
requirements

"* The Self-stated Importance Questionnaire, which measures the
importance of the requirements

"* The Critical Requirement Questionnaire, which selects the critical
groups of requirements.

In general, the steps to follow for all questionnaires are as follows:

1. Develop the questionnaires

2. Test the questionnaires and revise if necessary

3. Administer the questionnaires to customers

4. Process the results

5. Analyze the results

This section emphasizes the Kano Questionnaire, a tool we are just
learning to use. We briefly address the other two questionnaires first.

Self-Stated Importance Questionnaire

According to research by Professor Hauser at MIT, The Self-Stated
Importance Questionnaire can be helpful in understanding the relative
importance of each requirement for the customers.

Method
Constructing the Self-Stated Importance Questionnaire is straight-
forward:

1. For each of the requirements (the black-level labels) on the
Requirement KJ, construct a question in the following general
format: "How important is it or would it be if [requirement xl?"
For example: "How important is it or would it be if the line is cast
without drag?"

2. Provide a scale on which customers can mark their responses, from
"Not at All Important", to "Extremely Important."
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Stripping Basket Self-Stated Importance Questionnaire

Not at All Somewhat Very Extremel)
Important Important Important Important ImportanI

How important is it or would it be if.
the line is cast without tangles? 1 2 3 4 5 6 7 8 9

How important is it or would it be if.
the water drains from the basket freely?

1 2 3 4 5 6 7 8 9

How important is it or would it be it.
the basket color does not fade over time?

1 2 3 4 5 6 7 8 9

How important is it or would it be if:
the basket can be attached at different
body positions? 1 2 3 4 5 6 7 8 9

Critical Requirements Questionnaire

As we indicated in the discussion of the Requirements KJ, we recommend
having customers perform the voting step. If you wish to have
customers vote on your Requirements KJ, it is convenient to gather their
input at the same time you distribute the other questionnaires.
Therefore, you may also want to construct a Critical Requirements
Questionnaire. The only drawback is potentially overloading your
customers with materials. You must make a judgement call about how
much material they can handle.

Method

1. Make a list of the red-level labels (black labels that are lone
wolves at the red-level belong in the list too). If you wish, you can
provide additional detail by indenting the text from the black-
level groups under the appropriate titles.

2. Instruct the customer to pick the 3 most important items from the
red-level list and rank them in priority.

Kano Questionnaire

Professor Noriaki Kano has developed a tool which helps us
understand the relationship between the fulfillment (or non-
fulfillment) of a requirement and the satisfaction or dissatisfaction
experienced by the customer. Kano achieves this by classifying each
customer requirement into one of 5 categories: must-be, attractive, one-
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dimensional, indifferent, and reverse. The definitions for these terms
and a synopsis of the underlying theory are presented in Appendix D,
"Understanding Kano Theory." We suggest that first-time readers
review this appendix before proceeding.

The Kano Questionnaire is only one tool for setting development
priorities. While it provides a unique perspective on customer
requirements, it is probably most effective when interpreted as a guide
to be combined with other requirement assessment methods.

Method

In constructing the questionnaire you will form two questions for each of
the requirements appearing in your Requirements KJ. The first question
will always refer to a situation in which the requirement is met, and
will be worded in a format similar to the following: "If the (produict]
satisfied [requirement x], how would you feel?" This is called a
functioning question. The second question will always refer to the case
where the requirement is not met. This is called the dysfunctioning
question, and is worded in a format similar to the following: "If the
[product] did not satisfy [requirement x], how would you feel."

Developing the Kano Questionnaire

Divide the requirements from your KJ among team members.Write a
functioning and dysfunctioning question for each requirement using the
guidelines below:

" You may have to step down the ladder of abstraction to construct a
clear question. Avoid straying from the original intent of the
customer requirement statement. Refer to the Requirement KJ and
Translation Worksheets if necessary.

" Beware of polar wording in the question pairs; multi-valued
orientation is preferred. Consider this functional question: "If line
placed in the basket stays in it until cast, how would you feel?"
instead of wording the dysfunctioning question : "If line placed in
the basket falls out before casting, how would you feel?"; It would
be preferable to ask, "If some line placed in the basket falls out
before casting, how would you feel?"

*. Don't try to cram several thoughts into one question. You want to
know which question the respondent is answering. If a particular
requirement contains more than one thought, use more than one
Kano question. If you opt to generate more than one question for
some requirements, you should keep in mind the need to keep the
survey as short as possible.

* When you have functional and dysfunctional wordings for each
question, put the five standard answers beside each question as
follows.

189



Stripping Basket Kano Questionnaire

8a.If the line does not move 1. 1 like it that way.
around in the basket, how do 2. It must be that way.
you feel? 3. 1 am neutral.

4. 1 cut live with it that way.
5. 1 dislike it that way.

8b.If the line moves around in the 1. I like it that way.
basket, how do you feel? 2. It must be that way.

3. 1 am neutral.
4. I can live with it that way.
5. I dislike it that way.

9a.If line placed in the basket 1. 1 like it that way.
stays there until casting, how do 2. It must be that way.
you feel? 3. 1 am neutral.

4. I can live with it that way.
5. I dislike it that way.

9b.If some line placed in the 1. I like it that way.
basket comes out before casting, 2. It must be that way.
how do you feel? 3. 1 am neutral.

4. 1 can live with it that way.
5. I dislike it that way.

lOa.If line in the basket is tangle 1. I like it that way.
free, how do you feel? 2. It must be that way.

3. 1 am neutral.
4. I can live with it that way.
5. I dislike it that way.

lOb.If line in the basket 1. I like it that way.
occasionally tangles, how do you 2. It must be that way.
feel? 3. 1 am neutral.

4. I can live with it that way.
5. I dislike it that way.

I la.Ifline gathers natually in the 1. I like it that way.
bottom of the basket, how do you 2. It must be that way.
feep 3. I am neutral.

4. I can live with it that way.
5. 1 dislike it that way.

1 lb.If line does not gather 1. 1 like it that way.
naturally in the bottom of the 2. It must be that way.
basket, how do you feel? 3. I am neutral.

4. I can live with it that way.
5. 1 dislike it that way.

Testing the Questionnaires

Since the questionnaires will be sent to many customers, it's important
that they be understandable. We recommend testing all of the
questionnaires internally before distributing them to customers. A test
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run will help identify confusing wording, typographical errors, or
unclear instructions.

Refining the questionnaires may require iteration. These guidelines can
help you test your questionnaires effectively:

1. Have the team answer the questionnaire first. Think of a customer
and try to predict their responses. Note which questions you think
your customer may not understand.

2. Select people inside your company to answer the questionnaire, and
administer it to them. Select from a variety of backgrounds, e.g.
senior managers, development engineers, marketing personnel, etc.

3. Revise the questions and retest.

Administering the Questionnaires

There are many details to consider in administering the questionnaires.

"Select the customers you would like to survey. We suggest returning
to the customer selection matrix to develop a target list, applying
the same criteria discussed in that step. In order to assure a
statistically significant sample, most teams poll considerably more
customers than were interviewed. Remember that not all customers
will respond (for more information, see Appendix C, "Additional
Hints on Administering Surveys").

" Decide on the medium to be used. You might use telephone (voice or
fax), face-to-face presentation, mail, or other means. The most
common method is through the mail. If you plan to use the mail,
write a letter of introduction which explains the purpose of the
survey and includes directions for the customer. See Appendix C for
an example.

" Collect demographic data which will enable you to distinguish
potential market segments if they exist. Consider collecting
information on company and personal characteristics, familiarity
or experience with product, use of competitors products, etc.

" Include instructions for filling out the questionnaires. This is
particularly important for the Kano questionnaire since it is likely
to be new to customers.

" If you are using the Self-Stated Questionnaire in addition to the
Kano Questionnaire, use the same sequencing of questions to make
comparing the results of the two questionnaires easier.

" Send out the surveys. Keep a log of customers to whom the surveys
were sent, along with the date. This will help to avoid
duplication if you choose to expand your sample later, and to follow
up if necessary.

" Record responses as they arrive.
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Processing the Kano Results
1. Translate each response to the question pair into a quality element

code. To do so, look at each pair of questions on the W.xio survey,
and note the Functioning and Dysfunctioning answers for each
question. Refer to the Two-dimensional table of evaluation, shown
below, and locate the cell at the intersection of the Functioning and
Dysfunctioning responses.

Two-dimensional table of Evaluation

Dysfunctioning
1. 2. 3. 4. 5.
UP mu•t-It nutral Ilivp with- iglikp

1. like Q A A A 0

2. must-be R I I I M
Funct-

3. neutral R I I I M
0 4. live wi R I I I M

5. dislike R R R R Q

Customer Requirement is:
A: Attractive 0: One-dimensional
M: Must-be Q: Questionable result
R. Reverse I: Indifferent

To illustrate how to score the questionnaire, question 9 from the
stripping basket questionnaire is shown below.
9a.If line placed in the basket 1. 1 like it that way.
stays there until casting, how do 2. It must be that way.
you feel? 3. I &m neutral.

4. I can live with it that way.
5. I dislike it.

9b.If some line placed in the 1. I like it that way.
basket comes out before casting, 2. It must be that way.
how do you feel? 3. 1 an neutral.

4. I can live with it that way.
5. I dislike it.

If the customer responded to part (a) by circling #1 "I like it that
way" and responded to part (b) by circling #5 "I dislike it", then
look at the intersection of the first row and the fifth column, you
will find an "0," indicating that the customer views the amount of
line which falls out of the basket as a One-dimensional element.

2. Record the requirement codes (i.e., A, M, 0, R, Q, or I) on the
tabulation matrix. An example of the tabulation matrix appears
below.
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3. Repeat the above steps for all the questions on the survey for each
customer who returned the survey.

4. In the far right column of the tabulation matrix, assign a grade to
each of the requirements. The grade should be whichever code
appears most often in the responses for that requirement (i.e., it is
the mode of the responses). See the next section and Appendix D for
more sophisticated analysis of Kano results.

Evaluations of CR. for Stripping
Basket Kano Questionnaire

C.R. A M O R Q I WW a s

1. 3 6 14 23 0

2 5 6 11 1 23 0

3. 2 5 13 3 230

4. 6 1 4 1 11 23 1

5. 1 9 6 1 6 23 M

6. 7 2 3 1 10 23 1

7. 1 2 16 1 3 23 0

& 2 8 11 2 230

9. 10 13 23 0

10. 13 10 23 M

11. 3 4 14 1 22 0

12. 12 11 23 M

13. 9 1 2 11 23 1

14. 6 2 11 4 23 0

15. 6 4 11 1 1 22 0

16. 1 7 13 2 230

17. 1 3 18 23 0

18. 5 14 1 3 23 0

19. 8 15 23 0

20. 9 1 8 5 23 A

Kano Response Analysis

Several benefits are obtained from analyzing Kano data:

* Gaining a better understanding of requirements
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"* Prioritizing requirements for development activities

"* Distinguishing market segment characteristics.

In the discussion of the underlying theory, Appendix D, we addressed
the qualitative distinctions between the five types of quality elements.
Some screening rules were provided in the previous section. This section
will focus on techniques we can use to interpret the data for prioritizing
future development activities. Remember that the purpose of these
questionnaires is to better understand the characteristics of the
customers' requirements. The responses to these questionnaires should
be seen only as a guide -no exact answer is provided as to which
features must be included in the product, or which requirements need not
be fully satisfied.

Alternative Analysis Approaches

A simple way to rank the requirements is to score each according to the
mode, the most frequently occurring dimension in each row of the
tabulation matrix. Thus, a requirement voted Must-be by 43% of
respondents and Attractive by 38% of respondents would be interpreted
as a Must-be requirement.

You may want to investigate the response distribution beyond the
simple mode, i.e., looking at the second most frequent dimension for
each requirement. For example, take a case where there are two
questions and fifty responses to each. Thirty customers rate the first
requirement Attractive and twenty rate it Indifferent. On the second
requirement, thirty customers again rate it Attractive, but the
remaining twenty rate it Must-Be. In this case, it is likely that the two
requirements should be treated differently by the team. The second
requirement should receive higher priority from the team.

We suggest constructing a spreadsheet with columns for the first,
second, and third most frequent responses. The next step is to rearrange
the rows into groups according to the following order: Must-Be's first,
One-Dimensionals second, followed by Attractives, Indifferents, and
Reverse requirements.

The Self-Stated Questionnaire responses can be helpful in further
sorting the Kano responses. One way to order the requirements within
each group is by importance ranking. For example, if there were 15
requirements whose mode was "Attractive," you might use the Self-
Stated Importance data to rank the Attractive requirements in
descending order of importance. This would help to further
discriminate which Attractive requirements the team might want to
focus on.

Interpretation

Decisions on what will be included in your product are influenced by
many factors. As a general guideline, we suggest that you seek to
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fulfill all Must-Be Requirements, be competitive with market leaders
on the One-Dimensional Requirements, and include some
differentiating Attractive elements.

In general, the return you can expect from fulfilling a requirement (in
terms of customer satisfaction) should guide the effort you invest to
fulfill it. Improving performance on a Must-Be Customer Requirement
which is already at a satisfactory level is not productive when
compared to improving performance on a One-Dimensional or
Attractive Requirement. Classifying Customer Requirements into
Kano's dimensions can help you to focus on the vital few where the most
leverage exists.

Additionally, you should use demographic data in conjunction with
questionnaire analysis to identify potentially differentiating market
segment characteristics.

Contlnuous/Graphical Analysis Approach

The Statistics Subcommittee of the CQM Research Committee
considered more sophisticated methods of questionnaire analysis.
These ideas are presented in Appendix D.

Tips
"* The time you are taking to hear your customers' views contributes to

the company's professional image. The format of the
questionnaires should further enhance that image.

" Listen carefully and without bias to what your internal test
customers say. If they find something confusing, it is quite likely
that others will as well. Revise questions or add instructions as
necessary.

" Establishing the method by which the data will be analyzed
before disseminating the questionnaires will save time. Will you
use manual or automated input and analysis tools? Knowing this
will enable you to marshal the necessary resources while you are
waiting for replies.

" When two Kano codes are tied in the scoring for a given question,
consider:

1. Following up with customers for additional insight

2. Looking for market segmentation differences

3. Selecting the classification that would have the greatest
impact on the product (use the following ordering: Must-be
>One-dimensional >Attractive >Indifferent)

" It is helpful to get some advice from someone in your firm who has
experience with customer surveys.

" A small gift to those who complete the questionnaire may improve
response rate and generate customer satisfaction!
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Completion Checklist

At the end of this step, you should have:

* Compiled and tested questionnaires

* A mailing list of respondents

* An analysis template.
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STEP 8: Generate Metrics for
Requirements
This step will identify the metrics which will be used to assess each
Customer Requirement. You will use these metrics to objectively
evaluate alternative design solutions in the Concept Selection Stage of
Concept Engineering. Metrics can also be used to benchmark
competitive products. Additionally, the process of generating metrics
increases your understanding of requirements by requiring you to work
down the ladder of abstraction.

The team will brainstorm possible metrics for each requirement and
then select the smallest set of metrics (usually one or two) which cover
the specific requirement. Some requirements are relatively straight-
forward (e.g., "the line in the basket is tangle free when cast ").
Developing a measurement unit to assess these requirements is fairly
uncomplicated.

However, some requirements are more ambiguous (e.g., "the basket is
comfortable"). Developing measurement units for these requirements
can be difficult, in that any one measurement unit will measure only
part of the requirement and in addition will also assess some other
dimension. In these instances multiple metrics may be requried to assess
one requirement.

At the end of this step, a tree diagram will be used to organize the set
of metrics and identify any missing ones.

Method

Brainstorm Customer Requirement Metrics

Working with one Customer Requirement at a time, use traditional
brainstorming techniques to generate a list of possible metrics which
could be used to assess this requirement. Try to make this list
collectively exhaustive; attempt to get all ideas for measuring each
requirement surfaced for consideration. Develop a brief working
definition for each possible metric. This definition need only be
detailed enough to ensure that members of the team have consistent
interpretations of the metrics' intent.

The team can split into small groups or pairs and divide up the
Customer Requirements to save time. If the team is going to split up, we
recommend working on one or two Customer Requirements as a full group
first so that everyone gets a sense of how this is done, and then dividing
the remaining requirements among teams of two or three members.
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Evaluate Validity

Determine how valid each metric is; validity is the degree to which
each metric actually measures the requirement, i.e., directly measures
the requirement rather than measuring something else. Informal
validity assessments can be made through group consensus rating of
each potential metric on a high, medium, or low scale. With informal
assessment, a simple thumbs up for high, thumbs across for medium and
thumbs down for low vote has worked well. With this approach, select
the score which receives the most votes. In the event of a tie, select the
lower value, i.e., select low if there is a tie between medium and low.

Alternatively, the team could defer to the opinion of a recognized
expert. Formal validity assessments also can be conducted using
statistical procedures such as correlation analysis or signal-to- noise
ratios.

Evaluate Feasibility

Feasibility is how easy or difficult it would be to use the metric; to
actually collect and interpret the data.

Informally assess the feasibility of using each metric using a high,
medium and low scale.

As a guideline in evaluating feasibility, consider briefly describing
how the data would be collected ( local check sheets, existing reports,
etc.), and how the data would be analyzed,( e.g., personal computer
spreadsheet analysis or mainframe application development). You
might use this technique for every metric, or when the team has
difficulty assessing feasibility or disagrees on the feasibility of a
metric.

Assess Ambiguity

In order to select the smallest set of metrics, you need to assess the
ambiguity of each Customer Requirement. Requirements that are
ambiguous will probably need more than one metric to assess them well.
Give each Customer Requirement a rating on an ambiguity scale such as
the following:

Everyone Possibilities Everyone
on team A difference for multiple on team
interprets in interpretation interpretations agrees on
differently exists on team exist on team meaningI 1 I I I I

1 2 3 4 5 6 7
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Select Vital Few Metdcs

For those Requirements with ambiguity ratings in the 5-7 range, select
the best metric to carry forward to the next step. If you have a highly
valid, highly feasible metric, then the choice is obvious. If not, use the
ranking scale below.

For those Requirements with an ambiguity rating of less than 5, you'll
probably need to select more than one metric. Two or three will
probably be enough to cover the requirement. Select the highest
ranking metrics which seem to cover the different aspects of the
requirement.

Validity 0 600 ZSA A

Feasibility o 0 A A 0A

Rank 123456789

&= Strong 0 = Medium A - Weak

Repeat for each Customer Requirement
Repeat the process of generating metrics, assessing validity,
feasibility and ambiguity and selecting the smallest set for each of the
CRs.

Stripping Basket Example

C.R: Line is cast without tangles.

Feasibility Validity Measure

A A Count the number of perpendicular loops before cast.

A Count the number of overlapping loops.

QQ( Calculate the percentage of fouled casts

*®(I~I)Calculate the percentage of fouled drops.

Ambiguity assessment: 6 (everyone basically agrees on interpretation;
it is straightforward). One metric is selected to carry forward to the
tree diagram: Calculate the percentage of fouled drops.
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Construct a Tree Diagram of the selected Metrics

A Tree Diagram is an analytical tool used for assuring a complete set of
answers to a "How to" question. The Tree Diagram is often used for
solution generation, as in "How do we successfully complete Project X".
In this step of Concept Engineering, we use the Tree Diagram to answer
the question, "How do we measure the key Customer Requirements for
Product X?". This tool systematically builds a hierarchy of metrics and
their purposes, and by doing so a team can then step down this
hierarchy and search for missing or better metrics or groups of metrics.
An example from the stripping basket is on page 3.18.

1. Prepare a Tree Diagram (CQM manual 4P) using the theme: "How
are the customer's requirements measured?" Use the metrics carried
forward from earlier work as the first-level labels for the tree.
Leave much room on the paper for adding new metrics or groups of
metrics in later steps.

2. Group each metric by common purpose. Ask, "What's the purpose of
collecting this data?"

3. Write a title for each group which completes the sentence, "the
purpose of using these metrics is to measure ._

The purpose of using
these metrics is to measure
(fill in the sentence to create
the title).

4. Continue the process of grouping by similar purposes and writing
titles until there are five or fewer groups.

Top-down checking

This stage of the Tree Diagram method is quite important, and too often
teams rush through it and don't gain the benefit. It is a structured
brainstorming approach to generating better metrics. Take your time
and work at generating missing or better metrics.

1. Start at the top of the tree and work down one level at a time,
asking, "what, if anything is missing?" For example, if after
grouping was completed there were three high-level groups of
metrics, check if these groups assess the full set of customer
requirements or if something is missing. If you identify a missing
group, write a title for that group at the proper level of abstraction
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and then work down the tree, cTeating titles and metrics as

appropriate.

2. Step down to the next level on the tree, continuing to search for
omissions.

3. At the first title level, continue top-down checking, improving
existing metrics or adding new ones.

Evaluating the metrics

Once the top-down checking is complete, it is time to evaluate the full
set of metrics in order to identify the strongest ones.

1. Draw an evaluation table on the bottom of the tree which consists
of one row each for effectiveness, feasibility, and rank, and one
column for each metric.

2. Assess effectiveness of each metric. Ask, "how effective is this
metric toward achieving the purpose of the title above?" You will
most likely use high, medium, and low consensus ratings.

3. Assess feasibility of each metric. Either use the feasibility rating
you gave the metric in the brainstorming step, or if the metric is a
new one which emerged from the top-down checking, then assess
the feasibility the same way you did earlier.

4. Rank the metrics using the same table used to select metrics prior to
the tree diagram.

Tips
"It is highly likely that the most effective metrics are not measures
which are collected and analyzed in the current information
system. Therefore, don't limit brainstorming to only measures
currently collected.

"If it is necessarl to find stronger metrics, return to the tree diagram
and look for metrics which are highly effective, but medium or low
in feasibility. Think about ways to make these metrics more
feasible.

" This may be a good time to bring others into the team who have
more knowledge about metrics commonly used to assess customer
requirements. Balance this against the time necessary to get others
familiar with the requirements and the process.

" When in doubt about a particular high/medium/low assessment of
validity or feasibility, err on the low side so that the strongest
metrics are easier to identify.

Completion checklist

At the end of this step, you should have:

* Worksheets that document metrics development

201



* A tree diagram of metrics that covers the full set of Customer

Requirements.

Stripping Basket Tree Diagram Example

Check if basket prevents
tangles/snags from occurring.

I I I I
Check if basket Measure how line

prevents line covers the basket
movement in bottom
bottom of

I I I I
Count Measure Measure Measure Measure Count
the # the height how much outer edge the the

of loops of loops line falls droop in distribut- mmnbn
overthe from out of four wear ion of of loops
top of bottom of basket positions. loops in in each

the the when basket section.
canes/ basket. placed in bottom.
stales. it.

Effecti•vnne_ _ A D 0_

Feasibility 0 a 0 0 0 0
Rank 2 7 2 3 2 1
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STEP 9: Integrate Understanding
About Customer Requirements
This step captures the knowledge gained to date in the development
process about the customer's requirements and their metrics. It displays
the information in a format which allows for clear, concise
communication to everyone concerned. It is an important reference point
for downstream development activities.

This step ends Stage 3 of Concept Engineering and in a sense finishes the
work in the "requirements space." The next stage, Concept Generation,
begins work in the "solution space."

Method

Prepare th" Quallty Chart

1. Convert the Customer Requirement KJ into a tree structure and
rewrite all of the labels onto 2"x3" post-its.

Ist level 2nd level 3rd level

., ý iUne is stationary
S-.in basket

E
S- LUne placed in the basket

stays there until cast

CD a Une in the basket
--. is tangle free

0 " 6 •Basket naturally gathers
o1 line in the bottom

3: CIDUne is cast
without drag

2. Place the CR Tree on the left vertical axis of the matrix.

3. Place the entire Metrics Tree Diagram on the top horizontal axis of
the matrix.
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4. Leave room for two columns just to the right of the requirements for
the results of the importance and Kano analysis.

5. Add one row at the bottom starting, it just to the right of the two
columns from Step 3, for noting the operational definition
identification number.

6. Draw a grid using the lowest level labels on each axis to determine
the width of the rows and columns.

Example: Quality Chart

~ ~ p M~etricstottcnr

-measure CRs

Silll

Assssthestengh f RquremnttoMetric relaio nl at~nshi

1 . Start with metrics which were ranked "'I" from the evaluation of
the tree diagram.

2. One metric at a time, assess the correlation to each requirement.
Ask, "How well is requirement -measured by ___meticr

3. Rate each metric as to how well it assesses each requirement on a
high, medium, or low scale, or blank for no correlation.
Alternatively, the team could defer to the opinion of an expert.

4. Continue with each metric which was rated a "'I". Check for
requirements which don't have a strong correlation to a metric
(there will most likely be some). If there are requirements without
a strong metric, go onto metrics rated a "2", and assess each of these
against the requirements. Check again for requirements which are
not covered.
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5. Continue correlation assessment until all requirements have at least
one strong metric or until you've assessed all metrics.

6. Formal assessments can be conducted using statistical procedures for
assessing correlation or signal-to-noise ratios. This type of
assessment would be time-consuming and probably best used in
situations where the team feels their insight is cloudy, or the team
feels the need to calibrate its intuition.

Evaluate the Matrix

Select the best set of metrics by following these guidelines:

"* If there are any rows for requirements without a strong relationship
to at least one metric, identify this as an area that needs further
metrics generation.

"* If there are any rows for ambiguous requirements without strong
relationships to at least two variables, identify this as an area
that needs further metrics analysis or generation.

"* If there are any requirements covered by an excessive number of
metrics, investigate the potential to eliminate metrics.

" If a metric is correlated with many requirements (i.e., 4 or more),
this is an indication that the metric is highly abstract and it may
be difficult to interpret. Youll need to break the metric into
elements which relate to different requirements. You can use the
operational definitions which are described next to further define
the metric so that it directly measures a requirement.

Develop Operational Definitions for Selected Metrics

Operational Definitions provide detailed plans for how requirements
will be assessed. Create an operational definition for each selected
metric, using the following outline:

"* Define the unit of measure

"* Define where the data will be collected

"* Define NJ= the data will be collected

"* Define whai specifically will be observed

"* Define h= the data will be collected

"* Define h= the data will be displayed

"* Define &whois responsible for what.

Finally, test the Operational Definitions by trying to use them. It is
highly likely that they will require revision after initial trial.
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Example of an Operational Definition

OPERATIONAL DEFINITION FOR DROP TIME

Unit of measure: seconds
Location: landing #6 on the building E-52 fire escape

Wrap the first 30' of line (tapered end) around a tube sock and secure
with two windAngs of duct tape.
Strip off enough line (_55') from the reel for the sock to just reach the
ground when dropped off the landing.
Strip off another 10' of line from the reel.
Randomly determine the order of basket configurations to be tested.
For each configuration:

-drop the sock over the side;
-strip the line into the basket without looking;
-before dropping the sock, look in the basket and assess:
-the -distribution of line in the bottom of the basket;
-the _% of line above the top of the cones; and
--the .number of perpendicular loops;

Have the timer drop the sock, starting the stop watch when they let
go and stopping the time when the sock strikes the bottom;
Record the time it took for the sock to drop as well as any
observations regarding line payout, such as tangles, excess line
payout, or others, on the attached check sheet.
Repeat the process four times for each configuration.

Reflect
This is an important time for the team to stop and reflect. You've come
a long way since Step 1, Plan for Exploration. Think about what you've
done and what you've learned. What insight has been gained? What
surprises did you discover? What additional information do you need?
What would you do differently next time?

Tips
" Don't stretch the correlation analysis. There should be many blank

cells (indicating no correlation) on the Quality Chart.

" It may not be possible to cover every requirement with a highly
correlated metric; do the best you can. If the requirement is one of
critical importance, additional effort at developing a highly valid
metric may be necessary.

" Quality Charts can be huge, unwieldy wall charts. One way to
make the chart more manageable is to rewrite the Customer
Requirements KJ and Metrics tree diagram labels onto onto 2"x3"
post-its with the 2" side up against the axis for the correlation
assessment. It will make the chart easier to work with.
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* The Quality Chart can be used as the basis for conducting
competitive Benchmarking

Completion Checklist
At the completion of this step you should have:

"• A Quality Chart which includes the Customer Requirements,
metrics and correlation assessment

"* Operational Definitions for selected metrics.
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Stage 4:
Generating
Concepts

This stage marks the transition in the development team's thinking
from the "requirement or problem space" to the "solution space." This is
the stage of Concept Engineering that many development teams
describe as the opportunity to "finally have some real fun."

Many of us have been trained to arrive at solutions as quickly as
possible; good pb performance has been, somewhat erroneously,
equated with quick fixes. Conversely, the first three stages of Concept
Engineering teach the virtue of patience as applied to product
development: accurately define requirements before generating
solutions.

In Stage 4, the same disciplined thinking process is applied to
generating potential solutions. The team will systematically
decompose the development objectives and then cycle between
independent and group activities to generate and identify the strongest
solutions.

The self-documenting nature of Concept Engineering is maintained
throughout Stage 4, where ideas and combinations of ideas are
completely preserved for reflection and later review if necessary.
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Concept Engineering Stages

Stage 1: Understanding the-
Customers Environment

S Stage 2: Converting
Understanding into Customer Stage 4 StepsSReou~iremejntsSte4Sep

ir

:etage 3: Operationally Se 0
Defining Requirements for
Downstream Development Decompose the Problem

Stage 4: Step11:
Generating Concepts Generate Ideas4 -

Stage 5: S 12:
Selecting Concepts Generate Solutions
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In Stage 4 it is desirable to qui'kly generate many diverse concepts. In
Stage 5 you will rapidly focus on the most promising solutions and
converge on the dominant onew. This process is illustrated in the figure
below.

40

IVA0'

TIME
Stage 4, Generating Concepts, comprises three general steps, as
described below.

Step 10, Decompose the Problem, sets out to reduce the complexity of
the problem by breaking it down into more easily handled subproblems.
Many different types of decompositions of the same design problem are
encouraged, to facilitate better coverage of the potential design space.
Decomposition also allows for individuals or groups to work in parallel
to develop solution ideas for different components of the product or
system.

During Step 11, Generate Ideas, ideas are rapidly and exhaustively
brainstormed and improved for each of the subproblems.
Simultaneously, a search for existing solutions is also conducted in order
to assure complete coverage of the solution space. Lastly, the most
promising ideas are picked up by group consensus.

Step 12, Generate Solutions, begins with an exhaustive enumeration of
solution combinations (combinations of solutions to each of the
subproblems) followed by a rapid enhancement of the best solutions.
The solution enhancement is accomplished primarily by the group's
collective intuition, perhaps aided by some laboratory testing or
experiments. The output is a set of plausible concepts (solution
combinations) which serve as input to Stage 5, Concept Selection.

211



Step 10: Decompose Design
Problems

The purpose of this step is to divide the complex design problem into
smaller, but independent, subproblems. Multiple diverse
decompositions are encouraged as an aid for enhancing coverage of the
potential solution space. You can deepen and broaden your insight from
the generation of ideas if the design problem is decomposed in diverse
ways.

Development Objective

The first step in decomposing the design problem is to state the
Development Objective. The Development Objective defines the
direction of your design efforts. It is a clear, concise articulation of the
requirements which focuses concept generation.

Often it is adequate to use the title or the conclusion from the Customer
Requirements KJ to serve as the basis of the Development Objective.
For example, the stripping basket Customer Requirements KJ conclusion
reads: "It should Allow You to Focus on Fishing by Eliminating Line
Problems and Discomfort." A translation of the conclusion to a
Development Objective is: "The Stripping Basket must allow the
customer to focus on fishing by eliminating line problems and
discomfort."

Write your development objective on a flip-chart paper and hang it
conspicuously on a wall to remind the team of this focal point.

Decomposition

Decompose the problem into its subcomponents. You can dothis in many
ways. We recommend trying 3 or 4 decomposition possibilities and
documenting them on flip-chart paper. Start with your organization's
traditional development decomposition first, that is, how you would
normally split up the design task. Examples of possible decompositions
follow:

Decompose by technical disciplines (mechanical, electricaletc.) or
functional components (e.g., inputs, processors, outputs).
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" Customer Requirements KJ. Decomposing using custoner
requirements provides a customer-oriented perspective.
Decomposition by first- and second-level titles is recommended.

" Metrics Tree Diagram. Decomposition by metrics from the Tree
Diagram provides a technical perspective. Decomposition by first-
and second-level titles is recommended.

"* A process flow describes the sequence of actions involved before,
during, and after the use of the product or service.

Select a minimum of two decompositions for futher development. One
will usually be your traditional approach and the other should be more
customer-oriented.

Coupling

Coupling allows you to identify problem areas which are independent
of each other, in which solutions in one area do not effect solutions in
another area. When the development team judges that the solution
ideas of two (or more) decomposed subproblems overlap, those problems
may be linked, or coupled, together. For example, in the stripping
basket the line tangling and line drag subproblems are not independent;
one is connected to the other. These requirements can be coupled
together and solutions can be generated for both subproblems at the
same time.

Examples of the Stripping Basket decomposition style are provided
below. You will notice in the examples which follow that "coupled"
subproblems are separated by heavy bold lines from the adjacent
subproblem.

The decomposition format lists the subproblem as the column heading
and space below in which to eventually add the brainstormed ideas for
solutions(Step 11). Use large format flip-chart paper to document your
decompositions. You'll use the same sheets for Step 11, Idea
Generation.
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The first example of coupling is the Stripping basket Customer
Requirements KJ diagram. This example shows that the next higher
level title is included in the table to promote clarity to the team.Basket prevents

line problems

The line moves only When required, line Basket accommodates
when desired. comes out of the basket casting, stripping, and

easily, movement.

Stripping basket Metrics Tree Diagram. This example shows that the
next higher level title is included in the table to promote clarity to the
team.

Check if basket preventsI tangles/snags. I

eck if basket prevents Check if line falls Check if basket prevents
n movement in bottom naturally into bottom tangling

Problem Decomposition Example - Stripping Basket Process Flow.

Attaching basket Stripping line into Casting line from Detaching the
to wearer thebasket the basket basket from terwearer
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Tips
"* Work from the Quality Chart developed in Step 9 when

developing the customer-oriented decompositions.

" Stick with it. You may have difficulty with decomposition; good
decoupling will pay off later when it will be easier to combine
solutions from different subproblems.

" Don't be concerned if your team finds that the decomposition by
functional breakdown or by process flow doesn't allow for coupling
of subproblems - couples may not exist!

" Before moving forward to Step 11, post the Problem Statement
sheet on a conspicuous wall to remind the development team of the
task at hand.

" In order to leave adequate room for the activities of Step 11, use one
sheet of paper per subproblem or coupled subproblem. Don't be
alarmed at the stack of flip-chart sheets your team will generate
during Step 10!

Completion Checklist
"* A dearly articulated Development Objective

"* At least two development decompostitions

"• Decomposed, independent, subproblems written on large sheets of
paper.
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Step 11: Generate Ideas
Step 11 forms the bridge between the requirements space of the previous
steps and the solutions space. Ideas are brainstormed for solutions to
the subproblems and are combined with existing concepts found through
researching literature and talking with experts and customers. This
process should generate an extensive, nearly exhaustive list of possible
solutions to consider.

Researching Old Concepts

In order to identify existing solutions, consider the following resources:

• Expert analysis

* Database searches

* Competitive benchmarking

* Solutions gleaned from your customer interviews.

Expert analysis may be provided by consultants, universities, R & D
laboratories and your customers. Database resources, such as patent
searches, on-line periodicals and trade or industry associations may
produce valuable ideas. You can gain insight by evaluating the "Best In
Class" or "Best In Industry" products.

You may choose to split the team up into individuals or pairs to do this
research. For example, one pair could travel to the library to conduct a
patent search, another could identify and interview industry experts,
and still another could identify potential competitive products for
subsequent team evaluation.

The results of your research must be clearly documented and assembled
as a part of the project documentation.

Generating New Concepts

The generation of new ideas is a process of unconstrained thinking
followed by structured reflection. The unconstrained thinking expands
the boundaries of ideas for evaluation; the structured reflection focuses
on picking up the strengths and opportunities contained in each idea.
Initial ideas are seldom the best; push yourself and the team to create
extensions and hybrids of these early ideas.
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Expand feasible design space

Individually, or in a small group, create an exhaustive list of solution
ideas focusing on one subproblem at a time.

For each subproblem identified in Step 10, brainstorm ideas which
expand the boundaries of ordinary idea generation. For example, for
each subproblem, offer ideas which test:

"* Market constraints. Propose ideas that will flop in the
marketplace.

"* Technology constraints. Propose ideas achievable only with
alchemy.

"* Organizational constraints. Propose ideas likely to get you fired.

Rapidly generate feasible solution ideas which will cover the
expanded solution space.

"* During this independent generation of ideas, members should view
the subproblems from each of the product's stakeholder
perspectives: end-user, dealer, salesperson, installer, etc.

"* Solution ideas do not have to be at a specific level of abstraction;
any idea can contain strengths which can serve as a springboard to
an even stronger idea.

"* Record each idea on a 3"x3" Post-It and place on the Subproblem
decomposition worksheet prepared in Step 10.

A portion of an "Idea Generation" sheet for the Stripping Basket
subproblem "Line moves only when desired" is shown on the next page.

Group collaboration

Meet as a team and:

" Logically classify and group the previously generated ideas,
writing titles for each group. This is similar to the Net-Touching
process outlined on page 1-10.

" Review the independent idea generation results, focusing on
enhancing the strength of the brainstormed ideas, not identifying
their weaknesses. For each idea listed, ask "what are the
strengths associated with this idea?" New ideas are added to the
list as developed.

" Have another session (10 minutes) of independent idea generation;
push team members to identify additional ideas. Ideas are posted
to the sheet on 3"x3" Post-Its.

"* Review the new ideas with a focus on enhancing their strengths.
For each idea listed, ask "what are the strengths associated with
this idea?" New ideas are added to the list as developed.
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* Quickly assess the feasibility of the posted ideas.

* Select the most promising feasible ideas for each subproblem for
further development.

Several methods for selecting the most promising ideas have been used:

"* MPM, after discussing the strengths of each idea, to select the best
three to five ideas. (Some teams go straight to final round
selection, giving each member only one vote.)

" Apply DeBono's PMI process. PMI is an attention directing tool.
Frst note the positive or Plus aspects of an idea, then note the Minus
and then note the Interesting points of an idea over a period of
about 2-3 minutes. A PMI worksheet can be found in Appendix (F).

"• An intuitive or consensus decision process by the team.

Stripping Basket Idea Generation Examples

Line moves only when desired

Ideas which would flop
"* fiat smooth bottom
"0 plain flexible bottom

Ideas achievable only with alchemy
"* electrostatically charged line
"* magnetically charged line

Ideas sure to get me fired
* spinning reel(real fly fishermen don't
use spinning reels)

Other ideas
"* astro turf
"* monofilament stakes
"* monofiliment loops
" one traffic cone
"* nails
"• duct tape
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Tips
"* Start idea generation with the customer-oriented decomposition

first. Complete your traditional decomposition after all
alternative views have been explored.

" Suzzane Merrit of Polaroid's Creativity Lab suggests the use of a
"Mental Excursion" as one method for generating additional ideas.
Use the Image KJ to take a "trip" into the customer's world while
concentrating on a subproblem.

" Setting specific time limits for idea generation can help
concentration.

" Plan on several cycles of individual generation and group
collaboration. Planning several short sessions per week has proven
useful for some teams.

" Schedule a day for the team te absorb the results of the research on
old concepts. The presentations from the research should become
part of the project documentation.

" The first attempts at generating ideas through brainstorming can be
carried out as a team activity. After the team gets the hang of
brainstorming in this fashion, subproblems may be allocated to
individuals or pairs.

"* Personal criticism and competition should be strongly discouraged.

"* Do not forget to add the ideas you uncovered in your customer visits
to the list of ideas for evaluation.

Completion Checklist
"• Subproblems and lists of possible solutions are documented on sheets

of large chart paper; the most promising ideas are highlighted.

"* Notes on research of existing concepts.
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Step 12: Generate Solutions
This is the final step in Concept Generation and it is characterized by
creativity and reflection as you identify the strongest solution concepts
from the many ideas generated. Rapid and exhaustive linkages,
combining ideas from different columns, are made to create solution
concepts. The use of the summary table maintains the self-documenting
nature of Concept Engineering by providing an audit trail of the range of
ideas and idea combinations generated. The strongest solution concepts
are carried into Stage 5 for more detailed analysis.

Create a Summary Table for Each
Decomposition Style
1. Collect each of the sheets of chart paper containing subproblems

and their group-selected solutions. Keep them in their
decomposition groups.

2. Within a decomposition group, tape the sheets together side-by-
side, creating one long document. For example, if you decomposed
using three methods, you will now generate three summary tables.

Create Solution Concepts
1. Considering only one summary table (and therefore one

decomposition approach) at a time, link together subproblem
solutions into a total concept. In other words, select items from each
column and combine them to create a solution concept.

2. Ideally, create as many alternative combinations as possible,
thereby providing an opportunity for insight and learning. An
alternative would be for each team member individually to create
the solution concept they feel is strongest.

3. Document solution concepts by recording each combination of
subproblem solutions you generate on a Concept Description Sheet-
a description of the solution conczpt in one page or less.

Select the Strongest Solution Concepts

Review each Solution Concept individually. Eliminate those that are
apparently infeasible or can readily be discounted by group consensus.
However, expert evaluation and laboratory testing may be required in
order to judge the relative strength of many of the other combinations.
Therefore, the end point of Step 12 and the start point of Step 13 is
defined as the need for the development team to use resources beyond its
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own intuition in order to accomplish the convergence on the best solution
concepts.

Tips
"* You'll need long walls in order to accommodate the summary tables;

plan to use appropriately large facilities for Step 12.

"* When creating solution concepts don't be too critical; focus on
generating many solution concepts.

Completion Checklist
* Summary tables for each decomposition method.

* Concept Description sheets for each concept to be carried forward to
Stage 5, Concept Selection.

* Concept Description sheets for each eliminated concept (save these
to maintain the completeness of the project documentation
package).
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Stage 5: Selecting
the Concept

In this final stage of Concept Engineering, a product concept is selected.
In the previous stage, the development team generated a wide array of
solutions to collectively address the set of Customer Requirements. In
this stage, the solutions act as raw material to be refined, combined,
and evaluated in an iterative fashion until a small number of complete,
superior solutions remain. The best concepts are subjected to a final
evaluation, combining numerical scoring algorithms with the
considerable intuition built by the development team during its efforts.
Selection of the dominant concepts consistent with market requirements,
company capabilities, and company philosophy will be the final result
of this step.

In Step 13, Screen Solutions, the team will think individually and
together, seek expert help, and experiment in the laboratory in an
iterative process of combining and improving initial solution concepts
to develop a small number of superior concepts. In Step 14, Select the
Solution, the "surviving" complete concepts are evaluated in detail,
using returned Kano and Importance rating data. Two separate
numerical algorithms can be used to generate scores for each concept. In
Step 15, Reflect on the Process, the numerical "scores" of the concepts
are considered in conjunction with other decision factors, to select the
dominant concepts.
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Step 13: Screen Solutions
Prior to this step, the team has developed a large number of informally
screened solutions which have been documented on Concept Description
sheets. The task of this step is to screen, combine, and improve this set
of solutions until the best elements have been fused into a small number
of complete concepts. The tools at hand for this task are:

"* Creative brainpower

"* Experimental work

"* A Concept Screening Matrix.

At the completion of this step, the remaining mature concepts will be
ready for final evaluation, to be handled in the next step, Concept
Selection.

Screening Process

The screening process is best explained with the help of a simple flow
chart.

Input: Corcep Description Shees

Evaluate solutions against
RequiremwentSae]R=;m Space

Generate New Set of
Solutions

Complete

Proceed to Concept Selection

The initial input is the set of selected Concept Description Sheets from
Step 12, Solution Generation. Some initial solutions may be incomplete,
addressing only a fraction of requirement space. As iterations of this
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process are completed, these solutions will address an increasingly
larger fraction of requirement space. (The Concept Description Sheets
must be updated accordingly.) Eventually, there will be only a few
concepts remaining, but these will be complete solutions addressing all
of the requirement space. When these completed concepts are
optimized to the satisfaction of the team, Solution Screening is
complete, and Solution Selection, Step 14, may begin.

Evaluate Solutions against Requirement Space

The term Requirement Space is useful because it suggests the image of a
map containing the set of customer requirements, along with their
quality dimension and relative importance. To improve a set of partial
solutions, there must be some way to evaluate them against this map.

Screening Motdx

One way to perform such an evaluation is by evaluating each solution
(Concept Description) against the set of Customer Requirements
generated from the Requirements KJ. The resulting screening matrix
looks something like:

------------.Solutions -----------------

A BC D E F G H I J

C.R.1 +1 +2 0 IA N/A +1 0 +1 -2 -1

C.R. 2 0 +1 N/I 0 +1 0 +2 -1 0 0

C.R. 3 +2 0 +1 0 -1 +2 +1 N/A 0 +1

C.R. 4 -1 N/A N/A +2 -1 -1 +1 -2 N/A +1

C.R. 5 N/A +1 +1 -1 0 N/A N/A N/A +2 -2

C.R. 6 N/A +2 0 0 0 -1 -2 +1 +2 -1

C.R. 7 N/A N/A 0 +1 -1 +2 -1 0 +1 E/A

The solutions are arrayed along the horizontal axis and the Customer
Requirements are arrayed along the vertical axis. Each cell contains an
evaluation of how well a particular solution satisfies a given Customer
Requirement.
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Reference Concept

Because the numerical ratings in the screening matrix are relative,
there must be some reference to compare against. Select a reference
product. A natural selection might be your current product or a
competitor's product that you deem "best in class." You can either
assign the rating 0 to each facet of your reference selection or you can
evaluate your reference selection, treating 0 as 'neither a market
advantage nor a market disadvantage'. In either case, evaluate your
solutions in reference to the rating you gave to your reference concept.

Rating Scale

The example shows evaluations including -2, -1,0,1,2 and N/A. The
higher ratings (1 and 2) reflect superior performance, 0 reflects some
chosen reference performance, and -2 and -1 reflect sub-reference
performance. Some teams find the use of -, 0, + provides sufficient
information about relative performance. The N/A stands for not
addressed, which simply means that the solution is not complete and
does not account for that requirement As more iterations occur, the
number of N/As in the screening matrix will decrease, and the final
concepts at the end of Solution Screening should address all
requirements.

Alternative Screening Matrix

The Solution vs. Customer Requirements screening matrix is not the only
useful screening matrix. To make judgments about how well customer
requirements are satisfied by a solution can be difficult because it's
hard to measure customer requirements directly.

The set of Metrics generated by the team to measure customer
requirements can be easier to use to assess the solution concepts. The
complete set of metrics should cover the same requirement space as the
Requirement KJ. Therefore, it should be as valid to compare solutions
against metrics from the Metric Tree Diagram as it is to compare
solutions against requirements with an alternative screening matrix
like the following one.
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-----....... Solutions -----------------

A BC D E F G H I J

Metric1 +1 +2 0 N/A N/A +1 0 +1 -2 .1

Metric2 0 +1 NIA 0 +1 0 +2 -1 0 0

Metric3 +2 0 +1 0 -1 +2 +1 N/AI 0 +1

Metric4 -1 N/A N/IA +2 -1 -1 +1 -2 N/A +1

Metric 5 N/A +1 +1 -1 0 N/AN/A N/I +2 -2

Metric6 N/A +2 0 0 0 -1 -2 +1 +2 -1

Metric7 N/A N/A 0 +1 -1 +2 -! 0 +1 L/A

An added advantage with metrics is that you may be able to conduct

relatively quick and simple experiments to determine solutions'
effectiveness.

You can use either or both screening methods. Keep in mind that these
tools are decision aids: use the approach most appropriate to your
situation.

Completing the Screening Matrix

Completing the Screening Matrix may involve experimentation. The
ratings for some cells may be easy to learn or already known. Others,
however, may require physical modification of devices, quick and dirty
prototype mockups, or computer modeling. The idea here is not to jump
full speed into development, but to do just enough lab work to ascertain
the feasibility and performance of particular solutions (a large number
of mini-development cycles).

Generate New Solution Concepts

After evaluating solutions against the requirement space, you may
discover that your solutions do a good job in some areas and not in
others. Create new solution concepts by combining the strengths of
different existing solutions.

After completing your first Screening Matrix, talk about each solution
in turn with the entire group. Discuss the merits and drawbacks of each
solution. Talk about possible ways to improve solutions and, wherever
possible, consider combining positive elements from multiple solutions
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into a single solution. Document the new Solution Concepts and
complete another Screening Matrix.

After discussion, private thought, evaluation and experimentation,
ideas have been refined and combined to create a new set of solutions. If
the team is satisfied that the concepts are complete and there is little
to be gained by further iterations, proceed to Step 14, Solution
Selection. Otherwise, take your updated solution set and go through
another cycle of solution generation and screening.

Tips
* Alternate group discussion with individual time for reflection.

* For early screening iterations, the -2,-4,A,1,2 scale may be more
resolution than is necessary. If you'd rather distinguish only -,
neutral, and + for early cycles, feel free to do so. However, for later
iterations, where you are busy fine-tuning the concept, the added
resolution will be very helpful.

Reference concepts are more difficult to generate for completely new
products. If there is nothing in existence that does what you want
t' do, try to find a set of different products that between them meet
your customer requirements. Your reference concept will be a hybrid
of aspects from several products.

Don't worry if your questionnaires aren't back before you begin
solution screening. They are unimportant in the early iterations,
increasingly helpful in later iterations, and absolutely essential in
Solution Selection. As your concepts become more complete, it
becomes more important to consider the Kano dimension and the
relative importance weighting of your requirements. These
distinctions will significantly influence the solution "scores" in the
next step.

Feel free to add new solution ideas as inspiration strikes. If they
are appropriate, they will survive the improvement cycles to
follow. If not, no harm done.

" Some teams have found screening with Metrics to be easier than
screening with Requirements, because metrics are inherently
quantitative.

" Make sure group discussions of solutions are frequent. There are
several benefits. Updated solutions will converge to completed
concepts faster if everyone develops an intuitive feeling for the
direction other team members are heading, and can think about
solution interaction. With frequent communication, you increase
the tendency for the entire team to reach intuitive consensus on
final concepts.
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You may find it helpful to add organizational requirements to the
screening matrix. For example, resource availability, time,
manufacturing capability, technological risk, etc., could be useful
criteria for screening concepts.

Completion Checklist

At the end of this step, complete solutions, which address the entire
requirement space (customer requirements or metrics), should be
documented on Concept Description Sheets.
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Step 14: Select the Solution
Solution Selection is a detailed numerical analysis and scoring of the
mature concepts developed during Solution Screening. You will use the
results of these analyses in selecting a product concepts. The basic
premise of evaluating solutions against the requirement space is the
same as in. the previous step. However, this final numerical analysis
explicitly accounts for the results of Kano data and Self-stated
Importance ratings. This scoring takes into account that some
requirements are more important than others.

As in solution screening, two separate Selection matrices are presented,
one based on customer requirements, the other based on metrics. One or
both of these matrices may be used to give the team a final detailed
numerical evaluation of their concepts.
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Process for Selection

Here is the process flow for Solution Selection:

Mature Concepts

Complete Final
Screewing Matrix

I Determine appropriate

weights

4
[ Score Solutions

Proceed to Final Step

Once again, you may choose to assess your solution concepts against
Customer Requirements or Metrics or both. The Metric algorithm, as
before, has the advantage of being directly measurable. However, the
Requirement algorithm is easily adaptable to Kano data. Each will be
described and an example shown.

Requirement-Based Scoring

This scoring method can consider the importance weights and/or the
Kano results for the set of Customer Requirements.

Screening Matrix Without Kano Results

Begin with the screening matrix, Customer Requirements against
Solutions, (cell-performance ratings are -2,-1,A,1, and 2 as in the
previous step), with an extra column for Self-Stated Importance
Questionnaire data.
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--- Solutons ---

Self-Stated
Importance
Ratings A B C D

C.R.1 1 +2 +1 0 +1

C.R. 2 2 0 +1 -2 +2

C.R. 3 4 +1 0 +2 +1

C.R. 4 3 -1 +1 +2 0

Solution Scores 3 6 12 9

Scoring Without Kano

If we included Importance Ratings and not Kano data, we would
calculate solution scores as the sum of performance ratings, weighted by
the corresponding Self-Stated Importance Ratings. Solution A, for
example, would have a score of (+2)(1) + (0X2) + (+1X4) + (-IX3) = 3.
Those solutions with the highest scores would dominate.

Screening Matrix Including Kano resuts:

To account for Kano results, we must redefine the cell performance
ratings. For example, if a given requirement has purely attractive
quality (A) and it is implemented well, customers are very satisfied; if
implemented poorly or not at all, customers don't care. Suppose we had
a solution which scored a -2 (very poor implementation) for this
requirement. With our existing scoring method, the -2 rating would
detract from the overall effectiveness score for the concept. However,
we know for Attractive quality, a poor score has no effect on how a
product is perceived. Thus, the -2 rating for Attractive quality should
be changed to a 0 rating. Continuing this line of thinking, the various
Kano results should be redefined as follows:

A 0 M I

Old -2-1012 -2-1012 -2-1012 -2-1012

New 00012 -2-1012 -2-1000 00000

Here is a Screening Matrix with Kano data included:
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-- Solut.Ons ---

Self-Stated
Kao ImPMWM
Dimension Ratings A B C D

C.R. I M:60 0.40 1 +2 +1 0 +I

C.R. 2 0:100 2 0 +1 -2 +2

C.R. 3 :500:50 4 +1 0 +2 +1

C.R. 4 M:60 1:40 3 -1 +1 +2 0

Solution Scores

In this example, 100 people responded to Kano surveys and the team
considered the top two Kano scores versus just the mode response. Using
our new ratings, accounting for Kano Dimensions, a scoring example for
Solution A and C.R. 1 follows:

The cell performance rating is +2, 60/100 respondents chose M, and
40/100 respondents chose 0, the redefined performance rating is
(60/100) (0) + (40/100X+2) = +0.8. This is then multiplied by the Self-
Stated Importance Rating.

An example of a complete solution scoring using this method follows:

- ---Sol ons ---

Self-Stated
Kam Imnporance
Dimension Ratings A B C D

C.R. I M:60 0:40 1 +2 +1 0 +1

C.R. 2 0:100 2 0 +1 -2 +2

C.R. 3 :500:50 4 +1 0 +2 +1

C.R. 4 M:60 I".40 3 -1 +1 +2 0

Solution Scores 3.0 2.4 4.0 8A

Solution A Score = [(60/100X0) + (40/100X+2)I x I

"+ [(100/100X0)I x 2

"+ [(50/100X+1) + (50/100X+D)] x4

"+ [(60/100X-1) + (40/100X0)! x3 = 3.0
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Metric-Based Scoring

This scoring method numerically assesses solution concepts but excludes
Kano results. Fill out the metric-based Screening Matrix (cell-scores are
-2,-1,0,1,and 2 as in the previous step), leaving an extra column for
Metric Importance weights.

Sol i s ----

Metric
Importance
Weight A B C D

Metric 1 +2 +1 0 +1

Metric 2 0 +1 -2 +2
Metric 3 +1 0 +2 +1

Metric 4 -1 +1 +2 0

Solution Scores

Determine Metric Importance Weight

The questionnaires in Step 7 allow you to determine an importance
rating for each requirement. In this step, you convert that information
into Metric importance weights by combining the correlation assessment
from the Quality Chart (Step 9) with the Self-Stated Importance
results (Step 7). This is a proxy measure of how strongly each metric
relates to the performance of the entire product from the point of view
of the customer. As an example, suppose we had the following
Correlation Matrix:

-. Melics -----

Self-Stated
Impmnc

Ratings 1 2 3 4

C.R. I 1 0 0

C.R.2 2 0

C.R.3 4 0 0
C.R.4 3 A 0

Metric Weighting 17 6

Correlation Weights: 0 = High (3)

0 = Medium (2)
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For each metric, multiply each correlation by the Importance Rating of
the corresponding requirement. (The Self-Stated Importance Rating is
the average from all returned surveys for each customer requirement.)
The sum of these products is the Metric importance weighting.

For Metric 1, there is a medium correlation with C.R. I (correlation
factor = 2), and the Self-Stated Importance Rating = 5, a high
correlation with C.R. 3 (correlation factor = 3) and Self-Stated
Importance Rating = 4, and a low correlation with C.R. 4 (correlation
factor =1), and Self-Stated Importance Rating = 1.

Weighting for Metric 1 = (2)1) + (3)(4) + (1X3) = 17

Repeat the calculation for each metric and record the Metric
Importance on the screening matrix.

- Sol ons -

Metric
Imponance
Weight A B C D

Melric 1 17 +2 +1 0 +1

Metric 2 6 0 +1 -2 +2

Metric 3 4 +1 0 +2 +1

Metric 4 10 -1 +1 +2 0

Solution Scores

Calculate Solution Scores

We now have all the information we need to score each solution. A
solution's score will be the sum of its cell-performance ratings
multiplied by the appropriate Metric Importance Weights.

In our example above, the score for Solution A is

(+2)(17) + (0)(6) + (+l)(4) + (-1X)0) = 28.

Here is the screening matrix complete with scores ...
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--... Sol ons -----

Metric
kmportne
Weight A B C D

Metric 1 17 +2 +1 0 +1

Metric 2 6 0 +1 -2 +2

Metric 3 4 +1 0 +2 +1

Metric 4 10 -1 +1 +2 0

Solution Scores 28 33 16 33

Solutions B and D are tied with the highest scores. Their strengths lie
in different areas, but their total effectiveness is rated the same by this
scoring algorithm. This represents an opportunity to create improved
solution concepts through combination.

Tips
"* It is not necessary to do both types of screening outlined in this step.

"* The creation of additional solution concepts in this stage should be
encouraged.

"* Don't blindly follow the scoring steps; think about what makes
sense based on your team's assessment..You may find -, 0, + is
satisfactory

Completion Checklist

At the completion of this step, a Solution Selection Matrix should be
completed for every solution concept which received serious
consideration.

Step 15: Reflect on the Process
Your team is at the final step of Concept Engineering, where you will
make a decision on a product concept that you will present and defend
when asking for resources to support development. At this step you
should also reflect on the entire Concept Engineering process.

Decision Factors

There are many factors to consider in choosing the product concept.
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Solution Scores

The team has collectively constructed solutions on paper, evaluated
their performance vs. customer requirements, and scored them with
appropriate weighting for Kano and Self-stated Importance Rating
Data. These scores, developed by one or both scoring methods, should
indicate the dominant concepts.

Intuitive Convergence

After the entire team has heard the same "voices of the customer,"
mapped out the requirement space, explored the solution space, and
studied the Kano and Importance data, it is inevitable and beneficial
that the development team form an opinion about which solution is the
best concept. This is another basis for making the decision.

Company Capabilities
Manufacturing capabilities, distribution channels, resource constraints,
and product family considerations are all factors which should be
considered in the selection decision.

Company Philosophy

For a product to be approved for development, it must also be consistent
with company philosophy. It is possible for solutions which meet
market needs not to be consistent with company philosophy. Thus,
company philosophy is an important factor to consider in making a
final decision.

Final Concept Decision

Do not blindly select the concept with the highest score. Reflect on
what you've learned. Consider factors which will ensure acceptance
and support within the company and the distribution channel. The
goal is to get your product into the market. The best product concept, if
implemented poorly or not at all, will not make money.

Concept Presentation

You are ready to get commitment to the development of your product
concept. Your team should have all the documentation needed to
persuade senior management to support development of the product
concept.

Concept Engineering Process Reflection

As in other TQM methods, Concept Engineering is not finished until the
team reflects on its work and thinks about improvements to the process.
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Reflect on how far the team has come, how much has been learned
about the customers and their requirements. Think about the process,
what worked well, what was difficult, what could be improved the
next time. Document these thoughts and pass them along to others in
the organization and to the CQM so that other companies can benefit
through mutual learning.

Tips
" If your intuition and scores don't match, follow the data trail

backwards from solution scoring. Pay close attention to the points
where your intuition disagrees with the highest scoring solutions.
This may be a clue to an error or omission along the way. When
these final differences, if any, are ironed out, the team must commit
to a single concept that they will support and defend.

" If there are challenges and objections to your concept, you have a
complete self-documented audit trail showing how you arrived at
your final solution, along with a very large and defensible list of
things not to do.

" Comments on Concept Engineering can be sent to the CQM or to Gary
Burchill at (617) 258-5586 or Diane Shen at (617) 873-3730.

Completion Checklist

At the completion of this step you should have commitment from your
Development and Management team to proceed to detailed
specification of the selected concept and notes from the team's
reflection on the process.
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Appendix A: Glossary

Concept Engineering: a process for determining customers' key
requirements, creating a measurement plan for assessing compliance
with the requirements, and developing a strong product or service
concept which satisfies the requirements. Concept Engineering has 5
stages: Understanding the Customer's Environment, Converting
Understanding into Customer Requirements, Operationally Defining
Customer Requirements, Generating Solutions, and Selecting a Solution.

Concept Description Sheets: a one-page or less description of a
combination of ideas which make up a solution concept; developed at
the end of Stage 4, and used in Stage 5, Selecting the Concept.

Correlation Matrix: one of the Seven Management and Planning Tools
used to look at the relationship between two sets of items; the Quality
Chart in Stage 3 of Concept Engineering is a correlation matrix which
examines the relationship between Customer Requirements and metrics
in order to choose the smallest set of metrics which covers the set of
Customer Requirements.

Customer Requirements Statements: the outcome of translating the
voice of the customer into requirements; a descriptive sentence stating a
customer need, not a solution.

Customer Requirements Worksheet: a four-column sheet for use in
translating the Voice of the Customer into Customer Requirement
Statements in Step 4 of Concept Engineering.

Customer Voices the first column on the Customer Requirement
Worksheet; the actual words of the customer; each customer voice is a
complete thought.

Decomposition: the first step in Stage 4, Concept Generation, in which
the team breaks the problem or objective into components by using the
Requirements KJ, Metrics Tree, process flow, or other methods; solutions
will be generated for each segment and then combined to form whole
product concepts.

Image: a mental picture of an aspect of the customer's environment
collected from a customer visit, either from something a customer said
or from an observation of their environment; the second column in the
Customer Requirements Worksheet, used to link a customer voice to an
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aspect of the customer's context to help in the interpretation of the
voice.

Image KJ: a KJ of a collection of images, or scenes, about the customer's
environment; a common mental model of the customer's context in which
the team's product or service will be used.

Kano Survey: a customer research tool used to learn more about a set of
Customer Requirements; developed by Noriaki Kano this questionnaire
is used to determine requirement dimensions, one-dimensional (more
functionality leads to more customer satisfaction, less functionality
leads to less satisfaction), Attractive (if present, leads to satisfaction,
if not present customer is neutral), and Must-Be (if functional, customer
is neutral, if not functional customer is greatly dissatisfied).

Key Items: the third column on the Customer Requirements Worksheet;
the main thoughts or key ideas from the combination of the Customer
Voice and the image; a bridge from the fuzzy voice of the customer to
the clear, concise Customer Requirement.

Ladder of Abstraction: a semantics concept described by S.L
Hayakawa; levels at which we select characteristics to describe an
object of our experience; lower levels on the ladder contain more
characteristics of one object, terms on higher levels contain fewer
characteristics of one object to describe what is common among many
objects; items lower on the ladder are more factual, items higher on the
ladder are more conceptual.

Lead Users: a term used by Eric von Hippel to describe users of a
product or service who have certain characteristics which set them
apart and make them good targets for product development teams to
work with in developing product concepts; among these characteristics
are prototype experience, a strong need for a solution to the problems
they are experiencing, and an ability to articulate the problem and
possible solutions.

Market-In:. a concept introduced by Professor Shiba; work is a means
not an end, the end is customer satisfaction and everyone has a customer.

Mental Excursions: a technique for generating solution ideas in which
you concentrate on the area of focus while reflecting on the Image KJ of
the customer's environment

Metric Scoring: a scoring method of numerically assessing solution
concepts in Stage 5 which combines the correlation assessment from the
Quality Chart with the Self-Stated Importance ratings.

MPM (Multi-stage Picking-out Method): one of the methods associated
with KJ developed by Jiro Kawakita; a tool by which a team can
systematically reduce a large amount of data to the vital few items.
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Net-Touching: one of the methods developed by Jiro Kawakita, a tool
for sorting and classifying language data; organization is done logically
as compared to intuitively in the KJ method; Unlike KJ, Net-touching
does not lead to new insight but instead helps to quickly give some
order to a set of language data.

Operational Definition of a Customer Requirement: a description of a
metric including how the data will be collected and displayed.

Plus -Minus - Interesting: an approach for systematically exploring the
strengths and weaknesses of a solution idea.

Quality Chart: a correlation matrix used in stage 3 to assess the
metrics against the customer requirements in order to choose the
smallest set of metrics which will cover the set of requirements; also
called the "first house of quality."

Reference Concept: used in Stage 5, Step 13, Screen Solutions. In order
to score each potential solution a reference solution is chosen for
comparison; the reference solution concept can be the "best in class," the
current product, or a competitor's product.

Requirement Importance rating: a way of incorporating the Self-
Stated ratings into Step 14, Select the Solution; an average of all
returned Self-Stated surveys.

Screening matrir a correlation matrix used in Stage 5, Selecting the
Concept; it compares solutions against either requirements or metrics
and by using a reference concept, scores each of the solutions.

Self-Stated Importance Questionnaire: a customer survey tool;
customers give a score ranking the importance of each requirement; can
be used in conjunction with the Kano Survey.

Solution Concepts: ideas for product or service components are combined
to form complete solution ideas, or solution concepts.

Swim in Shallow Water. developed from Shiba's swimming in the
fishbowl concept; a term used to describe practice customer visits with
internal or friendly customers before conducting external visits.

Voice of the Customer a verbatim transcript of the actual words of
the customer collected in a face-to face visit or telephone call.

WV Model: the systematic problem-solving model developed by Jiro
Kawakita and Professor Shiba, which describes problem-solving as a
series of steps alternating between the level of thought and the level of
experience; contains the 7 step reactive problem solving method.
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Appendix C:
Additional Hints
on Administering
Surveys

Response Rate
Survey response rates can vary all over the board. For busy
professionals such as doctors, response rates to mass mailings can be as
low as one percent. Take heart, though. Generally, response rates are
much higher among customers (and particularly those you have
visited).

You will probably see lower response rates among former customem and
prospects. Market research firms often maintain statistics on response
rates sorted by profession. Such information may be useful in planning
the size of the mailing you need to meet your target response.

Experience suggests that 95% of those who will respond at all will do so
in three to four weeks. If you don't have your target response by then,
you should either follow up or do a supplementary mailing.

Tips to Improve response rato
"* First Class postage

"* Personalized letter

"* Incentives

"* Post card warning prior to sending questionnaire

"* Post card follow-ups
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Professional appearance to survey. This could include any or all of
the following:

20 lb. stock, smooth, non-slick paper, matching envelopes, colors
(white, off-white, very light gray, beige, olive green ,or
cream), black ink, same font throughout, boxes to highlight
sections, hand signature in blue ink, standard size 8 1/2" x 11",
flat 8 1/2" x 11" envelope to deliver questionnaire (more
professional, attracts attention), clean and simple layout, full
use of white space, use of graphics if warranted, booklet form,
shading, page numbers in upper right corner, "Please continue on
page x" at bottom of page if warranted, note at end thanking
respondent, title printed at top of each page, color code by
target group if necessary.

Suggestions for the Cover Letter
The cover letter should address the following questions:

* What this is about?

* Who wants to know?

* Why do they want to know?

* Why was I picked?

* How important is this?

* Will this be difficult?

* How long will this take?

* Will it cost me anything?

* How will this be used?

* Will I be identified?

* What's in it for me (benefits, incentive, token of appreciation)?

* When should I do it (deadline)?
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Example Letter of Introduction

Dear Icory customer,

At (copay} we recognize that your input must play a vital role if we are to develop products
that meet your needs. We are writing, therefore, to solicit your views regarding (2rolduct
features and capabilities with the intention of using your input to enhance (prodictj or to
develop new products to better meet your needs.

The enclosed questionnaire is the result of an effort by the 4Qmiduct) development team to apply
Total Quality Management methodologies to investigate user requirements in the area of
{pmdut hg•y). As part of the method for determining user rets, we visited a
representative sample of 4=roduct} customers and non-customers, and we recorded their
comments regarding the types of tasks they are faced with, the problems they encounter and so
on. We have analyzed these data and developed some conclusions about (ymgdiict calgryj
features and capabilities that users like yourself require, and we would like to check the
validity of our conclusions by having you answer some questions for us.

Although some of the questions we ask may appear redundant, they were all carefully chosen
to gather the information we feel we need to guide us in designing and developing quality

roduct eorthat meets your needs. The survey should take about thirty minutes to fill
out. Please return the completed questionnaire in the enclosed, self-addressed envelope by m.

Sincerely,

XX)=
Wroduct| Development Manager

PS.: To thank you for your time, a (pmduct) T-shirt will be sent to each respondent who
completes and returns the enclosed questionnaire. The questionnaire includes a space for you to
indicate your preferred size.
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Appendix D: Kano

Understanding Kano Theory

Kano analysis helps us understand the relationship between the
fulfillment (or non-fulfillment) of a requirement and the satisfaction or
dissatisfaction experienced by the customer. Working with social
science theories on satisfaction developed by Frederick Herzberg, Kano
discovered that the relationship between fulfillment of a need and the
satisfaction or dissatisfaction experienced is not necessarily linear
(although this was the prevailing assumption at the time). He found
that he could sort requirements into distinct classes, and that each class
would exhibit a different relationship with respect to satisfaction.

Kano's theory sorts customer requirements into five categories
(described below). A sixth category, "Questionable Result," indicates a
potential problem with the questionnaire. A brief definition for each
of Kano's dimensions is listed below:

A Attractive Qualit Eleme : Customer Requirements which create
satisfaction when fulfilled, but are accepted as is even when not
fulfilled. In other words, the customer is greatly satisfied when
this element is present but experiences no dissatisfaction when it is
not present. In the stripping basket case, the ability to wear the
basket in different positions was rated Attractive.

0 One-Dimensinal Quality Elemens: Requirements which result in
rising satisfaction the more they are fulfilled, but lead to
increasing dissatisfaction when less fulfilled. There is a
proportional relationship between functionality and satisfaction.
The water drainage rate is an example of a One dimensional
element for the stripping basket.

M Must-Be Oualitv Elements: Requirements which do not lead to
satisfaction when fulfilled but cause dissatisfaction when not
fulfilled. Tangle-free casting was a Must-be element for the
stripping basket.

I Indifferent Ouality Elements: Requirements which result in
neither satisfaction nor dissatisfaction regardless of whether they
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have been fulfilled. Color-fastness was rated as an Indifferent
requirement for the stripping basket.

R Reverse Quality Elements: Requirements which result in
dissatisfaction even when fulfilled or in satisfaction even when not
fulfilled. (This usually indicates a problem in the question.)

Q Questionable Result: May result from an error in the data-
gathering process, or from an erroneous assumption about what is a
functioning (or dysfunctioning) question.

The relationship between the above three critical categories and the
satisfaction or dissatisfaction experienced by the customer is expressed
graphically below. Indifferent elements are represented by the x-axis.

Satisfaction

Attractive:
attachment at -Dimensional: wai drainage

differotrbody corrosion
positions resistance.

neutral color
line shifts
natural size ioops
ease of adjustnent

Dysfunctioningis

colsimortn to 00 not outer edge dxsi h bv iga roo

easeymdetriatt d isatie ninterference with

othermovement
Substantial belt sun resuistnce
tangle f~ree line line fallout
drag fEe casts position stability

Dissatisfaction

it is important to note that the axes in the above diagram are
asymmetrical, that dissatisfaction is not the opposite of satisfaction.
When an Attractive requirement goes unfulfilled, the result is not
dissatisfaction, but simply a lack of satisfaction. In contrast, fulfilling
a Must-be requirement does not produce satisfaction. It only avoids
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dissatisfaction. Only one class of requirements behaves as if the
positive and negative axes were continuous: One-dimensional factors.
These requirements can induce reactions ranging from dissatisfaction,
through indifference, to satisfaction, depending on how well they are
fulfilled.

The Kano question pairs will help us to locate each requirement on the
above graph. When pieced together, the answers to a
functioning/dysfunctioning question pair identify which of the five
categories a given customer need fits into. The process of merging the
information contained in these response pairs is the purpose of the Kano
evaluation table described in the section, "Processing Results." As an
example, though, a response to the functioning question of "I like it that
way" generally indicates that the requirement fits somewhere in the
right side of the above diagram, along the satisfaction axis. The
response to the dysfunctioning question would pin down the requirement
as either Attractive or One-dimensional.

The quality element curves are not necessarily stable over time. The
curves can shift down and to the right over time as the market becomes
conditioned to expect certain features. Thus, a feature once considered
Attractive, such as the remote control for a television set, could move
over time into the One-dimensional category, and ultimately become a
Must-be requirement. This phenomenon is termed "quality satisfaction
decay" by Professor Shoji Shiba.

In developing and testing the questionnaire, you became familiar with
the five standard responses to each of the question pairs (ranging from
"I like it that way" to "I dislike it that way"), and may br curious
about the order in which they appear. The logic behind the
arrangement of the responses is the level of pleasure experienced by the
customer. A scale of pleasure is known as a hedonic scale.

The question is frequently posed: why is "I like it that way" a stronger
statement of pleasure than "It must be that way?" Consider these
responses in the context of Kano's functioning question. The thought
behind this ordering is that the first response signifies a type of
positive satisfaction, while the latter relates to avoidance of
displeasure. Additional investigation of the hedonic scales is currently
in progress.
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Continuous/Graphical Analysis
There are two powerful advantages to using continuous variables:

" A continuous approach can summarize the data without losing
resolution. For example, in the Kano evaluation table there are
nine response pairs which equate to the "Indifferent"
dimension,and each may have a somewhat different emphasis.

" A continuous representation deals more comfortably with situations
where there is no dominant response to a question (e.g., 37% Must-
Be, 33% Attractive, 30% One-Dimensional) by allowing for
intermediate points, or hybrids. See the caveat below, however.

Caveat: The continuous analytical approach described here is best
applied after inspecting responses for evidence of discrete market
segments. Lumping together distinctly different perspectives to form an
average may produce confusing results. Take, for example, a case where
votes are evenly split between "Attractive," "Must-Be," and "One-
Dimensional." One way to check for the existence of distinct segments
is to run a test of correlation between this response variable and some of
the demographic data collected with the questionnaire. When
different segments are identified, we suggest handling the data
separately.

To solve the problem of data loss, we can assign each response a
numerical value, establishing a scale. We propose the following levels
for the functioning and dysfunctioning responses:

&M dn "ning Dysfunctioninmg

Like=4 Dislike=4
Must be=2 Live with=2
Neutral=0 Neutral=0
Live with=-I Must be=-I
Dislike=-2 Like=-2

Each of the Kano dimensions may now be represented as a coordinate

pair:

x
Reverse -2 -2
Indifferent 0 0
One-dim. 4 4
Must-Be 4 0
Attractive 0 4
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These coordinates will serve as reference points for the other data
(when averages are taken across large data sets, rarely will there be
"pure" Must-be or Attractive requirements). Answers generally lie
somewhere in between. With this continuous representation, we can
retain that information.

The logic for the asymmetrical scale (beginning from -2, rather than -4)
is that Must-be and One-dimensional dimensions are stronger responses
than Reverse, or Questionable. Therefore, our scaling should give less
weight to such responses to diminish their influence on the average.
The following map should help to clarify the positioning of the various
dimensions. You may want to compare it to the Kano evaluation table
presented earlier.

Kano Response Map

1A- Q A A Aj0

Must- - R M

O Neuta Indifferent• - R M= (I)

(fvelip R M

Dl R R R R Q

must-Be Neutral Live with i e

(-2) (-1) (0) (+2) (+4)

Dysfunctionality
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For each Kano question, compute the average of the functional responses
(these will be mapped on the y-axis) and the average of the
dysfunctional responses (to be mapped on the x-axis). With a properly
designed survey, the averages should fall in a range of 0-4, since
negative values (which indicate questionable or reverse dimensions)
should be in the minority.

We can now form a grid (shown opposite), with Xave and Yave ranging
from 0 to 4 on each axis. Note that each corner of the grid represents a
prototype, a pure result. For instance, if all respondents to a given
survey question answered "like" to the functional portion and "dislike"
to the dysfunctional piece, the coordinates of the average response
would be (X=+4, Y=+4), indicating a pure One-dimensional requirement.

Notice that the square is divided into quadrants. When the pairs of
coordinates representing the average responses to each of the Kano
questions have been plotted on the grid, the nature of each requirement
is clearly delineated by the quadrant into which that point falls. For
instance, a requirement such as number 5, which falls into the upper left
quadrant, should be viewed as an Attractive element.

The closer a point falls to one of the four labeled corners (the
prototypes), the more unanimous the survey respondents must have been
in their views. Conversely, a point such as number 9, which falls near
the center of the diagram, is a fuzzier result which indicates
disagreement among respondents.

Shading each point according to the average importance vote for that
requirement is an easy way to integrate the information obtained from
the Self Stated Importance questionnaire.

Interpretation

There is no hard-and-fast way to interpret the diagram for
development priorities. The best approach might vary with the
number of points falling into each quadrant, with the clustering of the
points within a quadrant, or with the degree of differentiation of
importance levels within a quadrant. For instance, in the above
diagram, there is only one Attractive element. Although it ranks only
as medium in importance, the team might believe that the product
needs a differentiating characteristic.

What makes the most sense is for your group to view the grid (perhaps
without the points numbered, in order to maintain objectivity about
which requirements should be pursued), and then agree on a decision
rule that will work for your data.
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Average Functionality vs. Average Dysfunctionality
(Coded by Average Importance, and with Questions Numbered)

Attractive I I One-dim

16

30

0~m 9005

20

8C
8C 400 7

60

100

Indifferent Must-be

Dysfunctionality

3.0-3.9 0
Average 4.0-4.9 0

Importance 5.0-5.9 0

6.0-6.9 0
7.0-7.9 0
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Possible enhancements

" Use the importance votes to weight the Kano responses. Using this
method means that the more importance a respondent ascribes to a
given requirement, the greater his or her influence will be in
classifying the requirement as One-dimensional, Must-Be, etc..
Remember to use the weighted version of standard deviation if you
want to include error bars on this graph.

" Where responses to a particular question have been grouped into
distinct market segments, plot all the points on one graph, but in
different colors. If the graph becomes too cluttered, you may have
to omit the information on variation or importance. To avoid losing
the importance data, you might vary the color only on the number
next to each point.
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Appendix E: Concept
Engineering
Process Metrics

The metrics subcommittee of the CQM Research Committee has been
investigating product development process metrics. This appendix is
contained in the Autumn '92 issue of the Center for QualF'v
Management Journal.
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Appendix F: Concept
Engineering
Worksheets
Customer Requirement Worksheet ................. F.2

Metric Development Worksheet ....................... F.3

Kano Questionnaire Worksheet .................. F.4

Self-Stated Importance Worksheet ............... F.5

PM! W orksheet ......................................................... F.6
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Metric Development Worksheet

Customer Requirement-

Ambiguity:
Possibilities

Everyone A difference for multiple Everyone

interprets in interpretation interpretations agrees on
differently exists exist meaning

II I I I
1 2 3 4 5 6 7

Metrics Validity Feasibilit Rank

Kano Questionnaire Worksheet
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1. 1a.etrl

4. 1 can live with it that way.
________________________________________5. 1 dislike it.

I b. 1.I1like it that way.
2.. It must be tha way.
3. 1 mu nautal.
4. 1 cmt live with it that way.

_______________________________________15. I dislike it.

2a. l.I1like it distway.
2. It must be tha way.
3. 1 am neutral.
4. 1 can live with it that way.

_________________________________________5. 1 dislike it.

2b. 1.I1like it that way.
2. It must be that way.
3. I mu neutral.
4. 1 cmt live with it tha way.

______________________________________5. 1 dislike it.

3a. 1.I1like it that way.
2. It must be that way.
3. 1 mu neutal.
4. 1 cut live with it that way.

________________________________________5. 1 dislike it.

3b. 1.I1like it that way.
2. It must be that way.
3. 1 mu neutral.
4. I can live with it that way.

________________________________________5. 1 dislike it.

4a. 1.! like it that way.
2. It must be that way.
3. 1 mu neural.
4. I can live with it that way.

________________________________________5. 1 dislike it.

4b. 1. 1 like it that way.
2. It must be that way.
3. 1 mu neutral.
4. 1 can live with it that way.

________________________________________5. I dislike it.

5a. 1. 1 like it that way.
2. It must be tha way.
3. 1 mu neutal.
4. 1 cut live with it tha way.

_________________________________________S. I dislike it.
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Self-Stated Importance Rating Worksheet:

Not at All Somewhat Vey Extremely
Important Important Important Important Important

1. How important is it or would it be if:

1 2 3 4 5 6 7 8 9

2. How important is it or would it be if:

1 2 3 4 5 6 7 8 9

3. How important is it or would it be if:

1 2 3 4 5 6 7 8 9

4. How important is it or would it be if.

1 2 3 4 5 6 7 8 9

5. How important is it or would it beif:

1 2 3 4 5 6 7 8 9

6. How important is it or would it be if:

1 2 3 4 5 6 7 8 9

7. How important is it or would it be if:

1 2 3 4 5 6 7 8 9

8. How important is it or would it be if:

1 2 3 4 5 6 7 8 9

9. Howo imprat is it or woould it be if:

1 2 3 4 5 6 7 8 9

10. How important is it or would it be f:

1 2 3 4 5 6 7 8 9
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plus - M]inus - interesting Worksheet

Concept Description:

P

M

I
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CQM MEETING ANNOUNCEMENT

The Center for Quality Management
150 CambridgePark Drive, Cambridge, MA 02140
Tel#: (617) 873-2152 Fax#: (617) 873-2155

Please deliver a copy of this fax to each person in your company at the receiving
fax number listed below.

TO. CE User's Group
NAMEL COMPANY: PHONE#: FAX #:

-A.an K. Graham Center for Quality Management Hm (508) 369-8714 CQM (617) 873-2155

-7nn H. Petrc.:n- Teradyne, Inc. (617) 422-2216 (617) 422-2910

:>3ne Shen Bolt =eranek and Newman Inc. (617) 873-3730 (617) 873-5011

"zry Burchill MIT (617) 258-5586 (617) 258-7579
'.-zesh Parikh 2igital Equipment Corporation (508) 493-1551 (508) 493-6094

3.Laph P. Anders.n STU :n:ernational (508) 667-4111 (508) 667-9068

-eg Doyle Praxis :r.ternational Inc. (617) 661-9790 (617) 497-1072

ize Kasabula Folaroid Corporation (617) 577-5056 (617) 577-4022

:avid Boger Bose Czrporation (508) 879-7330 (508) 820-4865

Hugh Loveday Ford Motor Company (313) 322-0886 (313) 322-4033

Christina Brodie Polaroid Corporation (617) 577-2882

Bil Fetterman Analog Devices, Inc. (617) 937-2000

:awn Dougherty-Fitzgerald MIT (617) 253-5771

-:am Chan EPA

2ark Martin MIT (617) 253-2229 (617) 253-5771

:-:ke Timko Analog Devices, Inc. (617) 937-1257 (617) 461-4496

,lise Locker Bolt Beranek and Newman Inc. (617) 873-6327

:-ristopher Moore Bose Corporation (508) 879-7330 (508) 872-6541

FROM: Ted Walls PAGE #: 1 DATE: 3/5/93

RE: Monthly Meeting

The CE User's Group minutes and Meeting Announcement are
attached, with addenda from the meeting.
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CQM MINUTES
150 CambridgePark Drive, CE User's Group
Cambridge, MA 02140
Tel #: (617) 873-2152 Fax #: (617) 873-2155 Feb 19,1993 at Bose Corp, Framingham

In attendance: Ralph Anderson, BTU; Mike Timko, Analog Devices; Elise Locker,
BBN; Christopher Moon, Bose; Yogesh Parikh, DEC; Jay Thomas, Sippican; Joe
Kasabula, Polaroid; Gerry Waldron, BTU; Marty Soderlund, BTU; Diane Shen,
BBN; Gary Burchill, MIT, Mark V. Martin, MIT; Hugh Loveday, Ford; Dawn
Doherty Fitzgerald, MIT; David Boger, Bose.

Next Meeting

Friday, March 19, 1993, from 3 to 6 PM, at Polaroid. The CE User's Group meets
the third Friday of every month.

Highlights

1. Mike Timko, (Analog Devices) presented a method for using results of the
Kano and Self stated Importance Questionaires in Concept Selection. Mike has
developed an Excel Spreadsheet which uses the "Attractive", "Must Have", One
Dimensional", and "Indifferent" scores directly with the SSI values to generate the
"better than", and "worse than" factors. (Eliminates the need to decide the Kano
category.)

2. David Boger (Bose) (discussed the use of Concept Engineering Techniques to
establish "Fitness for Use" during Alpha-Testing of a product. This structured
method used voice of the customer interviewing of a number of people (12-20)
who used an engineering sample of a product for a short period. (2 weeks?)

CE methods were used to "explore" the responses, develop requirements,
weight and prioritize the opportunities for improvement.

This Alpha testingwould have been easier if the project had been started
using CE techniques (SSI and Kano factors available).

The reaction by the development team to the results was very favorable,
with appreciation for the clarity of the list.

3. The announcement for upcoming CE course was reviewed, with minor
changes suggested.
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The leaders of the day were were agreed upon as follows:

Leaders Assistants

Day I May 3 John Petrolini (Teradyne) State Siting Board
Steps 1,2 Diane Shen (BBN)

Day 2 May 5 Christina Brodie (Polaroid) State Siting Board
Steps 3,4 Ralph Anderson (BTU/CQM)

Day 3 May 7 Diane Shen (BBN)
State Siting Board

Steps 5,6,7 David Boger (Bose) Sippican (J. Thomas)

Day 4 May 11 Elise Locker (BBN) Sippican (J. Thomas)
Steps 7,8 Kenny Likis (BBN) ......... Praxis (P.Doyle)

Day 5 May 13 Joe Kasabula (Polaroid) ......... Praxis (P.Doyle)
Steps9, 10-15 Mark Skilling or Bruce Amazeen

(Analog)

note: 1. Yogesh Parikh has offered to fill in where needed
2. Diane Shen may get substitute for 1 Day.

Leaders of the Day are requested to have copy ready masters of their material to
CQM by April 14.

4. Dawn Dougherty Fitzgerald and Mark Martin (MIT Leaders of Manufacturing
Program) reviewed the feedback from the LOM Concept Engineering Course in
January. (5 each of 1/2 day session)

They abstracted the KJ results of the weaknesses-mainly insufficient time
and inexperience of the instructor with teaching the material.

Gary Burchill led an effort to capture suggestions for improvement (Labels
collected by stage of CE) the upcoming course.
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Table 1: Two Dimensional Table of Evaluation

Dysfunctioning
2. must- 4. live

1. like 2. 3. neutral 4 ive 5. dislike
be ,ewith

1. like Q A A A 0
2. must-be R I I I MFunc-

tioning; 3. neutral R I I IM
4. ,ive w,th R I I I M
5. dislike R R R R Q

Kano Questionnaire Interpretation
Satisfaction

One-Olmenstonal

Dysfunctioning ,,1- Functioning
Indifference "Ms-e"

Dissatisfaction
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My Kano Questionnaire Interpretation
Satisfaction Better

one-Dimensional

BetteretAer

AttractMOSe

00

Dysfunctioning In d -' e Functioning

Smust-Be

Worse

Worse Dissatisfaction

Better = -A+O x SSI

M+Q
Worse = M+O x+SSiA+M+O+
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Kano Response Data
6-_________

0 0

00 0
4.5' 

0

0

0 0 0

0 0= 09

L 00

5 00

Dysfunctionality
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The Use ot Concept Engineering TechniquesTo Establish Fitness-for.Use For New
Products

Situation:Nearing the completion of new productdevelopment, prototypes are field-evaluated
to test f itness-for-use

CE U~ G,3W W~ Fefp PU 19U

Ss27910

S10 NoTWO61.tM



Step 1:
Distribute between 12 to 20 devices to

evaluators

Purpose:
* Exoose evaluator to oroouct-unoer-test in their home environment

Evaluator generates written notes regaraina operation

CE User's Group MAtlnq Feobrny it. 1993

Apply results of Griffith & Hauser research

" How to choose evaluators?
* von Hippie Lead User theory

"* Evaluation Time
- Acceleration of exposure to product-under-test

"* Evaluator's Notetaking
* Conscious recall of 80 oercent of material lost within 24 hours

CE Users Group hkefg Febramry ig. 1993

Step 2:
Exploration

Purpose:
. Collect unfiltered information

-CS Une GMV MinebMq Feb my I9A 193

28M•



._BfSL=-

* Simple Discussion Guide

"• What did you like the most?
"* What did you like the least?

If you were the designer, what would
you change?

Use of Kawakita's Principles of Collecting
Language Data

CE Users Group Meeting Febr•wry 19, 1993

Step 3:
Extract Weakness-Related Voices/Net Touch

Purpose:
"* Focus on areas not fit for customer use
"* Organize data to streamline downstream processing

CE Users Group Meetnq Febuwmy It. 9M

Step 4:
MPM on "must-be" Issues

Purpose:
* Focus on "must-b Or "showstoDper" issues

(use Kanos dimensions)
9evelop a manageable set of issues

CE UserW GrAw *b g FOe&IL, IS. 19.93

28&?,



Step 5:
Translation

Murpose
u ransiate irorn evaluator s language into a form on wlich the

Oevetooment Team can act
Create unamotguous and unrestmctive requirement statements

I Step 6:
i perationally Define Requirements

Pufloose.

•Obimcvery aeino requiremems
SCreme system to assess Iperformance attenatves

Opportunities For Improvement

* Write reauirements for each voice. Then MPM requirements.
not voices.
Use Kano survey to weightproritize requirements.
O on CE projects. assess evaluator requirements versus ORs.

Assumptions

* Testing fitness-for-use employs "exploratory" research methods
- not "confirmatory" methods.
In simplest form. Development Team is capable of dimensioning
issues as articulated in 'voice" or raw data form.
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Appendix C: Inductive System Diagrams

The diagrams in Appendix C come from the Inductive System Diagram

test conducted in the winter of 1992/1993. The first diagram in a series, i.e.

Diagram #1.1, is the original diagram with the common variable names

annotated. The second diagram, i.e. Diagram #1.2, is the revised diagram drawn

with the common variables.
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Appendix D: Selected KJ Diagrams

The KJ diagrams in Appendix D illustrate my approach to selective coding

analysis for the variable Design Objective Clarity. A complete review of all field

notes for each team was conducted and references which might be related to

Design Objective Clarity were selected for consideration. As a result, all KJ data

labels represent actual observations of, or statements by, product development

team members.

The selected KJs represent each of the basic units of the comparative

analysis. Team 1A came from company 1, used Concept Engineering, and

exhibited time to MARKET orientation. Team 2A came from company 2, used

Concept Engineering, and exhibited time to MARKET orientation. Team 2B

came from company 2, did rot use Concept Engineering, and exhibited TIME to

market orientation. Team 3A came from company 3, used Concept Engineering,

and exhibited TIME to market orientation.

The final KJ diagram represents a synthesis of the individual team KJ

diagrams. The original aata labels for this KJ were the first level grouping titles

from the individual team KJ diagrams. These first level titles were then grouped

and a second level title was prepared. The data labels shown on the diagram in

this appendix are actually the second level titles from this analysis.
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What did I observe about design objective clarity from team 1A?

Concept development is not emphasized Prouct definitions done

orConcept development work by others are suspect
is niot recognized as valuable Engineers did Product

Concept not consider development

Deig atiitesdevelopment isl the marketing specifications
casin canedrctionities not a priority function to be done by others

cncagdieto Ijuthvths activit corn ent not trusted
continuum of 6ea

This process or pressue is thatMGof epi ThvryacI
would hae knowing while Ym Vet1' difficult to IN~ea Withapol had vtactOfact
providiedvasdeafer doing "~ tha it get "Msn ffo u tinI

a stratagh no vlbis" output urgency from remnelig oevei
sptrtoategic zys o would fire clauyhlat

path~~~~~hv toth nf nynedo a;rmdael
it'dl ~productearly in we ane onthe

its estaion goto iarkeing rightpath
Stop tha ntoiber ofITh anid my what are How do you Woww
dead ends. &WTp
pipahawithi people are looking; wrote what tie

sigifian right higget "ag an for. Thel go to custmeursaid
anYone. plate, Histk mid rev

thes are the thing re)Wos
you haven't rp)we
considered nihtinaem nthat

aeleciki gthe

Anlsspromotes cofidec # \mdio

management~~rdc suprtpomtseofiecDocumented analysis promotes Systematic analysisN*

Documented Senior Confirmation of Fear is reduced

auldit trails executives can personal when decisions
reduce be convinced perspective can be
martagemvent with with customer supported Contextual awareness
concerns documented data increases confidently improves understandinganalysis confidence

Iftedt sWe willhave ercontact
wlprsne, conidence w httour tuewtQa clarifies re uirements
th miit s be toe ability to wa rih for the a"53 can being

up and the seil to exeutive nrale v be'isIRqrmet Custom'er
attack are gouate ain would two losrinterpretation exposure

dowlPromisue is After tie ,*grosdifferences can be influences
Bydocirneiting docurrntitag interviews ha If we follw a settled by designer actions

a tral. perhaps aat promn which reviewing
You head off IConceot srverwhat PresensWenyug

resbirttmiA that jpiovides althmtgt for itie you don't have
toe witi

get unposed on Icredibility by moat part I arytihirg to hide They began to cislornr it Is
your verifykig co~~uld have put f roam You have driawa rruial

Inuitive cocp onI
Conept don henoughm data to label nuatnt mid diffesent then

insmfa-on pannutera a supiport your went back to tha being in the
(PPA) who c~oupkof mcuorrvh ln

Sdoesn't tin"ii aWo anid rewrote tha
unesadNow I have lbe

what i Softg on h*ur All tie atuff
Dirmpimi worked fo reti

Of because I wes
ghroupare continually

Maybe Nn othersalmio ther elli for tha
spoiled by this Versens. B cuto we a

prcebecause inmt ttw tpurt trnodified
it has bacon. th oti htIw
inuitlve o 10is, ham 7ru doing
ANF solution led

to A4PI would dearly
have loved to

Confidence in results have one of tha

involved to get
am wllig t Thsabslub I gt te wan appreciation

facigothe beliefwas owndw of why youre
ot Munhkbeno feigPutting this here

kintenal qie one could knmock o htte
rnuoff get mpoan 1
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Individuals determine design outcomes

Designers must make tradeoffs

Designers cannot do everything Designers need to Committed people
understand how make positive progress

Designers are Designers want Designers want factors interact
constrained by to focus on the to know relative Commitment to Passonate
factors outside vital few requirement eDesigners work design objectives participants
their control requirements importance backwards from promotes design ensure the work

an image of the realization gets done
Hoevrca't~ Try to weedut I have to knowv finished product

Shettfi £ as many which badeoif Poot programTeyav
requremet into okrlt buys mtre than ptvdta

a bwta can early it loan I have to get the ru nThey don't want
doesint fit big picture first. t e te

autctrntic, hard t e te
we ~, That's where I I have to know ~ **~people downr

trcwtd eed the Input that it feels right woeadyu peopl
bymtrasthat tells tme first Ia toin dohat

le' fou on te weeIndthwant to do it
aelactin I don't critca few where thene ia
have conrocl I me the frinihed pawnershi an

over. ad didg n~u Io~ at ~product andow ihan
rccuuuimtb I than I weeysl It as gae now. thetw

dnthave reann labels using ittand than Once it is cote;when
coto vr w ari te Tom write the specs defined and they Vist in the

not goingto .CardCeUta IS ta* group of
vOle for idbuilt It VAU stay. people and the

anyor; 'dI don't have to team ancmuntrs
rather sayn . Features are so worry that scene probilemsr and
thun go 24 and inkterrelated solImtn ~jchild difficult"m they
havesome coulid tot doit willappear in t dcamtlaat

bogu mavacum paceEvery sathle day

that penio
enabled us to
come in and
fight the prod
figKt to do fth
&kip that
needed to be

Individual bias can
determine the design objectives

Senior Personal
managers can agendas can be
dictate product pushed during

Process participation promotes understanding attributes design activities
I can I"e a" We've had

arePa~ciatcmJapanese counitry people who lost.aDiscussions ar aticipation in maae -i canrtact because
used to clarif the proces UP wtth a they couldn't do
written statements builds requiremneet a certur

wnderstaidng thing t... Takes
cormpletely out of 90% of ernphafts

several different Sotruawn that T1his whtoleptUbuinmi
dlcraet hebud proces. by The top I% at custoters

about what the widezeturda the Softq truft~ executive threw a
real requiremenit program, we have product idea out I We rsed to make
we% evertrialy wideretanda the generated on the table and it exactly die way
there wee a requirements aseparately. weit was assumed i we wriald

icarmurar Of the unrdurstanda the eI a converge an asa nundate before this
icureqdentrem how and why, dv ath utici n.
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to made. dale k nudeWamdrketirg
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ma March 5, 1993

Bedford, MA
Gary Burchill

299



What did I observe about design objective clarity from team 2-A?
Requirement statements cannot stand alone Understanding is based

Requirement statements needed clarification on prc ngeprine
Placing Metric -)Product definition activities build on prior efforts
requirement development
statements lin clarified the Ideas are Requirements
context of intent of some connected to the were clearly
onigi~nal voice can requirements results of link~ed to
clarify intenit prevous work By knwn th customer voices

i Durng mtricroots they are
Durting onitz c V s reads a devekmwtiet the MS Isra Wding1 hows w gotn tkow

deveioUmtt 11 -u ; S aake tuam label tothewgroup whr woeertobeab
gosbc oa a r!on-. tdTW curiffllatl"A and walks over to 'o link one voice
workhee and It a b o be tthene Ji prdeiuct t numnge to a
md aoo iaienai...- MB di -toeed pokint out the key itern to a

voice sates what he clariyigonecio to th requumrenwt
thirs tMeat s ideaatl fsa u

Wewilcoh daracteristics of Durng idea logical/sytern-at
across so many the neuqrestiot

dearnss Snerth& B sits c tdun"a in this
pomnts--see- .1am begirmnkg to In foiat of the I think henres

d- ao dimige mny .- 'id an Quality Clat and what he Sand and
allows us to go the arribiguity, altetitambtwa heme ifth
back to wtena and rating we gave this looking at the QC requiuenwtt
what custoneris requiremenit Whenadloinattewhc ~ce

said welook at the pntewdfywhat he said
0,0*i tt is not at all rtinwid

1Arribiguous 
what

wewtt od Exposure builds support
Thee anm tigt trade-
offs. seven hre lVte The existence
what you can do.ofacm nProiiigthose IsSenior ofoes backgommnd
nnthly whAt YOU get management participation bcgon
from "i austoma clearly builds eases conflict

Focs etemies ffrtdemonstrated process resolution
s dter ine efortsupport for the confidence

Limited focus concentrates effort Miepepl eg. They bothkk
The G ~ ~ bitching about the gonu to kwow

Designers want to Disree bte oflK by z ntte whr i
focus on the vital information are telling the team. thus people ani definitiomns ca
few easier to process corpocateatretualfomadta

hoshlin dealt with Whnw gtit will make iti
to slec. Cm V~ the moorn there was

FkinaWyhe ableto capture Ithrough VoC conlic adbl ao
tae~l~ tm b~yte of because the person easir

stt5h dnt komeunon and When It was woimPoesnwnit any of theres _c '-"' Skiam we have gone
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anytiing: thin a huge AMy available it broughl collection W wmd

33board surprise and
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tobesletie 1 separateevery idea trivial arguninis
on tie paper that during ding

3allowed us tofocus
reflection on each

Clear objectives Systematic analysis is thorough
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efforts effectively to bIe During the check analysis reducesfor ontssefim. Mr downstream
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design objectives Unclear design evr/v hpy one as not captured SMS
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custonur cocriromnieraastegopwtwengig
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Designers put themselves first

Designers typically make
decisions from their vantage point

Desigers on'tDesigners typically
Awareness of use always cnsider discount inputs from

the implications non-technical leenvironment can influence design o hi eiin
on We used 10 do * g et mi' iput

product definition we tedintgo
Actual experiences carry credibility It used to be out b twaete--d inadteh o

goal was o *1 pantsJIudge t&i
Stories of real Requirements mdaei u uanfhr riotn o

SPOF wthut ours-pewqc bre iscnyofuinsiotexperiences awe anchored in worryig about whkidi ns to be m 5 t
used to clarify customer wha othe people timed Nonriall. you tala

points of experiences haved andt snd him ut
oncredibilit Ytou trikmu an AMsyg ak1

arbtitruy dick otoreotn te
MTaruet a- Assamn ut~I!~~t~ ut~dt corne beck and tell

calkrin of aed~i~ty is GMn out later WSd n.~ewa
quetionwitha withareatitI much harder (for th WW whe

rs eeii so an I Idnife gro Or tod th deal wiid di qxe
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W.o*seAmol individuals can development, approach to
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What have I observes about design objective clarity from Team 2B?
Customers had minimal influence on the design objective

The marketing function didn't transfer customer insight effectively
The design was influenced by factors
other than customers rThe marketing rep was reluctant Markefing reports.7ntane

to share customer source data less information than
The engineer was focused 1"41 a Taietn he imarketmg desired by the engineer

oop twasca de W glctu~t rep 4 di ofirclutoe aontcnclcradrtosto glee the share his actual oetcon atact
Undersanuding The enigneer Thnginee enineer access to notes from prvdsth nme
technical viewed the waustu ne contacts customer vatit nw normat*ionha
trade-ofti perormn begin the enarnse reports
incremasd the specsas a by- desW ~ ifrf
engliner, Product. not disxtmaor, with -wd . 0..Tm. vta-
contfidence o~cieo h euia ae

d IUSPU IbNL, aph I P- a.y 
b. £-6

%.A.i -. M

Cieeonurcontitart iemoiae
engineer's samse of connectcio

b .. M I with actual users

O..a " .1gq I^ X -6

Design objectives were
inifluenced by environumental
influences Early access to an actual design was important to the team
Tar"e markets Dasip rThe deigner wanted an actual design T'he team wanted to start
dere Obirud s bre prior to diacussions with other design activities quickly
from revelwinig coveiivgebUCak An actual The marketirig isp Theagee

thenyu~ pod~waned n da~nmpiushed to shorten wanted so starttrtef W market actual desip n a the beasi for thte product deaign

.. "0. lutsbo with other to having a
-Vabout trade-offs designe comte

0a.- understanding

a"odrtIakt 

isusosdfiiir 
din atvie s prio

4IU.r 4 e -i
AO..f R- rdi .1qOar-Me 0" 4 WK .

Company employees, .-. A4
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experience, can
influence the desig

Other dai ProductV.A-P
aim a printery attiuluesccan

ifunean be determinad
the by people in
ER Ea power who

ustdsstadktgThe proposed design
ema~ ~ fthq ~objective was not compelling

The "eam The seuor
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Desin ojeciveswer esablihed "* *Data deficiencies affected the decisions

Relative priorities ar Decisions were made with data deficiencies
In design you musit make choices established durnn the desig Decisions were make with incomplete data

The designer can decide
You must make a relativereuirement rioribs The team Some product Critical
design objective choice recognized it attibtitons en0mrg

The designer The uggmr wa nuking were decided eonCrms were
YO tt htyuaemade tie made a dectmswvth With-ut not discussed in

to do to aper detennainatio decaision anc lete daa citoflwl date the nusetthg
ent noo what what the WM9?

. Thpnkuu. customer's*~~ 1? b rtait need-Wo and
~ ma ~ .~w... ~ ~ nine-to-have

requiremnwts p i
v~-fd we t~a

It Is necessary to commit Uaeu

to a prod uct defkin tton ~i. r..

The" team 0,ee a

Established priorities the values for tone
orient trade-off decisionsdeiovaabs

Established L * LQ _

Design requires kee efforts

wanted to definition The senior manager
col -it provides the focused on inappropniate
Ihinuelf only designer ab~. i aafo h eso
to the thking direction with .f inder discussion
he was fleidbill Al.-~_________________

confident he Ua s- Via* -- e % WWN-

could achieve 10' P- 0.bb W

Inorato avilbiit affct th decision prcs

Comimet wer baseoredeciion aviablt a inec eates dcisonfiproces

on conservative estimates
of peformance Aada In the absence Persistsl data Dataman

A lac ofdta o 't, s colcto the confidin"e
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SAW leadis to reneesar in iss opinionat to confidence
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What did I learn about design objectives clarity
from team 3A?

Individuals did not IN6Process participation builds contextual connections
identify themselves O
with team results Commnon understanding Process participation provides more

facilitates goup interactions ino atntanpcesuptIndividuals had agendas ýidocumentation
unrelated to team efforts ex~pellces rDocmeta TurnovetIndividuals 'Me tembuild bete Common ti acs Soui

tried to felt senior perpectve thle wonder about inonsistent
reuc he lacak mng tn affective yo ha levels of

Ev deopit the~P I ehik w qualities Of sornething backgrouind
never mona ai dictate deninitat w itii interactions 1-the~ knowledwanted to WE up~i4nig, solutions inoVlVErnamt. ItedolaedSgt ciutoII it ea7loaon Itdou Imin... ituinoerwe

pp u t th in g s L (n o tic in g ) W i t h o u t a re h a v in g a u ms dl l e a Ind au tot IIti o l S e n se
ddown thati I 'How can you.gruapol andics ate.btiIfYux" wllhvacouldn't be writing referenice to ownE PEh bmTins is soil nut the itiotohe bacinwardswho shame that don't irnk saan it is not yellow sike odeliver, bltsiinwthout teams effort Sa Colso n mn ei' promblerm .w ididn't want looking at Wee ki aguer becauteemwevwib l
tto get backed Proupr If we get-pr- wudaeeN amWnh"bi

itaconrTony if iiaeatq- let go6 a~hon d..jiculd in
People right will want ,ykt hear I kind of saw it W hvgtagcwlit
now are doing tig inroofhe asw*Senat a sorn people thatlosi on the
anything to ways. thtat Sami Stf Ioe of done on who did good "

kep ot wol wekhe up front and vwits. We New people winljoti-cludiidk of CE stuff coorni patIthuhavlstw ot b a
gkeeping will be has to bida wea would have they heard. gromauedini the

their mouths wasbod belie I thingsto istithe utashut. doing I, owarguem aboot custoimer did, requuaamsntwhaf y ou tion laftlmal _ate eW. ~ ptwh~l~at!I nate sad wehaeistakron

says, whether no n-efia -
itis rgtor to"" %ftaui

wiongStrong

designingthe
Syn tin thiat.
maim and
they are not

onthe teand

Agreement to move orn did not Management did not support the team
mean agrement with results Team members assignments were disruptive The team perceived a lack of

Agreement toproee does not Interview Assiginments T7he temmanagement commitment
mean agreement with prior teams had to the team experienced Tole. gaminiga mid clear pdent.decision skill were made at massive Limd~emtuding of corntymum have

deficiencies the last turnover the Custoarae' nuidi awna
Soludot again. Its the leawt hacannot 2ofthe4= Ew Eeng ineer inyorisnt. but to cornorartnet tan

teamk 60nL 2 of 6 cor mv *i a d the die (PRO) so whatwehedeiontikator ... people don't He tamla he amru who di fuidf h
an.y~th~ig wrong, but Pam interviews did no did crunc w- trausferred. quit, cin: at ot parttkularly thawmane shallow water did no or was lied Managementacin

hapy wth t ithr -epodwucil uwtjrm tof he6eeole cratdwely
Discuioni~ of this first O The cor Wirn Won't reallyepl rete elgroup tok 2D mnuiespadtkpattirg in Engerui Maaemncm ump with a low"s until the sa Z, 3, aangeenpeopleoati wer ith list 1190 I15h(IKJ) aS o personnel were created a delay
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Customer's context clarifies requirements

Abstracted statements can create Rqieet nhrdi otx r lae
diverizent interpReureeneantreationetoreceae
Hligher levels of A sttnen a Customer References to
abstraction be interpreted in statentents csom

reuc cartywithout very CEtm em
rouc crityna different ways by cnet dAw"m ~ context resolved

ofoignl different le conteet debates
Idecreds What regarding

dint~ ~ a ITbt 'egMcn na- requiremenit prw-vo, la
do-M d** e gudance An n- d facts Thiat. require-irt
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L ~a very general audiad

Individuals had an understanding of

Obetv clait focse effortsMqjiemn

abiit t reuiemnt so e~lCerrqieet ietefrs Csoe
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What have I observed about design objective clarity?

Some desig decisions are hard to justif

rDecisions to move ont are Some design objectives are
sometimes made just to move on not importarnt to customers

Influential Personal
Agreements to The analisys is agendlas cana
proceed are development not always become design
sometimes teami is relevant *ectives
make simply pressured to
to move on show lbaerbmnala

oIporturihm to agmtdascu
dmipwfo f requiriff- O*~C"iv

rV!e can
Um to rodud Bd*W r ioe g,

givenbd priority

byemanagment

dvl-t
actiftimu an not

b-Ora -

owCE kumDesigners make choices during design

rYou can't do ail Individuals have a limited
in one design capacity to focus attention

One design eDsgr Identifiedcan't dcd hr
decideat wee Priorities get

everything to concentrate woedn

by D-0 iM it diniiduak an
be~otubid dfl&*uk to

H , dp-b" Ackowwb..

Taade..caam dmd* *1- -
Oubde dwil M1 1 u*
,d*Amlapeme cao tunaluar Cbw desiw

obecitt hot vreei
empiaida in ldacWhir's
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Understanding decisions increases confidence

Context increases understanding

Design
Background decisions are
information Contextual made in
clarifies awareness rltJIon to a

statemnt uandesding lre ytn

&W-11131-6 dedielonsare
Provide Owne am inflmned wi

1 111m001. by awwtam relatiohl to to
dull Written Co -OPI
docsaintstio k wmt dsgcoep
Yb. Intet ofa isdrlped by cwstanan

. -W wtI Proces view the desig
stawatntilan pafcpti ati a
te deturuined ca broader wonte
by aaulw uwa w dun~la dimU

-econiflict iw

Supportable
decisions build confidence

Disagreements on
design objectives can exist The ability

Supporting tosppr
Unsupported Requirement evidence builds " I'ss
inferences (opinions) statements can be management increases
create disagreements interpreted committanent confidence

differently m.e ability to

A lack of data can supportin deispioa
createarn knpose If O~framonmtetdsgInras

Marbigagd udtbewetami lflum Individuail
mabfadoppot~unitiesUU$ wantd to

don't trut each otaer Sta ts can be nahe

diflaently nfloconwrattbmbnt
Inrase &mmj
mupmem anlyi

canwdanmat builds
confidence

Decision process
understanding
influences
confidence in
decision outcomes

Participadtio ind'
procme con build

linked to
nintoaU'sIhave
credbilty
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hinonnaila an
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